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Introduction to the KiCad Schematic Editor

OnucaHue

The KiCad Schematic Editor is a schematic capture software distributed as a part of KiCad and available
under the following operating systems:

* Linux
* Apple macOS

e Windows

Regardless of the OS, all KiCad files are 100% compatible from one OS to another.

The Schematic Editor is an integrated application where all functions of drawing, control, layout, library
management and access to the PCB design software are carried out within the editor itself.

The KiCad Schematic Editor is intended to cooperate with the KiCad PCB Editor, which is KiCad’s printed
circuit design software. It can also export netlist files, which lists all the electrical connections, for other
packages.

The Schematic Editor includes a symbol library editor, which can create and edit symbols and manage
libraries. It also integrates the following additional but essential functions needed for modern schematic
capture software:

e JIpoBepKa 3JIEKTPUYECKUX HOpaBWI OpoeKTupoBaHWsA (ERC) 111 aBTOMAaTUYECKOTO OOHapy KeHUs
HEeBEePHBIX WJIH IIPOIYINEHHBIX COeJUHEHHUM.

® JKCIIOPT U300pakeHUs CXeMbl B paiiiibl pasjnyHbIX popmaToB (Postscript, PDF, HPGL u SVG).

® TeHeparop mepevHsd ajaeMeHTOB (BOM) pa3auuHbIX GOPMATOB C IOMOIILI0 BHEIITHUX MHCTPYMEHTOB.

The Schematic Editor supports multi-sheet schematics in several ways:

* Flat hierarchies (schematic sheets are not explicitly connected in a master diagram).
* Simple hierarchies (each schematic sheet is used only once).

* Complex hierarchies (some schematic sheets are used multiple times).
Hierarchical schematics are described in detail later in the manual.

HauyasbHast HaCTpoOKa

When the Schematic Editor is run for the first time, if the the global symbol library table file sym-1ib-table
is not found in the KiCad configuration folder then KiCad will ask how to create this file:



Configure Global Symbol Library Table

KiCad has been run for the first time using the new symbol library table For
accessing libraries. Inorder for KiCad to access symbol libraries,

you must configure your global symbol library table. Please seleck from one
of the options below. If you are not sure which option to select, please

use the default selection.

© Copy default global symbol library table (recommended)
Copy custom global symbol library table
Create an empty global symbol library table

Select global symbol library table File:

)

=1

OK

The first option is recommended (Copy default global symbol library table (recommended)). The default
symbol library table includes all of the standard symbol libraries that are installed as part of KiCad.

If this option is disabled, KiCad was unable to find the default global symbol library table. This probably
means you did not install the standard symbol libraries with KiCad, or they are not installed where KiCad
expects to find them. On some systems the KiCad libraries are installed as a separate package.

e If you have installed the standard KiCad symbol libraries and want to use them, but the first option is
disabled, select the second option and browse to the sym-lib-table file in the directory where the
KiCad libraries were installed.

® If you already have a custom symbol library table that you would like to use, select the second option
and browse to your sym-lib-table file.

¢ If youwant to construct a new symbol library table from scratch, select the third option.

Symbol library management is described in more detail later.



The Schematic Editor User Interface
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The main Schematic Editor user interface is shown above. The center contains the main editing canvas,
which is surrounded by:

* Top toolbars (file management, zoom tools, editing tools)
e Left toolbar (display options)
* Message panel and status bar at bottom

* Right panel (drawing and design tools)

Navigating the editing canvas

The editing canvas displays the schematic being designed. You can pan and zoom to different parts of the
schematic and open any schematic sheet in the design.

By default, dragging with the middle or right mouse button will pan the canvas view and scrolling the mouse
wheel will zoom the view in or out. You can change this behavior in the Mouse and Touchpad section of the
preferences (see Configuration and Customization for details).

Several other zoom tools are available in the top toolbar:

i G)\ zooms in on the center of the viewport.



Q zooms out from the center of the viewport.
o @)\ zooms to fit the frame around the drawing sheet.
o @1 zooms to fit the items within the drawing sheet.
o G‘)\ allows you to draw a box to determine the zoomed area.

The cursor’s current position is displayed at the bottom of the window (X and Y), along with the current
zoom factor (Z), the cursor’s relative position (dx, dy, and dist), the grid setting, and the display units.

The relative coordinates can be reset to zero by pressing space . This is useful for measuring distance
between two points or aligning objects.

FOPH‘IHE KJ/JIdBHIITH

The  ctrl + F1 shortcut displays the current hotkey list. The default hotkey list is included in the Actions
Reference section of the manual.

The hotkeys described in this manual use the key labels that appear on a standard PC keyboard. On an Apple
keyboard layout, use the cmd keyinplace of ctrl jandthe option keyinplace of Alt .

Many actions do not have hotkeys assigned by default, but hotkeys can be assigned or redefined using the
hotkey editor (Preferences - Preferences... - Hotkeys).

Many of the actions available through hotkeys are also available in context menus. To
NOTE access the context menu, right-click in the editing canvas. Different actions will be
available depending on what is selected or what tool is active.

Hotkeys are stored in the file user.hotkeys in KiCad’s configuration directory. The location is platform-
specific:

* Windows: %APPDATA%\kicad\6.0\user .hotkeys

® Linux: ~/.config/kicad/6.0/user.hotkeys

* macOS: ~/Library/Preferences/kicad/6.0/user.hotkeys

KiCad can import hotkey settings from a user.hotkeys file using the Import Hotkeys button in the hotkey
editor.

Mouse operations and selection

Selecting items in the editing canvas is done with the left mouse button. Single-clicking on an object will
select it and dragging will perform a box selection. A box selection from left to right will only select items
that are fully inside the box. A box selection from right to left will select any items that touch the box. A left-
to-right selection box is drawn in yellow, with a cursor that indicates exclusive selection, and a right-to-left
selection box is drawn in blue with a cursor that indicates inclusive selection.

The selection action can be modified by holding modifier keys while clicking or dragging. The following
modifier keys apply when clicking to select single items:



Modifier Keys Modifier Keys Modifier Keys Selection Effect

(Windows) (Linux) (macOS)
Shift Shift Shift Add the item to the existing selection.
ctrl |+ shift ctrl |+ shift Cmd |+ Shift Remove the item from the existing
selection.
long click long click or A1t long click or Clarify selection from a pop-up menu.
Option
ctrl ctrl cnd Highlight the net of the selected copper
item.

The following modifier keys apply when dragging to perform a box selection:

Modifier Keys Modifier Keys Modifier Keys Selection Effect

(Windows) (Linux) (macOS)

shift | Or | Ctrl shift | Or | Ctrl shift | OT | Ctrl Add item(s) to the existing selection.

ctrl |+ shift ctrl |+ shift Cmd |+ Shift Remove item(s) from the existing
selection.

Selecting an object displays information about the object in the message panel at the bottom of the window.
Double-clicking an object opens a window to edit the object’s properties.

Pressing Esc | will always cancel the current tool or operation and return to the selection tool. Pressing | Esc
while the selection tool is active will clear the current selection.

Left toolbar display controls

The left toolbar provides options to change the display of items in the Schematic Editor.

i Turns grid display on/off.

Note: by default, hiding the grid will disable grid snapping. This behavior can be changed in the
Display Options section of Preferences.

B

Display/entry of coordinates and dimensions in inches, mils, or millimeters.

E]

E

Switches between full-screen and small editing cursor (crosshairs).

Xf o+

Turns invisible pin display on/off.

bk Switches between free angle and horizontal/vertical placement of new wires, buses, and graphical
lines.



Co3xaHue U pelaKTHPOBAaHHE CXEM

BBenenue
A schematic designed with KiCad is more than a simple graphic representation of an electronic device. It is

normally the entry point of a development chain that allows for:

° HpOBepKy JIEKTPHUYECKUX ITPABUJI ITPOEKTUPOBaHMSA OJIAA BBIABJICHUA OIIMMOOK U YHYH_IeHI/Iﬁ
* Automatically generating a bill of materials.

* OOPMHUPOBATH CIIMCOK IIellel I IPHJIOKEHUN CUMYJIIINY pab0Thl 3JIEKTPUYECKHX CXeM, TAKUX KaK
SPICE.

® Defining a circuit for transferring to PCB layout.

CxeMa, B OCHOBHOM, COCTOUT M3 KOMIIOHEHTOB, IIPOBO/ITHUKOB, METOK, COeITMHEHUH, IITMH U CUMBOJIOB
nUTaHus. [IOMHMMO 3TOT0, MOYKHO pasMelaTh U rpaduyecKue 3jIeMeHThl, TaKHe KaK BBIBOZbI COeHEeHUS
C IITUHO M, TeKCTOBBIe KOMMEHTAPHH U TpadrdecKre JUHUH.

Symbols are added to the schematic from symbol libraries. After the schematic is made, the set of
connections and footprints is imported into the PCB editor for designing a board.

Schematics can be contained in a single sheet or split among multiple sheets. In KiCad, multi-sheet
schematics are organized hierarchically, with a root sheet and sub-sheet(s). Each sheet is its own
.kicad_sch file and is itself a complete KiCad schematic. Working with hierarchical schematics is described

in the Hierarchical Schematics chapter.

Schematic editing operations

Schematic editing tools are located in the right toolbar. When a tool is activated, it stays active until a
different tool is selected or the tool is canceled with the Esc| key. The selection tool is always activated
when any other tool is canceled.
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Selection tool (the default tool)

Highlight a net by marking its wires and net labels with a different color. If the PCB Editor is
also open then copper corresponding to the selected net will be highlighted as well. Net
highlighting can be cleared by clicking with the highlight tool in an empty space, or by using
the Clear Net Highlighting hotkey (| - ).

Display the symbol selector dialog to place a new symbol.

Display the power symbol selector dialog to place a new power symbol.

Draw a wire.

Draw a bus.

Draw wire-to-bus entry points. These elements are only graphical and do not create a
connection, thus they should not be used to connect wires together.

Place a "No Connect" flag. These flags should be placed on symbol pins which are meant to be
left unconnected. "No connect" flags indicate to the Electrical Rule Checker that the pin is
intentionally unconnected and not an error.

Place a junction. This connects two crossing wires or a wire and a pin, which can sometimes be
ambiguous without a junction (i.e. if a wire end or a pin is not directly connected to another
wire end).

Place a local label. Local labels connect items located in the same sheet. For connections
between two different sheets, use global or hierarchical labels.

Place a global label. All global labels with the same name are connected, even when located on
different sheets.

Place a hierarchical label. Hierarchical labels are used to create a connection between a
subsheet and the sheet’s parent sheet. See the Hierarchical Schematics section for more
information about hierarchical labels, sheets, and pins.

Place a hierarchical subsheet. You must specify the file name for this subsheet.

Import a hierarchical pin from a subsheet. This command can be executed only on hierarchical
subsheets. It will create hierarchical pins corresponding to hierarchical labels placed in the
target subsheet.

Draw lines.

Note: Lines are graphical objects and are not the same as wires placed with the Wire tool. They
do not connect anything.

Place a text comment.

Place a bitmap image.

Delete clicked items.



Grids

In the Schematic Editor the cursor always moves over a grid. The grid can be customized:

® Size can be changed using the right click menu or using View —. Grid Properties....

® Color can be changed in the Colors page of the Preferences dialog (menu Preferences - General
Options).

e Visibility can be switched using the left-hand toolbar button.

The default grid size is 50 mil (0.050") or 1.27 millimeters.

This is the recommended grid for placing symbols and wires in a schematic, and for placing pins when
designing a symbol in the Symbol Editor.

Wires connect with other wires or pins only if their ends coincide exactly. Therefore it is
very important to keep symbol pins and wires aligned to the grid. It is recommended to
NOTE always use a 50 mil grid when placing symbols and drawing wires because the KiCad
standard symbol library and all libraries that follow its style also use a 50 mil grid. Using a
grid size other than 50 mil will result in schematics without proper connectivity!

Smaller grids can also be used, but this is intended only for text and symbol graphics, and not recommended
for placing pins and wires.

Symbols, wires, and other elements that are not aligned to the grid can be snapped back to

NOTE the grid by selecting them, right clicking, and clicking Align Elements to Grid.

Snapping
Schematic elements such as symbols, wires, text, and graphic lines are snapped to the grid when moving,
dragging, and drawing them. Additionally, the wire tool snaps to pins even when grid snapping is disabled.

Both grid and pin snapping can be disabled while moving the mouse by using the modifier keys in the table
below.

NOTE On Apple keyboards, use the | cmd | key instead of | ctrl .
Modifier Key Effect
ctrl Disable grid snapping.
Shift Disable snapping wires to pins.
Working with symbols
Placing symbols

To load a symbol into your schematic you can use the icon :I;- A dialog box allows you to type the name of
the symbol to load.
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Onucanue
inverting buffer with Schmitt
trigger.

x OTMEHWUTE té',-"jl oK

The Choose Symbols dialog will filter symbols by name, keywords, and description according to what you
type into the search field.

Some advanced filters are available:

* Wildcards: use the characters ? and * respectively to mean "any single character or no characters" and
"any number of any characters, including none".

¢ Key-value pairs: if a library part’s description or keywords contain a tag of the format "Key:123", you can
match relative to that by typing "Key>123" (greater than), "Key<123" (less than), etc. Numbers may include
one of the following case-insensitive suffixes:

p n u m k meg g t
10712 107 106 103 103 108 10° 1012
ki mi gi ti

210 220 230 240

* Regular expressions: if you're familiar with regular expressions, these can be used too. The regular
expression flavor used is the wxWidgets Advanced Regular Expression style, which is similar to Perl
regular expressions.

10


http://docs.wxwidgets.org/3.0/overview_resyntax.html

If the symbol specifies a default footprint, this footprint will be previewed in the lower right. If the symbol
includes footprint filters, alternate footprints that satisfy the footprint filters can be selected in the
footprint dropdown menu at right.

After selecting a symbol to place, the symbol will be attached to the cursor. Left clicking the desired location
in the schematic places the symbol into the schematic. Before placing the symbol in the schematic, you can
rotate it, mirror it, and edit its fields, by either using the hotkeys or the right-click context menu. These
actions can also be performed after placement.
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If the Place repeated copies option is checked, after placing a symbol KiCad will start placing another copy
of the symbol. This process continues until the user presses | Esc .

For symbols with multiple units, if the Place all units option is checked, after placing the symbol KiCad will
start placing the next unit in the symbol. This continues until the last unit has been placed or the user

presses  Esc |,

Placing power ports

A power port symbol is a symbol representing a connection to a power net. The symbols are grouped in the
power library, so they can be placed using the symbol chooser. However, as power placements are frequent,
the J__ tool is available. This tool is similar, except that the search is done directly in the power library and

any other library that contains power symbols.

Moving symbols

Symbols can be moved using the Move ( ¥ ) or Drag (| ¢ ) tools. These tools act on the selected symbol, or if
no symbol is selected they act on the symbol under the cursor.

The Move tool moves the symbol itself without maintaining wired connections to the symbol pins.
The Drag tool moves the symbol without breaking wired connections to its pins, and therefore moves the

connected wires as well.
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You can also Drag symbols by clicking and dragging them with the mouse, depending on the Left button
drag gesture setting in the Mouse and Touchpad section of Preferences.

Symbols can also be rotated ( R ) or mirrored inthe X (| X)) or Y ( ¥ ) directions.

Editing symbol properties

A symbol’s fields can be edited in the symbol’s Properties window. Open the Symbol Properties window for a
symbol with the E hotkey or by double-clicking on the symbol.

CBodcTBa kKomMnoHeHTa
KoMnoHeHT Moma
R FopW3. BEIPEBHUBAHWE BepT. BHIpaBHWBaHNE
Wma 3Ha4eHne s Bru3
OBo3HaqeHne EHT| EHT]|
Opmesraums (*) Obos-iauenie | @ Uerrp ® Uerrp
® 0 3HaveHne 8MHz Brpago Boepx
Mocag.mecTo discret:HC-18UH
+90 [oKyMeHTauns
180 BugumocTe CTunk:
90 & Nokaszats @ HopmansHo
Kypcue

3epKansHo MoBepHy T )

@® HopmankHo MNony#upHLBIA
OTpameHme — Mony#UpHEIA KypCcWB
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The Symbol Properties window displays all the fields of a symbol in a table. New fields can be added, and
existing fields can be deleted, edited, reordered, moved, or resized.

Kakmoe 1I0JIe MOJKHO IIOKasaTh WJIM CHpPSITaTh, OTOOPAasUTh TOPHU30HTAJIHLHO WM BePTHUKAJIBHO.
VKa3aHHasI [TO3UITHS BCEIIa COOTBETCTBYET HOPMAJIHHO PACITOJIOKeHHOMY KOMIIOHEHTY (6e3 TOBOPOTOB B
OTpa’KeHHsI) U OTHOCUTEJILHO TOUKH ITPUBSI3KH KOMIIOHEHTA.

The position and orientation properties of each field may be hidden in this dialog. They can be shown by
right-clicking on the column header of the fields table and enabling the "Orientation", "X Position", and/or "Y
Position" columns. Other columns can be shown or hidden as desired.

The "Update Symbol from Library..." button is used to update the schematic’s copy of the symbol to match
the copy in the library. The "Change Symbol..." button is used to swap the current symbol to a different
symbol in the library.

"Edit Symbol..." opens the Symbol Editor to edit the copy of the symbol in the schematic. Note that the
original symbol in the library will not be modified. The "Edit Library Symbol..." button opens the Symbol
Editor to edit the original symbol in the library. In this case, the symbol in the schematic will not be modified
until the user clicks the "Update Symbol from Library..." button.

12



Editing symbol fields individually

An individual symbol text field can be edited directly with the E | hotkey (with a field selected instead of a
symbol) or by double-clicking on the field.

Some symbol fields have their own hotkey to edit them directly. With the symbol selected, the Reference,
Value, and Footprint fields can be edited withthe U, v jor F hotkeys, respectively.

G » Edit Value Field - X

Value: ‘ PCAB2C251

Visible

Position X: | 297.18 mm [talic Orientation: | Horizontal »~
PositionY: | 190.5 mm Bold H Align: Center v
Text size: 1.524 mm WV Align: Center hd

& Cancel w OK

The options in this dialog are the same as those in the full Symbol Properties dialog, but are specific to a
single field.

Symbol fields can be automatically moved to an appropriate location with the Autoplace Fields action (select
a symbol and press © ). Field autoplacement is configurable in the Schematic Editor’s Editing Options,
including a setting to always autoplace fields.

Symbol Fields Table

The Symbol Fields Table allows you to view and modify field values for all symbols in a spreadsheet
interface. You can open the Symbol Fields Table with the @ button.

13



B » Symbol Fields Table v A X

Group symboals « | Reference Value Footprint Datasheet | Qty

ABRT_SW101 kit-dev-coldfire:SW_PUSH_ 1
Field Show | Group By
Reference ALLPST101 CONN_1 Connector_PinHeader_2.5 1
Value BDM_PORT101 COMM_13X2 Connector_PinHeader_2.5. 1
Footprint = €102, C105 1nE Capacitor_SMD:C_0805_20 2
Datasheet > €106, C107 10pF Capacitor_SMD:C_0805_20 2
C108 10uF kit-dev-coldfire:SM1206P0O 1
= C101, C103, C104, C109-C 100nF Capacitor_SMD:C_0805_20 43
c119 100uF kit-dev-coldfire:SM1206FP0 1
c212 10uF Capacitor_THT:CP_Radial_D 1
215 220uF Capacitor_THT.CP_Radial_D 1
CAM_ENZ201 COMNM_2X2 Connector_PinHeader_2.5 1
CAMN_TERM201 JUMPER Connector_PinHeader_2.5. 1
CLEOUT101 CONN_1 Connector_PinHeader_2.5: 1
> COM_SEL201-COM_SEL203 COMMN_3 Connector_PinHeader_2.5 3
cT101 JUMPER Connector_PinHeader_2.5. 1
> D101, D102 BATS4 Diode_SMD:D_SOT-23_ANt 2
D201 1N4004 Diode_THT:D_DO-15_P12.5 1
> D301, D302 LED LED_SMD:LED_1206_3216I 2
F201 FUSE kit-dev-coldfire:FSUPCMS 1
FB101 BEAD Resistor_SMD:R_1206_321 1
Add Field... GND101 CONN_1 Connector_PinHeader 2.5. 1
Apply, Save Schematic & Continue & Cancel « OK

Cells are navigated with the arrow keys, or with | Tab | / shift + Tab to move right / left and Enter / shift +
Enter  t0 move down/ up, respectively.

A range of cells can be selected by clicking and dragging. The whole range of selected cells will be copied (
ctrl |+ C ) or pasted into ( ctrl + V) on a copy or paste action. Copying a range of cells from the table can be
useful for creating a BOM. More details of copying and pasting cells are described below.

Any symbol field can be shown or hidden using the Show checkboxes on the left, or by right-clicking on the
header of the table. New symbol fields can be added using the Add Field... button.

Similar symbols can optionally be grouped by any symbol field using the Group By checkboxes. Grouped
symbols are shown in a single row in the table. The grouped row can be expanded to show the individual
symbols by clicking the arrow at the left of the row.

Tricks to simplify filling fields

There are several special copy/paste methods in the spreadsheet for pasting values into larger regions,
including auto-incrementing pasted cells. These features may be useful when pasting values that are shared
in several symbols.
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IJTHU IIPHUEMBI ITI0KAa3aHbI HIDKE.

1. Copy ( ctr1 +L) 2. Select target cells 3. Paste ( ctrl +L)

abc abc abc

12
22
] e

NOTE JlaHHBIE METO/TBI TAK)Ke TOCTYITHBI M B TaG/IHITaX APYTHX TUAJIOTOBBIX OKOH.

Reference Designators and Symbol Annotation

Reference designators are unique identifiers for components in a design. They are often printed on a PCB
and in assembly diagrams, and allow you to match symbols in a schematic to the corresponding components
on a board.

15



In KiCad, reference designators consist of a letter indicating the type of component (R for resistor, C for
capacitor, U for IC, etc) followed by a number. If the symbol has multiple units then the reference
designator will also have a trailing letter indicating the unit. Symbols that don’t have a reference designator
set have a ? character instead of the number. Reference designators must be unique.

Reference designators can set manually by editing a symbol’s reference designator field, or automatically
using the Annotation tool.

NOTE The process of setting a symbol’s reference designator is called annotation.

HNHCTpyMEeHT 0003HaYeHUs 3/IEMEHTOB

The Annotation tool automatically assigns reference designators to symbols in the schematic. To launch the
Annotation tool, click the ::?2 button in the top toolbar.

DBozHa4UTE CHemy

ObD3IHaAYMTE

® Mo scer cxeme

TOMNLKD TEKYLLWA MMCT

® CoxpaHuThb cylwecTByOLLME 0603HaYEHNA
CBpocKTh CyLlecTBYKLWWe 0Bo3HaHeHNA

CE"FJGCMThr HO HE MEHATE aHHOTWROBaHHBIE HaCTKH KOMMOHEHTOE

Mopapok obozHayeHun
® CopTWpOBKa KOMMOHEHTOB N0 X-KOOpOWHaTE m

':DFJTM POBKa KOMNOHEHTOB MO Y—KDDFJ OHaTe

Boibop BEapuaHTa 0bo3HaYeHWi

Mcnonb30BaTh MEPELIA CBODDAHEIA HOMED Ha Cxeme
Ha4aTb ¢ HoMep nMcTa*100 U MCNoAb30BaTe NepBLld cBoboOHLIR HoMEp

® HaqaTb c Homep NMcTa*1000 W MCMOAL30BaTL NepBLId ceobogHLIR HomMep

Muanor

He 3aKpLIBaTh OKHOD

[ Bcerpa cnpalwvBaTs NoOTBEpX OSHWE

3aKpLITh O4UcTUTE obosHaYeHWA | OBo3HaYMTE KOMMOHEHTEI

The tool provides several options to control how symbols are annotated.

Scope: Selects whether annotation is applied to the entire schematic, to only the current sheet, or to only the
selected symbols.
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Options: Selects whether annotation should apply to all symbols and reset *existing reference designators,
or apply only to unannotated symbols.

Order: Chooses the direction of numbering. If symbols are sorted by X position, all symbols on the left side
of a schematic sheet will be lower numbered than symbols on the right side of the sheet. If symbols are
sorted by Y position, all symbols on the top of a sheet will be lower numbered than symbols at the bottom of
the sheet.

Numbering: Selects the starting point for numbering reference designators. The lowest unused number
above the starting point is picked for each reference designator. The starting point can be an arbitrary
number (typically zero), or it can be the sheet number multiplied by 100 or 1000 so that each part’s reference
designator corresponds to the schematic page it is on.

The Clear Annotation button clears all reference designators in the selected scope.

Annotation messages can be filtered with the checkboxes at the bottom or saved to a report using the
Save... button.

Electrical Connections

There are two primary ways to establish connections: wires and labels. Both are shown in the schematic

below.
k3 LN13 7 SLCT+ BUST+ T 41|~
M11 D6 [ 23]
éﬂ; 112 D7 ACK TP
NC—ﬂ-le( ._2.2._0
vz BITZ 2 15
| 113 PE+ 4 21
o [J12 _ BUST+ BIT6 8l
o k13 ACK [ 20
o [H11 BIT7 BITS 2 P
H12 BITS "
o [113 BIT6 BIT4 6o
p [ LH13 BIT4 18] ~
o 613 BIT3 BIT3 5 1o
n [F12 BIT2 SLCTIN=__ 1712
E13 BITL BIT2 c.

E F11 SLCTIN- 161 °
o D13 I BITL 3o
12 15
o D12 BITO BITO 215 °
STROBE 1 o -

P41

Connections can also be made with buses and with implicit connections via hidden power pins.

This section will also discuss two special types of symbols that can be added with the "Power port" button on
the right toolbar:
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Power ports: symbols for connecting wires to a power or ground net.
* PWR _FLAG: a specific symbol for indicating that a net is powered when it is not connected to a power

output pin (for example, a power net that is supplied by an off-board connector).

Label Connections

Labels are used to assign net names to wires and pins. Wires with the same net name are considered to be
connected. A net can only have one name. If two different labels are placed on the same net, an ERC violation
will be generated. Only one of the net names will be used in the netlist.

There are three types of labels, each with a different connection scope.

¢ Local labels, also referred to simply as labels, only make connections within a sheet. Add a local label
with the _A_ button in the right toolbar.

* Global labels make connections anywhere in a schematic, regardless of sheet. Add a global label with the
[A> button in the right toolbar.

e Hierarchical labels connect to hierarchical sheet pins and are used in hierarchical schematics for

connecting child sheets to their parent sheet. Add a hierarchical label with the A in the right toolbar.

Labels that have the same name will connect, regardless of the label type, if they are in the

NOTE
same sheet.

After using the appropriate button or hotkey to create alabel, the Label Properties dialog appears.

_-;!;' -+ Global Label Properties WA K
Label: ‘ |
Text Size: | 50 mils Syntax help
Note: The margins around the text are controlled by the text offset ratio

in Schematic Setup = General = Formatting.

Justification Style Shape
Align right (® Normal (®) Input
Align bottom [talic Output
(®) Align left Bold Bidirectional
Align top Bold and italic Tri-state
Passive
® Cancel v OK

The Label field sets the label’s text, which determines the net that the label assigns to its attached wire.
Label text supports markup for overbars, subscripts, etc., as well as variable substitution. Use the Syntax
helplink in the dialog for a summary.

Justification sets the position of the label’s connection point relative to the label’s text. For example, when
Align rightis selected the connection point will be to the right of the text.
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Text size and Style control the appearance of the label’s text. Shape controls the shape of the outline
around the label; this is purely visual and has no electrical consequence. Local labels do not have an outline,
and therefore do not have Shape options.

Global labels have additional settings to control margins around the label text in the
Schematic Setup dialog.

NOTE
After accepting the label properties, the label is attached to the cursor for placement. The connection point
for alabel is the small square in the corner of the label. The square disappears when the label is connected to
awire or the end of a pin.

Dunconnected_la bel

The connection point’s position relative to the label text can be changed by choosing a different label
orientation in the label’s properties, or by mirroring/rotating the label.

The Label Properties dialog can be accessed at any time by selecting a label and using the ' £ hotkey, double-
clicking on the label, or with Properties... in the right-click context menu.

Wire Connections

To establish a connection, a segment of wire must be connected by its end to another segment or to a pin.
Only wire ends create connections; if a wire crosses the middle of another wire, a connection will not be
made.

Unconnected wire ends have a small square that indicates the connection point. The square disappears when
a connection is made to the wire end. Unconnected pins have a circle, which also disappears when a
connection is made.

Wires connect with other wires or pins only if their ends coincide exactly. Therefore it is
important to keep symbol pins and wires aligned to the grid. It is recommended to always

NOTE use a 50 mil grid when placing symbols and drawing wires because the KiCad standard
symbol library and all libraries that follow its style also use a 50 mil grid.
NOTE Symbols, wires, and other elements that are not aligned to the grid can be snapped back to

the grid by selecting them, right clicking, and selecting Align Elements to Grid.

Drawing and editing wires

To begin connecting elements with wire, use the Wire tool / in the right toolbar (| w ). Wires can also be

automatically started by clicking on an unconnected symbol pin or wire end.

Wires can be moved using the Move ( ¥ ) or Drag (| ¢ ) tools. As with symbols, the Move tool moves only the
selected segment, without maintaining existing connections to other segments. The Drag tool maintains
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existing connections.

If a segment is selected or the cursor is over the middle of a wire, the move/drag action will move the entire

segment. If the cursor is over a corner or wire end, the move/drag action will act on one end of the segment.

Wire Junctions

Wires that cross are not implicitly connected. It is necessary to join them by explicitly adding a junction dot

if a connection is desired (—+ button in the right toolbar). Junction dots will be automatically added to

wires that start or end on top of an existing wire.

Junction dots are used in the schematic figure above on the wires connected to P1 pins 18, 19, 20, 21, 22, and

23.

Bus Connections

Buses are a way to group related signals in the schematic in order to simplify complicated designs. Buses can

be drawn like wires using the bus tool / , and are named using labels the same way signal wires are.

In the following schematic, many pins are connected to buses, which are the thick blue lines in the center.

BUS1
L 1anp
5T d 2| pEsET
Ve 3 vee
5 1 ing2
5 | _ sy
6 1praz
7 1 _13v
& | uNUSED
2 1 iqov
10 tonp
x—%é—c ME M
[OW 13 PDEWM
[OR 14 I0R
x—13 A pAcKS
16 1| pras
%—27 o pack1
18 | pra1
%19 4 packo
x—20 ¢k
x—2L 1 |rq7
w—22 | |ras
23 | |rns
2% 1 ray
25 1 |Rrg3
%—26 o packz
Pl
w28 1alE
s
CurHaJsibl HIMHBI

There are two types of bus in KiCad 6.0 and later: vector buses and group buses.

1]
DB7
DEBB
DBS
DB4
DB3
DBZ2
DB1
DBO

|C_READY
AEN
BALS
BALB
BALlY
BALE
BALS
BALL
BAL3
BALZ
Ball
BALD
BAOD
BADE
BAOY
BADG
BADS
BAOL
BADS

32 PC—A1 2
33 PC-DB7 PC—AD 3 if
34 PC—DBBE ™ PC—A2 4 |
35 PC—DB5 PC—A3 5 | .3
36 PC-DB4 \| PC—1OW 5 |,
37 PC—DB3 ™| PC—IOR il
38 PC—DB2 PC—RST 8|,
33 PC—DB1 N\ 9 |,
40 PC—DBO ™|
41 1
12 PC—AEN [1od &3
43 o
BTN ~
| 45 o
| 46
-4 PC—DB[0..7]
| 48
| 49 ]
T PC-Ald1 i
. PC-DBO 2 [,g
55 PC—A9 N EE‘EE% o L
_ - o PV,
s EE N PC=DB3 5 |\
56 PC—A6 \BC-DB% 6 {4
57  PC-A5 N BC=DB> 7 s
“_PC-DB7 o
59 PC—A3 A7
AN Pr—A? N
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BekTOpHBIEe NIUHBI — 3TO COBOKYIIHOCTH CUTHAJIOB, HAMMEHOBAHUS KOTOPBIX HAYMHAKOTCI C OOIIEero
npedrKca U 3aKaHUMBAIOTCS IIOPIIKOBBIM HOMEPOM. BEKTOPHBIM IIIMHAM IIPHUCBAaUBAIOTCI UMeHa BUA
<PREFIX>[M..N], tme PREFIX —mopedUKC, COOTBETCTBYIOIIMU IIpaBWaM HMEHOBaHUS METOK, M —
IIepBBI HOMEP B BHUIe Ccypdurca, N —IOCIeHUN HOMEP B BHUIe cydduxca. Hampumep, ImHa
DATA[0..7] cocrouT U3 curHajioB DATAO, DATA1 u Tak masiee 1o DATA7. He umeeT 3HaueHUd B KaKOM
TIOPsSIKe yKa3aHbl M U N, HO OHU He JJOJDKHBI ObITh OTPUIlaTeIbHBIMU.

FPYI[IIOBBIE IMAHBI — 3TO0 COBOKYIIHOCTH OOHOTIO HJ/IM HECKOJIbKHMX CHUIHaAJ/IOB /1 BEKTOPHBIX IIMH.
IPYHHOBLIE IMMHBI MOTYT 06’be,I[I/IHSITL B cebe CBSI3aHHbIE CUTHAJIBI, Oa’Ke eCJId OHH HUMEIOT pa3/In4YHbIe
uMeHa. Takue IIIMHbBI HCIIOJIB3YIOT 0COOBIM CHHTaKCHC METOK:

<OPTIONAL_NAME>{SIGNAL1 SIGNAL2 SIGNAL3}

CurHasIbl TPYIIIBl IIEPEYUC/SIIOT BHYTPH OQUIYPHBIX CKOOOK ({}), pasmessii CHUMBOJIOM IIpobesa.
HauMeHOBaHMe TpPYIIIBl YyKasblBaeTCd Ilepel] OTKpBIBAIOLIeMcsd GQUIYPHOM CKOOKOM, HO OHO He
obs13aTesibHOe. ECmi Ipymnia He MMeeT MMeHHU, Ielld Ha IIeYaTHOM IlIaTe IIOJIydaT MMeHa CHUTHAJIOB,
yKasaHHBbIe B IpyIiie. ECIM >Ke TpyIilia UMeeT UM, TO 3TO UMs OyzieT j06aBIeHO K UMeHHU CUTHasla B BHUJe
npedrKca, OTIeJIEHHOTO TOUKOM ( . ).

Harpumep, mmiHa {SCL, SDA} mMMeeT [Ba CUTHAaJIa. B CIIVCKe Iiellel 3TU CUTHAJIBI OyAyT yKasaHbl Kak SCL
u SDA. A pmyg mmHBL USB1{DP DM} OymyT copMHpOBaHEBI Ileld C mMeHamMu USB1.DP um USB1.DM. B
IIpOeKTaX C OOBEMHBIMM IIMHAaMM, KOTOpble IIOBTOPSIOTCA Ha HECKOJBbKHUX JIMCTaX CXEeMBbl,
UCII0JIb30BaHMe IPYIIIIOBLIX IIIMH CIKOHOMUT BpeMs.

['pyIIoBEIe IIIMHBI TAK)Ke MOTYT BKJIIOYATh B ce0d BEKTOPHBIEe IMIMHEL. HampuMep, mimiHa MEMORY{A[7..0]
D[7..0] OE WE} cOIep>KHUT KaK BeKTOPHBIE IIMMHBI, TAK M 0OBIUHBIE CUTHAJIBL, a B pe3y/bTaTe Ha IIJIaTe
Oy yT II0JIyYeHb] TAKHe CUTHaJIBI Kak MEMORY.A7, MEMORY.OE ¥ T.II.

Bus wires can be drawn and connected in the same manner as signal wires, including using junctions to
create connections between crossing wires. Like signals, buses cannot have more than one name — if two
conflicting labels are attached to the same bus, an ERC violation will be generated.

COG/II/IHEHI/IE CHTHAJIOB IITUHBI
Pins connected between the same members of a bus must be connected by labels. It is not possible to

connect a pin directly to a bus; this type of connection will be ignored by KiCad.

Ha mipuBeiéHHOM BBIIIIE IIPUMeEPe, COeTHHEHHST BHITIOJHEHEI C IIOMOITHI0 METOK, PACIIOJIOKeHHBIX Ha
IIPOBOJJHHUKAX, KOTOPhIe MOJK/IIOUeHbl K BBIBO/IaM. BBOJ| IIMHKI (0OTPe30K IIPOBOHUKA MOJ yIJIoM 45
IPalyCcoB) BCETO JIUIIH TpadudecKuil 3JIeMeHT U He TpeOyeTcs /I CO3aHs IOTHYeCKOH CBSI3H.

In fact, using the repetition command ( Insert ), connections can be very quickly made in the following way;,
if component pins are aligned in increasing order (a common case in practice on components such as
memories, microprocessors...):

® Place the first label (for example PCAO0)

® Use the repetition command as much as needed to place members. KiCad will automatically create the
next labels (PCA1, PCA2...) vertically aligned, theoretically on the position of the other pins.

° Ha‘-IepTI/ITI: IIPOBOJTHHUK IIO[ HepBOﬁ METKOM. 3aTeM HCII0JIb30BaTh KOMaH/ly IIOBTOPEHHUA [JIA
PasMelneHrs OCTa/IbHBIX IIPOBOTHHUKOB 110/ OCTa/Ib HBIMH METKaMU.
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Ecumm H€‘O6XO,I[I/IMO, PACIIOJIO>KHTE BBOABI B IMMHY TAKKM 7Ke o6pa30M (cHauasa PacIIOJIOXKHUTE HepBLIfI
BBO/I, 3aTEM OCTaJIbHBbI€ C IIOMOIIIEI0 KOMaH/IbI HOBTOpEHI/IH).

In the Schematic Editor - Editing Options section of the Preferences menu, you can set
the repetition parameters:

NOTE e Horizontal pitch
e Vertical pitch

¢ Label increment (labels can be incremented or decremented by 1, 2, 3, etc.)

OTBeTBJ/ICcHHUE IIPOBOJHHUKOB OT IITHHBI

The unfold tool allows you to quickly break out signals from a bus. To unfold a signal, right-click on a bus
object (a bus wire, etc) and choose Unfold from Bus. Alternatively, use the Unfold Bus hotkey (default: c )
when the cursor is over a bus object. The menu allows you to select which bus member to unfold.

ITocite BLI60pa CUTrHa/Ia IIMMHBI, C IIOMOIIbI0 MBIIMKM HY>XKHO YKa3aTb MECTO pPacIIoJIOKeHHdA METKU.
HHCTPYMEHT OTBETBJIEHUA aBTOMAaTH4Y€CKH CO31aCT BBOI ITPOBOAHKKA B IIIMHY U ITPOBOAHUK OT BBO/IA /10
MeTKH. [locie PacIIOJIO’KEeHHsI METKKM Ha CXeMe, YepUYeHME ITPOBOAHHKA He 3aKaH4YHBAETCd, MOKHO H

JlayIbIlle BeCTH IIPOBOIHUK (HAIpHUMep, K BEIBO/IY KOMIIOHEHTA) WJIM 3aBEePIIUTh ero, Kak IIpU 00bIYHOM
YyepueHUH TPOBOTHUKOB.

IIceBJOHUMBI IIIUH

[IceBLOHUMBI IITMH — 3TO SIPJIBIKY, IT03BOJITIONIME paboTaTh C 00BEMHBIMU I'PYIIIIOBLIMU IIIMHAMU 60Jiee
3ddekTHBHO. OHHU II03BOJIIIOT 3ajaTh KOPOTKOE MM 711 IPYIIIIOBOM IIMHEI (IIepedHsi CUTHAJIOB) U 3aTeM
HCII0JTH30BaTh €ro IIpU 0603HaYeHUH IIIMHBI Ha CXeMe, BMECTO IIepedrCcIeHUsI CUTHAIOB.

To create bus aliases, open the Bus Definitions dialog in the Tools menu.

22



MNceBgoHumel WdH

McepooHWMBI CUrHans
USB (aguarium.sch) DP
DM

MimA nceppoHKMa MmA clurHana

UsB

NobaeuTh MepermeHoBaTh ¥OanuTe NobaBuTh MepenmeHoBaTL YOanuTh

% OTMEeHWUTE 'QEI Ok

UM 1ceBAOHUMMA [OJDKHO COOTBETCTBOBATH TpPeOOBAaHUAM UMEHOBAaHUS MeTOK. C IIOMOIIBIO
TUaJIOTOBOTO OKHA MOYKHO /T00aBJIITh CUTHAJBI UM BEeKTOPHBIE IIMMHBI K IICEBAOHUMY. [[JI1 9KOHOMUU
BpeMeHU, MOKHO BBO/IUTH WJIU BCTABJIATH CUTHAJIBI W/UJIU [IMHBI Yepe3 IIpo6esi, OHU OyAyT pasfiesleHbl 1
IobaByieHbl II0 OTHeJbHOCTH. Ha II0OKasaHHOM IIpHUMepe OIIpefiesiEH IICEBJOHUM C HUMeHeM USB,
cofieprKalmy curHabl DP, DM u VBUS.

Ilocie cosmaHmsg IICEBAOHMMA, €TI0 MOJKHO MCIIOJHL30BaTh B METKAaxX IPYIIOBEIX IIMMH, BCTaBJIAI UM
TICeBIOHMMA BHYTPU QUIYPHBIX CKOOOK BMECTO IIepeuHsl CUTHajoB: {USB}. JTa 3alluCh 3KBUBaJIEHTHA
MeTKe {DP DM VBUS}. Mo>kHO 106aBUTH MM IIIMHBI B BUfe mnpedrkca: USB1{USB}, B pesysbTaTe 4Uero
IeIty IIoJjydyaT MMeHa Tuila USB1.DP ¥ T.J., KaK OIIMCAHO BBIIIe. /I CJIOJKHBIX IIIMH, KCII0JIL30BaHUe
IICEBJJOHUMOB II03BOJIIeT 3HAUMUTEJIHbHO COKPaTUThL METKU NIIMH Ha cxeMe. Hy)KHO IIOMHUTB, YTO
TICeBJOHUM — 3TO BCeTO JIUIIL SIPJIbIK, COKpAllleHHe, ero UM He II0IaJET B CIIMCOK Iiellel.

[IceBIOHUMEI IIIMH XPaHATCI B datiie cxeMbl. JIF0601 IICEBIOHUM, CO3[[aHHBIN Ha TEKYII[EM JIUCTE CXEMEI,
OyZeT JOCTYIIEH B JIFOO0M [PYTOM HepapXUIeCcKOM JICTEe TEKYIIETO IIPOEKTa CXEMBI.

IIIuHbI c 60/1€€ UeM OTHOH MeTKOM

B KiCad Bepcuu 5.0 1 60jlee paHHUX [JOIIYCKAIOCh COeQUHEHWE IMMH C Pas/IMYHbBIMHA MeTKaMH, 4TO
IIPUBOAWIIO K OOBbEeIMHEHWI0 CUTHAJIOB 3TUX IIMH IIPH CO3ZAaHUM CIIMCKa Ilelleil. Takoe IIOBefeHUe
Tellepsd 3arpelrieHo B KiCad Bepcuu 6.0, TaK KaK OHO He COBMECTHUMO C TPYIIIIOBLIMU IIIMHAMU U IIPUBOIUAT
K IIpobsreMaM IIpy GOPMUPOBAHUM CIIMCKA Iiellel, II0OTOMY YTO UMs, KOTOpOe CUTHAaJs II0JIYYUT B UTOTe,
CJIOZKHO IIpeyrazarh.
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[Ipy OTKPHITUH IIPOEKTa, B KOTOPOM HMMeeTCs CoeJUHEeHNe IITMH C Pa3/IMYHbIMU MeTKaMH, B I10CJIeTHUX
Bepcusx KiCad, 6yzeT ITokasaHo MaJI0TOBOe OKHO MUTPAIUU IIIMH, KOTOPOe IIOMO’KeT 0OHOBUTDH CXEMY
TaK, YTOObI Y KaXK0H IIIMHBI 0CTaIach TOJIHKO 0/IHA METKa.

Murpagusa wud

TeKYLLEA CXEME MMEET Kak MUHMMYM DOHY LWWHY C HECKONbKUMW METKAMA.
3To GLLIO QONYCTUMO B Npeneioywy Bepcuax KiCad, Ho celvac 3To
3anpeLleHo.

YKamUTe HOBOE MMA ONA Kad 00 U3 CReLyWMX LIWH.
MpegnoxeHHble MMeHa chopMUpOBaHL] Ha OCHOBE METOK, MOAKMKYEHHBIX K
LAHE.

Nuet MpobnemHble METKK HoBaA MeTK: CTaTyc
¥[1..3], X[2..5]. Z[4..7] ¥[0..0] OBHoBNEHD

T T

HPEMEFEEMDE HOBOE WMMA:

A[D..0] - MpUHATE UMA

Dok

JUUId KayKImoro coeJMHEeHUd IIIMH C HeCKOJIbKUMU MeTKaMHU HY>XHO B]’:;IﬁpaTb KaKyI0 U3 METOK OCTAaBUTh. C
IIOMOIIBIO BRIITaJar0Iero MEHIO MOKHO BLIGpaTB OMHY U3 IIPUCYTCTBYIOIIIUX B CX€M€E€ METOK HNJIM BBECTU
HOBO€ 3HaU€HHE CaMOCTOATEJIbHO.

Hidden Power Pins

When the power pins of a symbol are visible, they must be connected, as with any other signal. However,
symbols such as gates and flip-flops are sometimes drawn with hidden power input pins which are
connected implicitly.

KiCad automatically connects invisible pins with type "power input" to a global net with the same name as
the pin. For example, if a symbol has a hidden power input pin named VCC, this pin will be globally
connected to the VCC net on all sheets.

Hidden pins can be shown in the schematic by checking the Show hidden pins option in
NOTE the Schematic Editor - Display Options section of the preferences, or by selecting View

— Show hidden pins. There is also a toggle icon E)— on the left toolbar.

It may be necessary to join power nets of different names (for example, GND in TTL components and VSS in
MOS components). To accomplish this, add a power port symbol for each net and connect them with a wire.

If hidden power pins are used, it is not recommended to use local labels for power connection, as they will
not connect to hidden power pins on other sheets.
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Care must be taken with hidden power input pins because they can create unintentional
connections. By nature, hidden pins are invisible and do not display their pin name. This
NOTE makes it easy to accidentally connect two power pins to the same net. For this reason,
using invisible power pins in symbols is not recommended outside of power port
symbols, and is only supported for compatibility with legacy designs and symbols.

Power Ports

Power port symbols are conventionally used to connect pins to power nets. Power port symbols have a
single pin which is invisible and marked as a power input. As described in the hidden power pins section, any
wire connected to the pin of a power port is therefore automatically connected to the power net with the
same name as the port’s pin.

In the KiCad standard library, power ports are found in the power library, but power port symbols can be
created in any library. To create a custom power port, make a new symbol with a hidden pin marked as a
power input. Name the pin according to the desired power net.

Ha PHUCYHKe HI Ke II0Ka3aH IIPHUMeP II0JK/IIFOUEHHA CHMBOJIOB ITHTaHH .

VCC PWR_FLAG
N <>

o 47UF omm G47UF oo 47UF o 47uF

A4 <>
GND PWR_FLAG

In this example, power ports symbols are used to connect the positive and negative terminals of the
capacitors to the VCC and GND nets, respectively.

Power port symbols are found in the power symbol library. They can also be created by drawing a symbol
with a hidden "power input" pin that has the name of the desired power net.

PWR_FLAG

Two PWR_FLAG symbols are visible in the screenshot above. They indicate to ERC that the two power nets
VCC and GND are actually connected to a power source, as there is no explicit power source such as a
voltage regulator output attached to either net.
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Without these two flags, the ERC tool would diagnose: Error: Input Power pin not driven by any Output
Power pins.

The PWR_FLAG symbol is found in the power symbol library. The same effect can be achieved by connecting
any "Power Output" pin to the net.

No-connection flag

No-connection flags (= ) are used to indicate that a pin is intentionally unconnected. These flags do not
have any effect on the schematic’s connectivity, but they prevent "unconnected pin" ERC warnings for pins
that are intentionally unconnected.

Graphical items

Text and graphic lines

It can be useful to place annotations such as text fields and frames to aid in understanding the schematic.
Text fields ( T ) and graphic lines ("',:E) are intended for this use, as opposed to labels and wires, which are

connection elements.

The image below shows graphic lines and text in addition to wires, local labels, and hierarchical labels.

I_____________________________'l
|
i VCe |
| |
: COMMUMNICATION DSP :
l |
| = % |
: —| o= I
i |
| _
| DSPBRWD |
' |
! R38 i
| pSPa0D—{G70] OIN-— |
o |
OCHOBHAas HaIINCH

The title block is edited with the Page Settings tool ([ ]).

—
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HacTpoldky cTpaHuupl

NueT MNapameTpe WTaMna
Pazmep: Ywucao avcToe: 1 Homep cTpaduuk: 1
|A3 297x420mMm = NlaTa co3aHUA
sun 22 Mar 2015 === |11.09.2016 v JKCMOPT B OpYrAe JMCThI
OpyeHTauWa:
MameHeHKe Me:
NaHpwadT -
— 2B SKCNORT B OPYr1e JUCThI
Monb30BEaTEeNsCKUi pasmep: HaMEHOBIHIE:
BricoTa: LupuHa: UNINERSAL INTERFACE SKCNOPT B APYIWE JWCTEI
OpraHuzauns:
MpocmoTp KICAD SKCNoOpT B OpYrie JUCTEI
HeunManeHeIi Homep:
Comment 1 SKCMOPT B ARPYIAE JMCTHI
PazpaboTanm
Comment 2 JKCMOoOpPT B ARYTAE JMCTEI
MpoBepnn:
Comment 2 SKCNoOpT B OpYrWe JUCThI
¥Teepgwnn:
% Comment 4 JKCMOPT B ORYTAE JMCTEI
Dain onucaHA pasMe T NMCcTa
0bBzop
% OTMEHNTE Qﬂg}(

Each field in the title block can be edited, as well as the paper size and orientation. If the "Export to other
sheets" option is checked for a field, that field will be updated in the title block of all sheets, rather than only
the current sheet.

You can set the date to today’s or any other date by pressing the left arrow button by "Issue Date", but the
date in the schematic will not be automatically updated.

A drawing sheet template file can also be selected.

 Commenti |

~flur. | Macea |Macwtaf

[adfuct] N dokyw. [ Modn. |faza o T
|Paspa6. [Comment 2} | | UNIVERSAL INTERFACE | © | [ f |

sl T T 1 et Twees 1]
foml — 171 | oww |

The sheet number (Sheet X/Y) is automatically updated, but sheet page numbers can also be manually set
using Edit - Edit Sheet Page Number....

Schematic Setup

The Schematic Setup window is used to set schematic options that are specific to the currently active
schematic. For example, the Schematic Setup window contains formatting options, electrical rule
configuration, netclass setup, and schematic text variable setup.
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BoccraHOoB/IeHHUE KIIITHPOBAHHBIX KOMIIOHEHTOB

By default, KiCad loads symbols from the project libraries according to the set paths and library order. This
can cause a problem when loading a very old project: if the symbols in the library have changed or have
been removed or the library no longer exists since they were used in the project, the ones in the project
would be automatically replaced with the new versions. The new versions might not line up correctly or
might be oriented differently leading to a broken schematic.

When a project is saved, a cache library with the contents of the current library symbols is saved along with
the schematic. This allows the project to be distributed without the full libraries. If you load a project where
symbols are present both in its cache and in the system libraries, KiCad will scan the libraries for conflicts.
Any conflicts found will be listed in the following dialog:

Mok IWHUE, CN3aceHdAa NpoekTa

Moxoxe 3TOT NpoekT BeIN cOenaH ¢ MCNoNL3CBaHUEM CTapbix BUBNMOTEK KOMMNOHEHTOB CXEMBI.
[Nf HEKOTOPLIX YACTeld MOXeT NoTpeboBaTLCA NepeKoMMOHOBKE B OPYroe MMA CUMBOME U HEKOTOPLIE
CUMBONEl OON#HE BEITE “cnaceHbl” (KNOHWPOBaHEI MW NEpeMMeHoBaHEI) B HoBoll BubnuoTeke.

Cnegyrwme M3MeHEHNA PEKOMEHOYHTCA ANA Toro, 4Tobul 0BHOBWTE NPOEKT.
CHMMBONGLI ANA 0DHOBNEeHUWA:

MNpUHATE Clmeon OefcTENE

%) 3} CnacTtw D kak D-RESCUE-test kicad

3K3EMI’I]’IFIPI:I 3TONy CHMBOMNGA:
Bo3HaYEHWE  3HaYeHMe

D? D
K3lWnMpoBaHHaA 4acTk: YacTe bHbnuoTeku:
i i
o L
Bonkle HUKOrOa He NoKas3eBaTh % OTMEHWTE | @QK |

You can see in this example that the project originally used a diode with the cathode facing up, but the
library now contains one with the cathode facing down. This change would break the schematic! Pressing OK
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here will cause the symbol cache library to be saved into a special rescue library and all the symbols are
renamed to avoid naming conflicts.

If you press Cancel, no rescues will be made, so KiCad will load all the new components by default. If you
save the schematic at this point, your cache will be overwritten and the old symbols will not be recoverable.
If you have saved the schematic, you can still go back and run the rescue function again by selecting "Rescue
Cached Components" in the "Tools" menu to call up the rescue dialog again.

YTO06BI 9TOT AUAJIOT 60JIBIIIE HE 0TOOpaXkasicd HYy>KHO HaKaThb KHOIIKY "BoJIbIlle HUKOIZA He II0Ka3bIBaTh "
[Io yMoJ4aHUIO, HU KaKue [eMCTBUS He OyAyT IIpeAlIpUHUMATLCA U OyAyT 3arpy’KaThbCsd HOBBIe BepCUU
KOMIIOHEHTOB. JTO IIOBeJeHHe MO’KHO HU3MEHUTH (BepHYTh 00paTHO) B [HAJOTOBOM OKHe HacTpPOeK
OHOIHMOTEK.
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HepapxuuecKue cxeMbl

BBenenue

In KiCad, multi-sheet schematics are hierarchical: there is a single root sheet, and additional sheets are
created as subsheets of either the root sheet or another subsheet. Sheets can be included in a hierarchy
multiple times, if desired.

Carefully drawing a schematic as a hierarchical design improves schematic legibility and reduces repetitive

drawing.

Creating a hierarchical schematic starts from the root sheet. The process is to create a subsheet, then draw
the circuit in the subsheet and make the necessary electrical connections between sheets. Connections can be
made between nets in a subsheet and nets in the parent sheet using hierarchical pins and labels, or between
any two nets in the hierarchy using global labels.

Adding sheets to a design

You can add a subsheet to a design with the Add Hierarchical Sheet tool (' s | hotkey, or the @a button in the
right toolbar). Launch the tool, then click twice in the canvas to draw the upper left and lower right corners
of the subsheet symbol. Make the sheet outline large enough to fit the hierarchical pins you will add later.

Untitled Sheet

File: untitled.kicad_sch

The Sheet Properties dialog will appear and prompt you for a sheet name and filename.
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-?:‘ » Sheet Properties P s

Fields

Name Value Show HAlign V Align | Italic Bold  Text Size
) o — S
Sheet file graphic.kicad_sch Left Top 0.06in

+ T4 []

Style

Border width: 0 in Border color: Background fill:

Page number: | 3

Hierarchical path: video/graphic & Cancel « 0K

The sheet name must be unique, as it is used in the full net name for any nets in the subsheet. For example, a
net with the local label net1 in the sheet sheet1 would have a full net name of /sheet1/net1. The sheet
name is also used to refer to the sheet in various places in the GUI, including the title block and the hierarchy
navigator.

The sheet filename specifies the file that the new sheet will be saved to or loaded from. A single sheet file
can be used more than once in a project; the circuit drawn in the sheet will be instantiated once per usage.
The same filename will be reused for each instantiation. The path to the sheet file can be relative or
absolute. It is usually preferable to save subsheet files in the project directory and use a relative path so that
the project is portable.

Sheet files can be shared between multiple projects to allow design reuse between
NOTE projects. However, this is not recommended due to path portability concerns and the risk
of unintentionally changing other projects while editing a shared sheet.

The sheet’s page number is configurable here. The page number is displayed in the sheet title block and the
hierarchy navigator, and sheets are sorted by page number in the hierarchy navigator and when printing or
plotting.

Several graphical options are also available. Border width sets the width of the border around the sheet
shape. Border color and Background fill set the color for the border and fill of the sheet shape,
respectively. If no color is set, a checkerboard swatch is shown and the default values from the color theme
are used.

The Sheet Properties dialog can be accessed at any time by selecting a sheet and using the £ hotkey, or with
Properties... in the right-click context menu.

Navigating between sheets

You can enter a hierarchical sheet from the parent sheet by double-clicking the child sheet’s shape, or right-
clicking the child sheet and selecting Enter Sheet.
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Return to the parent sheet by using the T button in the top toolbar, or by right-clicking in an empty part of

the schematic and clicking Leave Sheet.

Alternatively, you can jump to any sheet with the hierarchy navigator. To open the hierarchy navigator, click
the E button in the top toolbar. Each sheet in the design is displayed as an item in the tree. Clicking a sheet

name opens that sheet in the editing canvas.

REE BDE &

Y Gcomon ]
@ muxdata
@ modul
@ palntsc.sch
@ ographic
@ RaMs
@ buspci.sch
@ ESVIDEO-RVE

By default, the hierarchy navigator closes after a new sheet is opened. It can be configured to always remain
open by selecting the Keep hierarchy navigator open option in the Editing Options section of the
Schematic Editor preferences.

Electrical connections between sheets

Label overview

Electrical connections between sheets are made with labels. There are several kinds of labels in KiCad, each
with a different connection scope.

* Local labels only make connections within a sheet. Therefore local labels cannot be used to connect
between sheets. Local labels are added with the _A_button.

* Global labels make connections anywhere in a schematic, regardless of sheet. Global labels are added
with the [A)- button.

* Hierarchical labels connect to hierarchical sheet pins accessible in the parent sheet. Hierarchical
designs rely on hierarchical labels and pins to make connections between parent sheets and child sheets;
you can think of hierarchical pins as defining the interface for a sheet. Hierarchical labels are added with
the Ad» button.

Labels that have the same name will connect, regardless of the label type, if they are in the

NOTE
same sheet.

Hidden power pins can also be considered global labels, because they connect anywhere

NOTE . Co
in the schematic hierarchy.
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Hierarchical sheet pins

After placing hierarchical labels within the subsheet, matching hierarchical pins can be added to the
subsheet symbol in the parent sheet. You can then make connections to the hierarchical pins with wires,
labels, and buses. Hierarchical pins in a subsheet symbol are connected to the matching hierarchical labels in
the subsheet itself.

Hierarchical labels must be defined in the subsheet before the corresponding hierarchical

NOTE sheet pin can be imported in the sheet symbol.
muxdata
X_DATA
X_DIN - .
= X_CLK TVR[0..7] Sp—rrascds
X_DONE VGO
¥ PrROG= [JA_DONE ™VG[0..7] < VRO T
= X_PROG— TVB[0..7] ©
E%DCLKCDA VRAM[OD..31] ¢ TVRAM[O..51]
=———— P CLKCAD
DOJ0..31] O DPC[0..31]
*WRITERA [ ACCES_RAN-
B = DATA_WR
_ ACQ QN ACQ_ON
~E2NE=GUT_b csvne-out
TS Sy
CLAMP

File: muxdata.kicad_sch

For every hierarchical label in the subsheet, import the corresponding hierarchical pin into the sheet symbol
by clicking the If_g’ button in the right toolbar, then clicking on the sheet symbol. A sheet pin for the first
unmatched hierarchical label will be attached to the cursor, where it can be placed anywhere along the
border of the sheet symbol. Clicking again with the tool will continue to import additional sheet pins until
there are no more hierarchical pins to import from the subsheet. Sheet pins can also be imported by
selecting Import Sheet Pin in a sheet symbol’s right-click context menu.

You can edit the properties of a sheet pin in the Sheet Pin Properties dialog. Open this dialog by double-
clicking a sheet pin, selecting a sheet pin and using the e | hotkey, or right-clicking a sheet pin and selecting
Properties....
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_.;!;' + Sheet Pin Properties WM X

MName: | BLAME i
Syntax help
Text size: 60 mils
Connection type: | Input G
& Cancel « OK

The sheet pin’s name can be edited in the textbox or by selecting from the dropdown list of hierarchical
labels in the subsheet. A sheet pin’s name has to match the corresponding hierarchical label in the subsheet,
so if a pin name is changed the label must change as well.

The connection type changes the shape of the sheet pin, and has no electrical effect. It can be set to Input,
Output, Bidirectional, Tri-state, or Passive. The pin’s text size can also be changed.

Hierarchical design examples

Hierarchical designs can be put into one of several categories:

* Simple: each sheet is used only once.
¢ Complex: some sheets are instantiated multiple times.
* Flat: a sub-case of a simple hierarchy, without connections between subsheets and their parent. Flat

hierarchies can be used to represent a non-hierarchical design.

Each hierarchy model can be useful; the most appropriate one depends on the design.

Simple hierarchy

An example of a simple hierarchy is the video demo project included with KiCad. The root sheet contains
seven unique subsheets, each with hierarchical labels and sheet pins linking the sheets to each other in the
root sheet. Two of the subsheet symbols are shown below.
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pol-ntsc.sch

Do[o. te PC_D[0.7] WR[D..7] WR[L..7]
EyspeT— L FE_A[0.1] VE[O.7] TWG[2..
- RESET— TVB [0 7] TVH[T..7
'—R'E'n—m—D'GREEH_m -
= [+ REC_IN
BTE1Z_R0O—
“ETBLZWR— | blei2-R0- F_PALIND e
C-BT812 WR- HI_PAL- [l _Fal—
| WO_FAL-
VO_PAL- [
'&D JE_FAL—
Flle: pal-ntae klcad_seh
RAMS
WRAM— T
F} W RAM TVRAM [u“31] WR#M[D..31]
= C+CASD—
Zaeo——1+CAGL-
CASZ=  hicasa-
Do AS—
R"'“: [+ RAGD—
B YRAGL-
R.!.EE_ [+ RAS2—
WAEG— | RASI-
RES—_} RAS S —
S+ RAGE -
Efég:—} RAS G-
——+ RAST -
MXA[D..10 T MXA[D..10]

File: rama.klcad_zch

CJ10>KHBIE HepapXHuH

The complex_hierarchy demo project is an example of a complex hierarchy. The root sheet contains two
subsheet symbols, which both refer to the same sheet file (ampli_ht.kicad_sch). This allows the design to
include two copies of the same amplifier circuit. Although the two sheet symbols refer to the same filename,
the sheet names are unique (ampli_ht_vertical and ampli_ht_horizontal). Inside each subsheet the
circuits are identical except for the reference designators, which as always are unique.

This project contains no sheet pin connections. The only connections between the root sheet and the
subsheets are global power connections made with power port symbols. However, sheets in a complex
hierarchy could include sheet pin connections if appropriate for the design.
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PWR_FLAG

+12V
1 12Vext 1“;“” <1> . i

01

CONN_2
B2

() 2 T C2
l7 L7uF 20V
ampli_ht_vertical ampli_ht_horizantal
File: ampli_ht.kicad_sch File: ampli_ht.kicad_sch
IInockue nepapxum

The flat_hierarchy demo project is an example of a flat hierarchy. The root sheet contains two unique
subsheet symbols with no hierarchical sheet pins. The root sheet in this project does nothing except hold the
subsheets, and the subsheets are used only as additional pages in the schematic.

NOTE This is the simplest way to create multi-page schematics in KiCad.
pic_programmer sockets
File: pic_programmer.kicad_sch File: pic_sockets.kicad_sch
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Inspecting a schematic

Find tool

The Find tool searches for text in the schematic, including reference designators, pin names, symbol fields,
and graphic text. When the tool finds a match, the canvas is zoomed and centered on the match and the text
is highlighted. Launch the tool using the ,@) button in the top toolbar.

HadTu

HalTu: [C?I | QHEﬁTm |

TonkKo Lenoe cnoBo

3aKpLEITh

C y4eTOM perncTpa

MckaTe B o6paTHOM NopAgke
WMckaTe BO BCEX NONAK KOMAOHEHTS

[BF 1ckaTh BO BCaX MMEHEX M HOMEPEX BLIBO 0B
McKaTe TONBKO Ha TEeKyWEM IMCTE

He mepemellaTe KypCcop K HaR4EHHOMY 3NEMEHTY

The Find tool has several options:
Match case: Selects whether the search is case-sensitive.

Words: When selected, the search will only match the search term with complete words in the schematic.
When unselected, the search will match if the search term is part of a larger word in the schematic.

Wildcards: When selected, wildcards can be used in the search terms. ? matches any single character, and
* matches any number of characters. Note that when this option is selected, partial matches are not
returned: searching for abc* will match the string abcd, but searching for abc will not.

Search pin names and numbers: Selects whether the search should apply to pin names and numbers.

Search hidden fields: Selects whether the search should apply only to visible fields or if it should include
hidden symbol fields.

Search the current sheet only: Selects whether the search should be limited to the current schematic sheet
or to the entire schematic.

There is also a Find and Replace tool which is activated with the %B button in the top toolbar. This tool

behaves the same as the Find tool, but additionally can replace some or all matches with different text.
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-;!E' b4 Find and Replace e M W

Search for: ‘ m e Eind

Replace with:
Match case Words
Replace All
Search pin names and numbers
Search hidden fields Close

Search the current sheet only

Replace matches in reference designators

If the Replace matches in reference designators option is checked, reference designators will be modified
if they contain matching text. Otherwise reference designators will not be affected.

Net highlighting

An electrical net can be highlighted in the schematic editor to visualize all of the places it appears in the
schematic. Net highlighting can be activated in the Schematic Editor or by highlighting the corresponding net
in the PCB editor when cross-probe highlighting is enabled (see below). When net highlighting is active, the
highlighted net will be shown in a different color. By default this color is pink, but it is configurable in the
Color section of the Preferences dialog.

Nets can be highlighted by clicking on a wire or pin using the Highlight Net tool in the right toolbar (y__i_).
Alternatively, the Highlight Net hotkey (| - ) highlights the net under the cursor. If there are no nets or pins
under the cursor, any existing highlighting will be cleared. The highlighting can also be cleared by using the
Clear Net Highlight action (hotkey - ).

Cross-probing from the PCB

KiCad allows bi-directional cross-probing between the schematic and the PCB. There are several different
types of cross-probing.

Selection cross-probing allows you to select a symbol or pin in the schematic to select the corresponding
footprint or pad in the PCB (if one exists) and vice-versa. By default, cross-probing will result in the display
centering on the cross-probed item and zooming to fit. This behavior can be disabled in the Display Options
section of the Preferences dialog.

Highlight cross-probing allows you to highlight a net in the schematic and PCB at the same time. If the
option "Highlight cross-probed nets" is enabled in the Display Options section of the Preferences dialog,
highlighting a net or bus in the schematic editor will cause the corresponding net or nets to be highlighted in
the PCB editor, and vice versa.

HpOBepKa JJICKTPHYECCKHUX IIPABHJI IIPOCKTHPOBAHHUSA

The Electrical Rules Check (ERC) tool performs an automatic check of your schematic. The ERC checks for
any errors in your sheet, such as unconnected pins, unconnected hierarchical symbols, shorted outputs, etc.
ERC output is reported as errors or warnings depending on the severity of the issue detected.
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Naturally, an automatic check is not infallible, and it is not possible to detect all design errors. Such a check is
still very useful, because it allows you to detect many oversights and small errors. All detected issues should
be checked and addressed before proceeding.

The quality of the ERC is directly related to the care taken in declaring electrical pin properties during
symbol library creation.

ERC can be started by clicking on the Ea button in the top toolbar and clicking the Run ERC button.

MNpoBepka anexkTpuHeckuUu: npabun

ERC | MapameTprl

OT4eT ERC: CoobgHna:
Bcero: 1

MpepynpexgeHna:| 1

OLwmbBKA: 0

CozgaTte rain ERC oT4eTa

CnucokK ownbok:

Tun owmnbkni4): Kondnwukr MEeXMNY BLIBOONaAMW. Cepbe3HOCTR: NpenynpexXneHne

+ @ (256,54 MM,83,82 mm): Beigoa B12 ([eyHanpaenedHbli) koMnoHeHdTa U9 coefiMHeH
C

e @ (72,320 Mm,237,49 Mm): Beieog 1 (Beixog NMTaHWA) KoMnoHeHTa #FPWRO7 (uene 41).

¥0annuTe MapKephl BeINONHWTE JEKPHITE

Any warnings or errors are reported in the Violations tab, and markers for each violation are placed in the
schematic so that they point to the relevant part of the schematic. Warnings are indicated by yellow arrows,
and errors have red arrows. Excluded violations are shown as green arrows.

Selecting a violation in the ERC window jumps to the selected violation marker in the

NOTE ,
schematic.

The numbers at the bottom of the window show the number of errors, warnings, and exclusions. Each type
of violation can be filtered from the list using the respective checkboxes. Clicking Delete Markers will clear
all violations until ERC is run again.

Violations can be right-clicked in the dialog to ignore them or change their severity:
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e Electrical Rules Checker

Messages | Violations

~ Error: Label not connected to anything
Hierarchical Label 'test’
~ Error: Label not connected to anything

Hierarchical Label 'test’

Exclude this violation
Change severity to Warning for all '"Mismatch between hierarchical labels and sheet pins' viclations

Hierarchical Labg

Ignore all '"Mismatch between hierarchical labels and sheet pins' violations

Edit violation severities...

Show: [ All ¥ Errors @EN® (¥ Warnings " IExclusions Save...

Delete Markers Close Run ERC

¢ Exclude this violation: ignores this particular violation, but does not affect any other violations.

* Change severity: changes a type of violation from warning to error, or error to warning. This affects all

violations of a given type.

¢ Ignore all: ignores all violations of a given type.

ERC example
U1A
741500
1
3
2
U1B
T4L500
El -

%
"

Here you can see three errors:

* Two outputs have been connected together (red arrow at right).

e Two inputs have been left unconnected (red arrows at left).

Selecting an ERC marker displays a description of the violation in the message pane at the bottom of the

window.
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Mubopragyla o Hapkepe

Tun owwbkn(2): BeiBon, He nogcoeauHed (W cunmeon "He nopKnw4yeHo"
He HaWpeH ONA 3TOro BulBOMOA)

o @ (177,80 MM,68,58 mM): Beieog 4 (Bxon) koMnoHeHTa Ul He
noacoefuHeH.

IEEKpHThI

Power pins and power flags

It is common to have an "Input Power pin not driven by any Output Power pins" error on power pins, as
shown in the example below, even though the power pins seem to be properly connected to a power rail.
This happens in designs where the power is provided through connectors or other components that are not
marked as In these cases ERC won’t detect any Output Power pins connected to the net and will determine
the Input Power pin is not driven by a power source.

T e

Vi

14

VCC

UL1E
T4L500

GND

GND

Electrical Rule Check Error
Input Power pin not driven by any Output Power pins

To avoid this warning, connect the net to PWR_FLAG symbol on such a power net as shown in the following

example. The PWR_FLAG symbol is found in the power symbol library. Alternatively, connect any power
output pin to the net; PWR_FLAG is simply a symbol with a single power output pin.
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VeC

=
—]
[
L
=
ULE
74500
|
=
[
|
GND

Electrical Rule Check Error
Input Power pin not driven by any Output Power pins

Ground nets often need a PWR_FLAG as well, because voltage regulators have outputs declared as power
outputs, but their ground pins are typically marked as power inputs. Therefore grounds can appear
unconnected to a source unless a PWR_FLAG symbol is used.

For more information about power pins and power flags, see the PWR_FLAG documentation.

ERC Configuration

The Pin Conflicts Map panel in Schematic Setup allows you to configure connectivity rules to define electrical
conditions for errors and warnings based on what types of pins are connected to each other.
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[MpoBepka anexTpu4 npabun

ERC | MapameTphl

HHHLI,MEIJ'IHEMPDEIEITh no YyMon4aHrH

Bxon

Bxog.......... .
Beixog,

Buixof......... . E .

IeyHanpasneHHkIN
OBYyHanpaBneHHkIA.. . . . TpexcTabunbHbIii
TpexcTabWneHBIA...... . . .

MaccHBHLIA
MaccrBHEIR........ . . . . .
He onpegeneHo
He onpeneneHo.... W\ W W\ W W\ W\ Bxof nUTaHWA
W W

Bxog MUTaHWA.... . . . LWJ BLIXOg MATaHNA
swornraen.. | [ E| W B0 W H B v

Mﬂ LhM OTKPLITEIN KOMNEKTOR
OTKPBITEIA KOANEKTOR..... . E . . . E . OTKPLITHI 3MUTTEP
orepurrwin swurrep..... | [l | [3 OO WE N M | —
He cospurero.... ENENENENENERENENERENE

HpaBI/IJIa HaCTparBarTCA HYTéM Ha’KaTUs JIeBOM KHOIIKYU MBIIIIM Ha KBagpaTaxX MaTpHIlbl, TUK/IHNYECKH
nepeGI/IpaH BapHUaHTHI: HOPMaJIbHO, ITPEAYITPEXKIIEHUE, OIIbKa.

_-‘l.: Schematic Setup A X
v e Connections
Formatting ) . .
Field Name Templates Pin not connected: () Error (_Warning () Ignore
¥ Electrical Rules Input pin not driven by any Output pins: (0 Error  (Warning  (Ignore
Pin Conflicts Map Input Power pin not driven by any Output Power pins: () Error L Warning (_ Ignore
~ Project A pin with a “no connection” flag is connected: (_JError  (@Warning (. Ignore
Net Classes Unconnected "no connection" flag: (JError  (@Warning (. Ignore
Text Variables . . .
Label not connected to anything: () Error (_Warning (_Ignore
Global label not connected anywhere else in the schematic: (_JError (&) Warning (_Ignore
Wires not connected to anything: (e) Error ) Warning ) Ignore
Bus Entry needed: (eError  (UWarning  (Ignore
Conflicts
Duplicate reference designators: (e) Error ) Warning () Ignore
Units of same symbol have different values: (s) Error ) Warning _Ignore
Different footorint assianed in anather unit of the svmbol: () Error (1Warnina C i Tanore
Reset to Defaults | Import Settings from Another Project... ‘ ‘@Cancel || <JOK |

The Violation Severity panel in Schematic Setup lets you configure what types of ERC messages should be
reported as Errors, Warnings or ignored.
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OTUYET MPOBEPKHU IPaBHI

An ERC report file can be generated and saved by clicking the Save... button in the ERC dialog. The file
extension for ERC report files is .rpt . Here is an example ERC report file.

ERC report (Fri 21 Oct 2022 02:07:05 PM EDT, Encoding UTF8)

*%%%% Sheet /
[pin_not_driven]: Input pin not driven by any Output pins

; Severity: error

@(149.86 mm, 60.96 mm): Symbol U1B [74LS00] Pin 4 [, Input, Line]
[pin_not_connected]: Pin not connected

; Severity: error

@(149.86 mm, 60.96 mm): Symbol U1B [74LS00] Pin 4 [, Input, Line]
[pin_not_connected]: Pin not connected

; Severity: error

@(149.86 mm, 66.04 mm): Symbol U1B [74LS00] Pin 5 [, Input, Line]
[pin_to_pin]: Pins of type Output and Output are connected

; Severity: error

@(165.10 mm, 63.50 mm): Symbol U1B [74LS00] Pin 6 [, Output, Inverted]

@(165.10 mm, 46.99 mm): Symbol U1A [74LS00] Pin 3 [, Output, Inverted]
[pin_not_driven]: Input pin not driven by any Output pins

; Severity: error

@(149.86 mm, 66.04 mm): Symbol U1B [74LS00] Pin 5 [, Input, Line]

** ERC messages: 5 Errors 5 Warnings 0



Assigning Footprints

Before routing a PCB, footprints need to be selected for every component that will be assembled on the
board. Footprints define the copper connections between physical components and the routed traces on a
circuit board.

Some symbols come with footprints pre-assigned, but for many symbols there are multiple possible
footprints, so the user needs to select the appropriate one.

KiCad offers several ways to assign footprints:

¢ (CBoiicTBa KOMIIOHEHTa
© Symbol Properties Dialog
© Symbol Fields Table

® While placing symbols

® Footprint Assignment Tool

Each method will be explained below. Which to use is a matter of preference; one method may be more

convenient depending on the situation. All of these methods are equivalent in that they store the name of
the selected footprint in the symbol’s Footprint field.

The Footprint Library Table needs to be configured before footprints can be assigned. For

NOTE
information on configuring the Footprint Library Table, please see the PCB Editor manual.

Assigning Footprints in Symbol Properties
A symbol’s Footprint field can be edited directly in the symbol’s Properties window.

;’; b4 Symbol Properties oA X

General Alternate Pin Assignments

Fields
Name Value Show  HAlign VAlign | Italic | Bold  TextSize Orientation X Position Y Position
Reference uz Center Center 1.27 mm Horizontal 0 mm 3.81 mm
Value Dialog SLG5NT1487Y Center Center 1.27 mm Horizontal 0 mm 8.89 mm
[f_1.52mm_Fused-Lead_JEDEC_M0-252_w2015D]J])
Datasheet Center Center 1.27 mm Horizontal 0 mm 5.08 mm
MPN SLG5NT1487VTR Center Center 1.27 mm Horizontal 0 mm 0 mm
Manufacturer Center Center 1.27 mm Horizontal 0 mm 0 mm
+ |1t d w
General Pin Text = b
it Li
Unit: ] Show pin numbers peats symborfrom thrary:
Alternate symbal (De Morgan Show pin names Change Symbol...
Angle: 0 v Edit Symbal...
Attributes
Mirror:  Not mirrored h Exclude from bill of materials
Exclude from baard Edit Library Symbol...
Library link: RobotProtos:Dialog SLGSNT1487V Spice Model... @ Cancel " OK

45


file:///home/seth/code/kicad/kicad-doc/build/src/eeschema/pcbnew/pcbnew_footprints_and_libraries.html#managing-footprint-libraries

Clicking the ||\ button in the Footprint field opens the Footprint Library Browser, which shows the
available footprints and footprint libraries. Single clicking a footprint name selects the footprint and
displays it in the preview pane on the right, while double clicking on a footprint closes the browser and sets
the symbol’s Footprint field to the selected footprint.

::' * Package_SO — /home/graham/kicad/libraries/footprints/kicad-footprints/Package_SO.pretty — Footprint Library Browser oA K

File View Help

ia i% S Q Q Q ! Grid: 0.5000 mm (19.69 mils) v | | ZoomAuto Vv

k| @ Filte Q Filte
y OptoDevice Diodes_PSOP-8
) Diodes S0-8EP
Oscillator

package_BGA ETSSOP-20-1EP_4.4x6.5mm_P0.65mm_EP3x4.2r

IZ;: Package_CSP HSOP-8-1EP_3.9x4.9mm_P1.27mm_EP2.3x2.3m

in |Package_DFN_QFN

— HSOP-8-1EP_3.9x4.9mm_P1.27mm_EP2.41x3.11
- Package_DIP

— package_DirectEET HSOP-8-1EP_3.9x4.9mm_P1.27mm_EP2.41x3.11
mm HSOP-20-1EP_11.0x15.9mm_P1.27mm_5SlugDov

Package_LCC
HSOP-20-1EP_11.0x15.9mm_P1.27mm_SlugDov,

HSOP-20-1EP_11.0x15.9mm_P1.27mm_SlugUp
HSOP-36-1EP_11.0x15.9mm_P0.65mm_SlugDov,

-k Package_LGA
Package_QFP

1 Package_SIP
. HSOP-36-1EP_11.0x15.9mm_P0.65mm_5SlugDov
v - - -

HSOP-36-1EP_11.0x15.9mm_P0.65mm_SlugUp

HTSOP-8-1EP_3.9x4.9mm_P1.27mm_EP2.4x3.2r
HTSOP-8-1EP_3.9x4.9mm_P1.27mm_EP2.4x3.2r
HTSSOP-14-1EP_4.4x5mm_P0.65mm_EP3.4x5mi

Package_SON
Eﬂ Package SO J-Lead
Package_TO_SOT_SMD

Package_TO_SOT_THT
HTSSOP-14-1EP_4.4x5mm_P0.65mm_EP3.4x5mi

HTSSOP-16-1EP_4.4x5mm_P0.65mm_EP3.4x5mi

Panel_Cutouts

Potentiometer_SMD

Pads Vias Track Segments Nets Unrouted
18 0 0 0 0
Z4.67 X 3.5000 Y 12.0000 dx 3.5000 dy 12.0000 dist 12.5000 grid X 0.5000 Y 0.5000 mm

Assigning Footprints with the Symbol Fields Table

Rather than editing the properties of each symbol individually, the Symbol Fields Table can be used to view
and edit the properties of all symbols in the design in one place. This includes assigning footprints by editing
the Footprint field of each symbol.

The Symbol Fields Table is accessed with Tools — Edit Symbol Fields..., or with the E button on the top

toolbar.

The Footprint field behaves the same here as in the Symbol Properties window: it can be edited directly, or
footprints can be selected visually with the Footprint Library Browser.
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= Symbol Fields Table v A X

Group symbols =~ | Reference Value Footprint Da
= D24, D25 5V Diode_SMD:1006_C ~
Field Show | Group By . .
H1 Strap MountingHole:Plain_Hole_3mm ~
Reference
1 HOST Connector_USB:USB_A_PCB_traces_small =
Value ) - -7 -
Footprint ]2 UsSB1 Connector_|ST:ST_SH_SM04B-SRSS-TB_1x04-1MP_P1.00mm_Ho ~
Datasheet 13 USB2 Connector_|ST:)ST_SH_SMO4B-5RS5-TB_1x04-TMP_P1.00mm_Ho ~
Description 14 USB3 Connector_JST:JST_SH_SMO4B-SRSS-TB_1x04-1MP_P1.00mm_Ho -
Dielectric
5 UsB4 Connector_|ST:JST_SH_SMO04B-SRSS-TB_1x04-1MP_P1.00mm_Ho ~
Footprint_Density
Footprint_Library 16 USB5 l:/5T_SH_SM04B-SRSS-TB_1x04-1MP_P1.00mm_Horizontal] || Y
MPM 17 UsB& Connector_)5T:)ST_SH_SMO04B-5RS55-TB_1x04-1MP_P1.00mm_Ho ~
Package ]8 UsSB7 Connector_)ST:)ST_SH_SMO04B-SRSS-TB_1x04-1MP_P1.00mm_Ho ~
Spice_Model
pice._ . 19 EXTGMND SH_Solder_Pads:1P-1.5x1.5 -
Spice_Netlist_Enabled
Spice_Primitive P EXTPWR Connector_PinHeader_2.54mm:PinHeader_1x02_P2.54mm_Ver
Tolerance > LOGO1-LOGO4 Logo Logo
USD ner 1 m Rl 10k Resistor_SMD:1608_C
Add Field... = R2-RS 100k Resistor_SMD:1608_C
Apply, Save Schematic & Continue © Cancel v OK

For more information on the Symbol Fields Table, see the section on editing symbol properties.
Assigning Footprints While Placing Symbols
Footprints can be assigned to symbols when the symbol is first added to the schematic.

Some symbols are defined with a default footprint. These symbols will have this footprint preassigned when
they are added to the schematic. The default footprint is shown in the Add Symbol dialog. For symbols
without a default symbol defined, the footprint dropdown will say "No default footprint", and the footprint
preview canvas will say "No footprint specified".
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—-r,,-_' » Choose Symbol {17359 items loaded) T

Q Filter
U
Item Description 8 S 4pisss
2iMCLE = § ouTLe £2
» Amplifier_Video Video amplifiers 28 a1k a % quTL- 2
B\ Ao zeroL 22
> Analog Miscellaneous analog devices 2 epata _
. Sl inrax ouTk+ L1
» Analog_ADC Analog to digital converters o auTR- L&
24 inpmo zERORIE
> Analog_DAC Digital to analog converters 20 \hpyy L
) : ) FILTR =
» Analog_Switch Analog switches ;;chK Lo
v Audio Audio devices ] gl I3 ==
Zpey FiTe i
2—93 MUTE 2 o .
AD1855 Stereo, 96 kHz, Multibit Sigma-Delta DAC, SSOP-2{ “SUEEMP E i FCRP
AD1955 High Performance Multibit Sigma-Delta DAC with ! -
AK5392VS Enhanced Dual Bit Sigma-Delta 24Bit ADC, SOIC-2
AK5393VS Enhanced Dual Bit Sigma-Delta 96kHz 24-Bit ADC/ | |[Default] Package_SO:550P-28_5.3x10.2mm_PG| v
AK5394AVS Super High Performance 192kHz 24-Bit Sigma-De
AKST20VT Stereo, 96kHz, 24-Bit, Delta-Sigma ADC, TSSOP-1¢
AKTT42EQ 24bit 2ch ADC + 24bit 4ch DAC with Audio DSP, LQ
AS3310 ADSR Voltage Controlled Envelope Generator, DIF
AC3ID9N Aialkama Famteallad Filbae AEEY MBI 10
AD1853

Stereo, 24-Bit, 192 kHz, Multibit Sigma-Delta DAC, SSOP-28
Keywords: audio dac 2ch 24bit 192kHz

Reference U?
Footprint Package_SO:S50P-28_5.3x10.2mm_P0.65mm
Datasheet https:

wv.analog. com/medialen/technical-documentation/data-sheets/AD18...

Select with Browser  Place repeated copies Place all units |+ ® Cancel " OK

Symbols can have footprint filters that specify which footprints are appropriate to use with that symbol. If
footprint filters are defined for the selected symbol, all footprints that match the footprint filters will

appear as options in the footprint dropdown. The selected footprint will be displayed in the preview canvas
and will be assigned to the symbol when the symbol is added to the schematic.

Footprint options will not appear in the footprint dropdown unless the footprint libraries
NOTE are loaded. Footprint libraries are loaded the first time the Footprint Editor or Footprint
Library Browser are opened in a session.

For more information on footprint filters, see the Symbol Editor Documentation.

Assigning Footprints with the Footprint Assignment Tool

The Footprint Assignment Tool allows you to associate symbols in your schematic to footprints used when
laying out the printed circuit board. It provides footprint list filtering, footprint viewing, and 3D component
model viewing to help ensure the correct footprint is associated with each component.

Components can be assigned to their corresponding footprints manually or automatically by creating
equivalence files (.equ files). Equivalence files are lookup tables associating each component with its
footprint.

Run the tool with Tools - Assign Footprints..., or by clicking the 5:% icon in the top toolbar.
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Footprint Assignment Tool Overview

The image below shows the main window of the Footprint Assignment Tool.

fpic_programmer.pro’ [Tonbko HTeHUE]

&2 B e Bl
Air Coils SML_NEOSID 1 cl - 100pF : discret:cPlo
2
3
4
5
6
7
8
9

Buttons_Switches_SMD c2 - 220uF @ discret:CPlO Diodes_SMD:SMA-SMB_Universs
Buttons_Switches ThroughHole 3 - 22uF/25V : discret:CPS Diodes SMD:SMA Handsolderir
Buzzers Beepers c4 - 0 : discret:Cl-1 Diodes SMD:SMa_ Standard

Capacitors_SMD c5 - 10nF ¢ discret:Cl-1 Diodes_SMD:SMB-SMC_Universe
Capacitors Tantalum_SMD G - 1@0nF @ discret:Cl-1 Diodes SMD:SMB Handsolderir
Capacitors_ThroughHole c7 - 100nF @ discret:Cl-1 Diodes_SMD:SMB_Standard

Choke Axial ThroughHole o - 220nF : discret:Cl-1 Diodes SMD:SMC-RMLO Univers
Choke_Common-Mode_Wurth - 0L - 1N4084 : discret:D5 Diodes_SMD:SMC_Handsolderir
Choke_Radial_ThroughHole 10 Dz - BAT43 : discret:D3

W0 o~ 3w M

10 Diodes_SMD:SMC_Standard
Choke SMD 11 b3 - BAT43 : discret:D3 11 Discret:CP4
Choke_Toroid_ThroughHole 12 D4 - BAT43 : discret:D3 12 Discret:CPS
Connect 13 DS - BAT42 : discret:D3 13 Discret:CPS
Connectors_JST_PH 14 D& - BAT43 : discret:D3 14 Discret:CP3
Connectors_JST_SH 15 D7 - BAT43 : discret:D3 15 Discret:CP10
Connectors_Molex 16 D8 - RED-LED : discret:LEDV 16 Discret:CP12
Converters DCDC ACDC 17 o COCCKR L EM o A e et o | CONE 17 MHerrmat . mO1A

- - —

KoMnoHeHToR: 63, He HasHa4YeHo: 0 DANLTR cnucka: CP*, SM* DUNLTP MO KNIOYEBRIE CN0Ba: 32

* The left pane contains the list of available footprint libraries associated with the project.
* The center pane contains the list of symbols in the schematic.
¢ The right pane contains the list of available footprints loaded from the project footprint libraries.

* The bottom pane describes the filters that have been applied to the footprint list and prints information
about the footprint selected in the rightmost pane.

The top toolbar contains the following commands:
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Transfer the current footprint associations to the schematic.

Edit the global and project footprint library tables.

m
]
i

View the selected footprint in the footprint viewer.

Select the previous symbol without a footprint association.
Select the next symbol without a footprint association.
Undo last edit.

Redo last edit.

CAEOWVIR S g3t

Perform automatic footprint association using an equivalence file.
93:6 Delete all footprint assignments.

*‘5 Filter footprint list by footprint filters defined in the selected symbol.
Filter footprint list by pin count of the selected symbol.

Filter footprint list by selected library.

The following table lists the keyboard commands for the Footprint Assignment Tool:

Right Activate the pane to the right of the currently activated pane. Wrap
Arrow / around to the first pane if the last pane is currently activated.

Tab

Left Activate the pane to the left of the currently activated pane. Wrap
Arrow around to the last pane if the first pane is currently activated.

Up Arrow  Select the previous item of the currently selected list.

Down Select the next item of the currently selected list.

Arrow

Page Up Select the item one full page upwards of the currently selected item.
Page Select the item one full page downwards of the currently selected item.
Down

Home Select the first item of the currently selected list.

End Select the last item of the currently selected list.

Manually Assigning Footprints with the Footprint Assignment Tool

To manually associate a footprint with a component, first select a component in the component (middle)
pane. Then select a footprint in the footprint (right) pane by double-clicking on the name of the desired
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footprint. The footprint will be assigned to the selected component, and the next component without an
assigned footprint is automatically selected.

If no footprints appear in the footprint pane, check that the footprint filter options are

NOTE correctly applied.

When all components have footprints assigned to them, click the OK button to save the assignments and
exit the tool. Alternatively, click Cancel to discard the updated assignments, or Apply, Save Schematic &
Continue to save the new assignments without exiting the tool.

q)MHBTpaHHH CIITMCKa II0OCaJOYHBbIX M€ECT
There are four filtering options which restrict which footprints are displayed in the footprint pane. The

filtering options are enabled and disabled with three buttons and a textbox in the top toolbar.

o : Activate filters that can be defined in each symbol. For example, an opamp symbol might define
filters that show only SOIC and DIP footprints.

° E:E: Only show footprints that match the selected symbol’s pin count.

o : Only show footprints from the library selected in the left pane.

* Entering text in the textbox hides footprints that do not match the text. This filter is disabled when the
box is empty.

When all filters are disabled, the full footprint list is shown.

The applied filters are described in the bottom pane of the window, along with the number of footprints that
meet the selected filters. For example, when the symbol’s footprint filters and pin count filters are enabled,
the bottom pane prints the footprint filters and pin count:

B P e s s [ D PSP S R A mmm e s me e

Connector_DIN - LED : LED_THT:LED_D5.@mm_Horizontal 03.81mm_Z3.0

72 LED_THT:LED_D5.@mm_Horizontal 03.81mm_Z3.0

Filtered by Keywords (LED*, LED_SMD:*, LED_THT:*), Pin Count(2): 104
Description: LED, diameter 5.0mm z-position of LED center 3.0mm, 2 pins, diameter 5.0mm z-position of LED center 3.0mm, 2 pins; Keywords: LED diameter 5.0mm z-position of LED center 3.0mm 2 pins dig
Library location: fhome/graham/kicad/libraries/footprints/kicad-footprints/LED_THT.pretty

Apply, Save Schematic & Continue @ Cancel « OK

Multiple filters can be used at once to help narrow down the list of possibly appropriate footprints in the
footprint pane. The symbols in KiCad’s standard library define footprint filters that are designed to be used
in combination with the pin count filter.

Automatically Assigning Footprints with the Footprint Assignment Tool

The Footprint Assignment Tool allows you to store footprint assignments in an external file and load the
assignments later, even in a different project. This allows you to automatically associate symbols with the
appropriate footprints.

The external file is referred to as an equivalence file, and it stores a mapping of a symbol value to a
corresponding footprint. Equivalence files typically use the .equ file extension. Equivalence files are plain
text files with a simple syntax, and must be created by the user using a text editor. The syntax is described
below.

You can select which equivalence files to use by clicking Preferences —. Manage Footprint Association Files
in the Footprint Assignment Tool.
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:ﬁ + Project file: ‘fusr/share/kicad/demaos/stickhub/5tickHub.kicad_pro' v X

Symbol Footprint Association Files (.equ)

/home/graham/Desktop/equivalence?.equ

Add
Remove
Move Up

Move Down

Edit File
Available environment variables for relative paths:

Mame Value F_E.Tfh Type
. . %) Absolute

1 |[KIPRJMOD fusr/share/kicad/demos/stickhub -
elative

2 KICADG_FOOTPRINT_DIR /home/graham/kicad/libraries/footprints/kicad-footprints
® Cancel v OK

* Add new equivalence files by clicking the Add button.
* Remove the selected equivalence file by clicking the Remove button.

® Change the priority of equivalence files by clicking the Move Up and Move Down buttons. If a symbol’s
value is found in multiple equivalence files, the footprint from the last matching equivalence file will
override earlier equivalence files.

® Openthe selected equivalence file by clicking the Edit File button.

Relevant environment variables are shown at the bottom of the window. When the Relative path option is
checked, these environment variables will automatically be used to make paths to selected equivalence files
relative to the project or footprint libraries.

Once the desired equivalence files have been loaded in the correct order, automatic footprint association
can be performed by clicking the "f@ button in the top toolbar of the Footprint Assignment Tool.
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All symbols with a value found in a loaded equivalence file will have their footprints automatically assigned.
However, symbols that already have footprints assigned will not be updated.

dopmar ¢aityIoB IKBUBAIEHTHOCTH

Equivalence files consist of one line for each symbol value. Each line has the following structure:
'<symbol value>' '<footprint library>:<footprint name>'

Each name/value must be surrounded by single quotes (') and separated by one or more spaces. Lines
starting with # are comments.

For example, if you want all symbols with the value LM4562 to be assigned the footprint Package_S0:SOIC-
8_3.9x4.9_P1.27mm, the line in the equivalence file should be:

'LM4562"' 'Package_S0:SOIC-8 3.9x4.9_P1.27mm'

3mech IIpUBeIEH IIpuUMep ¢aiiia SKBUBaJIEHTHOCTH:
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#regulators 'LP2985LV' 'Package_TO_SOT_SMD:SOT-23-5_HandSoldering'

==== [lpocMOTp MOCafO4YHOro0 MecTa

The Footprint Assignment Tool contains a footprint viewer. Clicking the
image:images/icons/icon_footprint_browser_24.png[footprint viewer icon] button in the top
toolbar launches the footprint viewer and shows the selected footprint.

image: :images/ru/footprint_view.png[scaledwidth="90%", alt="lpocMoTp nocapoyHoro Mecta"]
The top toolbar contains the following commands:

[width="90%", cols="10%,90%"]

| image:images/icons/refresh_24.pngl[]

|Refresh view

| image:images/icons/zoom_in_24.png[]

| Zoom in

| image:images/icons/zoom_out_24.pngl[]
| Zoom out

| image:images/icons/zoom_fit_in_page_24.png[]
|Zoom to fit drawing in display area

| image:images/icons/shape_3d_24.pngl[]

| Show 3D viewer

The left toolbar contains the following commands:
[width="90%", cols="10%,90%"]

| image:images/icons/cursor_24.pngl[]
|Use the select tool

| image:images/icons/measurement_24.png[]
| Interactively measure between two points

| image:images/icons/grid_24.pngl[]
|Display grid dots or lines

| image:images/icons/polar_coord_24.png[]
|Switch between polar and cartesian coordinate systems

| image:images/icons/unit_inch_24.png[]
|Use inches

| image:images/icons/unit_mil_24.png[]
|[Display coordinates in mils (1/1000 of an inch)

| image:images/icons/unit_mm_24.png[]
|Display coordinates in millimeters

| image:images/icons/cursor_shape_24.pngl[]
| Toggle display of full-window crosshairs

| image:images/icons/pad_number_24.png[]
| Toggle between drawing pads in sketch or normal mode
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(export (version "E") (design (source "/usr/share/kicad/demos/simulation/sallen_key/sallen_keykicad_sch")
(date "Sun 01 May 2022 03:14:05 PM EDT") (tool "Eeschema (6.0.4)") (sheet (number "1") (name "/") (tstamps
"/") (title_block (title) (company) (rev) (date) (source "sallen_key.kicad_sch") (comment (number "1") (value
") (comment (number "2") (value ")) (comment (number "3") (value ")) (comment (number "4") (value "))
(comment (number "5") (value ")) (comment (number "6") (value ")) (comment (number "7") (value "))
(comment (number "8") (value ")) (comment (number "9") (value "))))) (components (comp (ref "C1") (value
"100n") (libsource (lib "sallen_key_schlib") (part "C") (description ")) (property (name "Sheetname") (value
")) (property (name "Sheetfile") (value "sallen_keykicad_sch")) (sheetpath (names "/") (tstamps "/"))
(tstamps "00000000-0000-0000-0000-00005789077d")) (comp (ref "C2") (value "100n") (fields (field (name
"Fieldname") "Value") (field (name "SpiceMapping") "1 2") (field (name "Spice_Primitive") "C")) (libsource (lib
"sallen_key_schlib") (part "C") (description ")) (property (name "Fieldname") (value "Value")) (property
(name "Spice_Primitive") (value "C")) (property (name "SpiceMapping") (value "1 2")) (property (name
"Sheetname") (value ")) (property (name "Sheetfile") (value "sallen_keykicad_sch")) (sheetpath (names "/")
(tstamps "/™) (tstamps "00000000-0000-0000-0000-00005789085b")) (comp (ref "R1") (value "1k") (fields (field
(name "Fieldname") "Value") (field (name "SpiceMapping”) "1 2") (field (name "Spice_Primitive") "R"))
(libsource (lib "sallen_key_schlib") (part "R") (description ")) (property (name "Fieldname") (value "Value"))

(property (name "SpiceMapping") (value "1 2")) (property (name "Spice_Primitive") (value "R")) (property
(name "Sheetname") (value ")) (property (name "Sheetfile”) (value "sallen_keykicad_sch")) (sheetpath
(names "/") (tstamps "/")) (tstamps "00000000-0000-0000-0000-0000578906ff")) (comp (ref "R2") (value "1k")
(fields (field (name "Fieldname") "Value") (field (name "SpiceMapping") "1 2") (field (name "Spice_Primitive")
"R") (libsource (lib "sallen_key_schlib") (part "R") (description ")) (property (name "Fieldname") (value
"Value")) (property (name "SpiceMapping") (value "1 2")) (property (name "Spice_Primitive") (value "R"))
(property (name "Sheetname") (value ")) (property (name "Sheetfile") (value "sallen_keykicad_sch"))
(sheetpath (names "/") (tstamps "/")) (tstamps "00000000-0000-0000-0000-000057890691")) (comp (ref "U1")
(value "AD8051") (fields (field (name "Spice_Lib_File") "ad8051.1ib") (field (name "Spice_Model") "AD8051")
(field (name "Spice_Netlist_Enabled”) "Y") (field (name "Spice_Primitive”) "X")) (libsource (lib
"sallen_key_schlib") (part "Generic_Opamp") (description ")) (property (name "Spice_Primitive") (value "X"))
(property (name "Spice_Model") (value "AD8051")) (property (name "Spice_Lib_File") (value "ad8051.1ib"))
(property (name "Spice_Netlist_Enabled") (value "Y")) (property (name "Sheetname") (value ")) (property
(name "Sheetfile") (value "sallen_keykicad_sch")) (sheetpath (names "/") (tstamps "/")) (tstamps "00000000-
0000-0000-0000-00005788£f9f")) (comp (ref "V1") (value "AC 1") (libsource (lib "sallen_key_schlib") (part
"VSOURCE") (description ")) (property (name "Sheetname") (value ")) (property (name "Sheetfile") (value
"sallen_keykicad_sch")) (sheetpath (names "/") (tstamps '"/")) (tstamps "00000000-0000-0000-0000-
000057336052")) (comp (ref "V2") (value "DC 10") (fields (field (name "Fieldname") "Value") (field (name
"Spice_Node_Sequence") "1 2") (field (name "Spice_Primitive") "V")) (libsource (lib "sallen_key_schlib") (part
"VSOURCE") (description ")) (property (name '"Fieldname") (value "Value")) (property (name
"Spice_Primitive") (value "V")) (property (name "Spice_Node_Sequence") (value "1 2")) (property (name
"Sheetname") (value ")) (property (name "Sheetfile") (value "sallen_keykicad_sch")) (sheetpath (names "/")
(tstamps "/")) (tstamps "00000000-0000-0000-0000-0000578900ba")) (comp (ref "V3") (value "DC 10") (fields
(field (name 'Fieldname") "Value") (field (name "Spice_Node_Sequence”) "1 2") (field (name
"Spice_Primitive") "V")) (libsource (lib "sallen_key_schlib") (part "VSOURCE") (description ")) (property
(name "Fieldname") (value "Value")) (property (name "Spice_Primitive") (value "V")) (property (name
"Spice_Node_Sequence") (value "1 2")) (property (name "Sheetname") (value ")) (property (name "Sheetfile")
(value "sallen_keykicad_sch") (sheetpath (names "/") (tstamps "/")) (tstamps "00000000-0000-0000-0000-
000057890232")) (libparts (libpart (lib "sallen_key_schlib") (part "C") (footprints (fp "C?") (fp "C_????*") (fp
"C???2?") (fp "SMD*c") (fp "Capacitor*")) (fields (field (name "Reference") "C") (field (name "Value") "C")) (pins
(pin (num "1") (name ") (type "passive")) (pin (num "2") (name "") (type "passive”)))) (libpart (lib

n
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"sallen_key_schlib”) (part "Generic Opamp") (fields (field (name "Reference”) "U") (field (name "Value")
"Generic_Opamp")) (pins (pin (num "1") (name ") (type "input")) (pin (num "2") (name "-") (type "input")) (pin
(num "3") (name "V") (type "power._in")) (pin (num "4") (name "V-") (type "power_in")) (pin (num "5") (name "")
(type "output")))) (libpart (lib "sallen_key_schlib”) (part "R") (footprints (fp "R*") (fp "Resistor_*")) (fields
(field (name "Reference") "R") (field (name "Value") "R")) (pins (pin (num "1") (name ") (type "passive")) (pin
(num "2") (name ") (type "passive")))) (libpart (lib "sallen_key_schlib") (part "VSOURCE") (fields (field (name
"Reference”) "V") (field (name "Value") "VSOURCE") (field (name "Fieldname") "Value") (field (name
"Spice_Primitive") "V") (field (name "Spice_Node_Sequence") "1 2")) (pins (pin (num "1") (name ") (type
"input") (pin (num "2") (name ") (type "input"))))) (libraries (library (logical "sallen_key_schlib") (uri
"lusr/share/kicad/demos/simulation/sallen_key/sallen_key_schlib.kicad_sym"))) (nets (net (code "1") (name
"lowpass") (node (ref "C1") (pin "1") (pintype "passive")) (node (ref "U1") (pin "2") (pinfunction "-") (pintype
"input")) (node (ref "U1") (pin "5") (pintype "output™))) (net (code "2") (name "GND") (node (ref "C2") (pin "2")
(pintype "passive")) (node (ref "V1") (pin "2") (pintype "input")) (node (ref "V2") (pin "2") (pintype "input"))
(node (ref "V3") (pin "1") (pintype "input"))) (net (code "3") (name "Net-(C1-Pad2)") (node (ref "C1") (pin "2")
(pintype "passive")) (node (ref "R1") (pin "1") (pintype "passive")) (node (ref "R2") (pin "2") (pintype
"passive™))) (net (code "4") (name "Net-(C2-Pad1)") (node (ref "C2") (pin "1") (pintype "passive")) (node (ref
"R2") (pin "1") (pintype "passive")) (node (ref "U1") (pin "1") (pinfunction ") (pintype "input"))) (net (code "5")
(name "Net-(R1-Pad2)") (node (ref "R1") (pin "2") (pintype "passive")) (node (ref "V1") (pin "1") (pintype
"input"))) (net (code "6") (name "VDD") (node (ref "U1") (pin "3") (pinfunction "V") (pintype "power_in"))
(node (ref "V2") (pin "1") (pintype "input"))) (net (code "7") (name "VSS") (node (ref "U1") (pin "4")
(pinfunction "V-") (pintype "power_in")) (node (ref "V3") (pin "2") (pintype "input")))))

In Spice format, the netlist is as follows:

include "ad8051.lib"

XU1 Net-C2-Pad1 /lowpass VDD VSS /lowpass AD8051 C2 Net-C2-Pad1 GND 100n C1 /lowpass Net-CI1-Pad2
100n R2 Net-C2-Pad1 Net-C1-Pad2 1k R1 Net-C1-Pad2 Net-R1-Pad2 1k V1 Net-R1-Pad2 GND AC 1 V2 VDD GND
DC10V3 GNDVSSDC 10.acdec 10 1 1Meg .end

[[notes-on-netlists]]
==== 3aMe4yaHus 0 CMUCKaAX COEeOMHEHMUN

[[netlist-name-precautions]]
===== [IpegocTepexeHne 06 MMEHOBAHUW 3JIEMEHTOB CMUCKA COEAMHEHUN

Many software tools that use netlists do not accept spaces in component names, pins, nets,
or other fields. Avoid using spaces in pins, labels, names, and value fields of components
to ensure maximum compatibility.

In the same way, special characters other than letters and numbers can cause problems. Note
that this limitation is not related to KiCad, but to the netlist formats that can then

become untranslatable by other software that reads those netlist files.

[[spice-netlists]]
===== Spice netlists

Spice simulators expect simulation commands ( .PROBE", ".AC', ".TRAN', etc.) to be included
in the netlist.
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Any text line included in the schematic diagram starting with a period (. ) will be
included in the netlist. If a text object contains multiple lines, only the lines beginning
with a period will be included.

“.include’ directives for including model library files are automatically added to the
netlist based on the Spice model settings for the symbols in the schematic.

[[other-formats]]
==== QOther netlist formats

KiCad supports custom netlist generators for exporting netlists in other formats. This
process is explained in the <<custom-netlist-and-bom-formats,custom netlist generators
section>>.

:experimental:

[[managing-symbol-libraries]]
== Managing Symbol Libraries

BubnnoTeKn KOMMOHEHTOB copepxaT Habopbl KOMMOHEHTOB, WCNOSib3YeMble MPW CO3[aHUU CXeM. Kaxmbii
KOMMOHEHT CX€eMbl OfHO3HA4YHO 0603HAYEeH MOMHbIM HaUMEHOBAHWEM, KOTOPOE COCTOUT U3 YHWUKANbHOMO
uMeHn 6ubnMoTEeKM M Ha3BaHMA KOMNOHeHTa. Hanpumep “Audio:AD1853°.

=== Tabnuua 6M6NMOTEK KOMMOHEHTOB

KiCad uses a table of symbol libraries to map symbol libraries to a library nickname. Kicad
uses a global symbol library table as well as a table specific to each project. To edit
either symbol library table, use **Preferences** -> **Manage Symbol Libraries...**,

image: :images/ru/options_symbol_lib.png[scaledwidth="80%", alt="[lnanorosoe OKHO MeHepXepa
6ubnunotek"]

The global symbol library table contains the list of libraries that are always available
regardless of the currently loaded project. The table is saved in the file “sym-lib-table’
in the KiCad configuration folder. xref:../kicad/kicad.adoc#config-file-location[The
location of this folder] depends on the operating system being used.

The project specific symbol library table contains the list of libraries that are available
specifically for the currently loaded project. If there are any project-specific symbol
libraries, the table is saved in the file ‘sym-lib-table’ in the project folder.

==== HavyanbHaf HacTponka

The first time the KiCad Schematic Editor is run and the global symbol table file “sym-lib-
table’ is not found in the KiCad configuration folder, KiCad will guide the user through
setting up a new symbol library table. This process is described <<initial-

configuration,above>>.

==== Managing Table Entries
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Symbol libraries can only be used if they have been added to either the global or project-
specific symbol library table.

Add a library either by clicking the image:images/icons/small_folder_16.png[Folder icon]
button and selecting a library or clicking the image:images/icons/small_plus_16.png[Plus
icon] button and typing the path to a library file. The selected library will be added to
the currently opened library table (Global or Project Specific). Libraries can be removed
by selecting desired library entries and clicking the
image:images/icons/small_trash_16.png[Delete icon] button.

The image:images/icons/small_up_16.png[Up icon] and
image:images/icons/small_down_16.png[Down icon] buttons move the selected library up and
down in the library table. This does not affect the display order of libraries in the
Symbol Library Browser, Symbol Editor, or Add Symbol tool.

Libraries can be made inactive by unchecking the *Active* checkbox in the first column.
Inactive libraries are still in the library table but do not appear in any library browsers
and are not loaded from disk, which can reduce loading times.

A range of libraries can be selected by clicking the first library in the range and then
kbd:[Shift]-clicking the last library in the range.

Each library must have a unique nickname: duplicate library nicknames are not allowed in
the same table. However, nicknames can be duplicated between the global and project library
tables. Libraries in the project table take precedence over libraries with the same name in
the global table.

Library nicknames do not have to be related to the library filename or path. The colon
character (°:°) cannot be used in library nicknames or symbol names because it is used as a
separator between nicknames and symbols.

Each library entry must have a valid path. Paths can be defined as absolute, relative, or
by <<environment-variable-substitution,environment variable substitution>>.

The appropriate library format must be selected in order for the library to be properly
read. "KiCad" format is used for KiCad version 6 libraries (.kicad_sym™ files), while
"Legacy" format is used for libraries from older versions of KiCad (' .lib" files). Legacy
libraries are read-only, but can be migrated to KiCad format libraries using the **Migrate
Libraries** button (see section <<migrating-libraries,Migrating Legacy Libraries>>).

There is an optional description field to add a description of the library entry. The
option field is not used at this time so adding options will have no effect when loading

libraries.

[[environment-variable-substitution]]
==== [lofCTaHOBKa MNEpPEMEHHbIX OKPYXEeHU$

The symbol library tables support environment variable substitution, which allows you to
define environment variables containing custom paths to where
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your libraries are stored. Environment variable substitution is supported by using the
syntax “${ENV_VAR_NAME}  in the symbol library path.

By default, KiCad defines several environment variables:

* "${KIPROJMOD}" points to the current project directory and cannot be modified.

* ${KICAD6_FOOTPRINT_DIR}  points to the default location of KiCad's standard footprint
libraries.

* "${KICAD6_SYMBOL_DIR}" points to the default location of KiCad's standard symbol
libraries.

* "${KICAD6_3DMODEL_DIR}"  points to the default location of KiCad's standard 3D model
libraries.

* “${KICAD6_TEMPLATE_DIR}  points to the default location of KiCad's standard template
library.

"${KIPROJMOD}" " cannot be redefined, but the other environment variables can be redefined
and new environment variables added in the **Preferences** -> **Configure Paths...**
dialog.

Using environment variables in the symbol library tables allows libraries to be relocated
without breaking the symbol library tables, so long as the environment variables are
updated when the library location changes.

"${KIPROJMOD}" allows libraries to be stored in the project folder without having to use an
absolute path in the project library table. This makes it possible to relocate projects
without breaking their project library tables. One of the most powerful features of the
symbol library table is environment variable substitution. This allows for definition of
custom paths to where symbol libraries are stored in environment variables. Environment
variable substitution is supported by using the syntax “${ENV_VAR_NAME}" in the library
path.

==== BapuaHTbl UCNOJIb30BaHUA

Symbol libraries can be defined either globally or specifically to the currently loaded
project. Symbol libraries defined in the user's global table are always available and are
stored in the “sym-lib-table’ file in the user's KiCad configuration folder. The project-
specific symbol library table is active only for the currently open project file.

Mpu nMcnonb30BaHWM Kaxmon M3 Tabnuy MMewTCs CBOM [OCTOMHCTBA WM HepocTaTku. Ecnu onpepenuTb Bce
6ubnuotekn B obwenn Tabnuue, TO oHM OyoyT HBOCTYNHbl Bcerpga M B nwboM npoekTe. HepocTtaTtkoMm 3TOro
cnocoba fBnseTCH yBeNMYEHHOE BpPeMs 3arpy3ku.

Ecnu xe onpepennTb TONbKO Heobxogumble 6ubnuotekum B Tabnuue npoekTa, TO 3TO CYWECTBEHHO CHU3UT
BpeMsi 3arpy3ku. HepocTaTkoM 3Toro cnocoba fABNSeTCS TO, YTO HYXHO MOCTOSAHHO MOMHUTb NepeyvyeHb
6nbnnotek n 0obaBnATb HyXHble K KaX@oMy HOBOMY MpPOEKTY.

Haumnyuywum BapuaHToM 6yneT obbeguHuThb ABa npepbinywux U B obwei Tabnuue ykasaTb 6uMbnMoTekM C
KOMMOHEHTaMN, KOTOPble MCMONb3YWTCA 4YacTo, a B Tabnuuy npoekTa 3aHOCUMTb TONLKO HepocTawluue
6MBNMOTEKN KOMMOHEHTOB [N TeKywero npoekTa. EQWHbIX pekoMeHpauuin o ToM, Kakue 6ubnuoteku B
KaKylo Tabnuuy BHOCWUTb -- HeT. Kaxmblh monb3oBaTeslb [OMXEH PewnTb 3TO CaMOCTOATENbHO, MCXOOsl U3
CBOMX MPERnoYTEHUN.
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[[migrating-libraries]]
==== Migrating Legacy Libraries

Legacy libraries (' .lib" files) are read-only, but they can be migrated to KiCad version 6
libraries (" .kicad_sym'). KiCad version 6 libraries cannot be viewed or edited by KiCad
versions older than 6.0.0.

Legacy libraries can be converted to KiCad 6 libraries by selecting them in the symbol
library table and clicking the **Migrate Libraries** button. Multiple libraries can be
selected and migrated at once by kbd:[Ctrl]-clicking or kbd:[shift]-clicking.

Libraries can also be converted one at a time by opening them in the Symbol Editor and
saving them as a new library.

==== 3arpy3ka yCTapeBliMX NPOEKTOB

When loading a schematic created prior to the symbol library table implementation, KiCad
will attempt to remap the symbol library links in the schematic to the appropriate library
table symbols. The success of this process is dependent on several factors:

- OPUTrMHalbHbIE 6ubnuoteku, NCnonb3yemblie B CXeMe, [OOJIKHbI 6bITh OOCTYNHbBI U He UMETb NU3MEeHEeHUN C
TexX nop, KakK UX KOMMNOHEHTbI 6binn pobaBneHsl B CXeMy

- HeobxoguMo y6eouTbCs 4YTO HeOOCTallUe KOMMOHEHTbl ObiIM "CnaceHbl" W COXPaHeHbl B OTAESbHON
6ubnumoteke (rescue), a ecnu 3Ta bGubnuoteka cywecTByeT, ybeauTbca 4TOOb €€ copmepxuMoe Obiio
06HOBJEHO;

- copgepxumMmoe KemMpOBaHHOﬁ 6MObNMOTEKN KOMMOHEHTOB npoeKkTa He 6yHET noBpeXAOeHo;

[WARNING]

B npouecce nepeonpepeneHus 6ubnmotek, B KaTanore npoeKTa 6YHET COo3[0aH KaTanor C pe3epBHbIMU
Konnamu ¢aﬁnos, KOoTopble nognexaTt uM3MeHeHuw. Ho, B nio6bom cny4vae, cnepyeT coeflaTb pe3epBHYH
KOMuio BCero npoekKkTa Ha cnyqaﬁ, €C/IM 4YTO-TO NOMAET He Tak.

[WARNING]

Onepauua no "cnaceHuw" KOMMNOHEHTOB BLINOHAETCA OaXe ecnuM 3Ta QyHKUMA OTK/WYeHa. 3To
Heob6xoaWMO [ONS BbIABIEHUA MOOXOOSWMX KOMMOHEHTOB. He oTMeHsWTe 3Ty onepauuw, WHaye npouecc
nepeonpepenexHus 6ubnuoTek He CMOXeET YCMewHo 3aBepunTbCs. Bce HepocTawwue unu owmbouHbie
6nbnuotekn Heobxogumo bymeT MoOMpaBUTb BPYUHYH.

[NOTE]

If the original libraries have been removed and the rescue was not performed, the cache
library can be used as a recovery library as a last resort. Copy the cache library to a new
file name and add the new library file to the top of the library list using a version of
KiCad prior to the symbol library table implementation.
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:experimental:

[[symbol-editor]]
== Symbol Editor

[[general-information-about-symbol-libraries]]
=== (Qbwas uHPopMauua o GubnmoTekax KOMMOHEHTOB

A symbol is a schematic element which contains a graphical representation, electrical
connections, and text fields describing the symbol. Symbols used in a schematic are stored
in symbol libraries. KiCad provides a symbol editing tool that allows you to create
libraries, add, delete or transfer symbols between libraries, export symbols to files, and
import symbols from files. The symbol editing tool provides a simple way to manage symbols
and symbol libraries.

[[symbol-library-overview]]
=== 0630p 6MOBIMOTEKM KOMMOHEHTOB

bnbnuoteka KOMMNOHEHTOB COCTOMT M3 OOQHOrO MM HECKOJIbKMX KOMMOHEHTOB. 0O6bIY4HO, KOMMOHEHTHI
06beuHsT Mo GYHKLMOHANBHOMY Ha3HayeHuw, Tuny, W/uam NpoOU3BOAMTENIO.

KOMNOHEHT COCTOUT u3:

* Graphical items (lines, circles, arcs, text, etc.) that determine how symbol looks in a
schematic.

* Pins which have both graphic properties (line, clock, inverted, low level active, etc.)
and electrical properties (input, output, bidirectional, etc.) used by the Electrical Rules
Check (ERC) tool.

* Tlonen, TakuMx Kak 0003HayeHwe, 3HayeHWe, Ha3Ha4YeHHOE MOCago04HOe MecTOo [OJif MpoekTa nevyaTHOW
nnaTtel U Opyrue.

Symbols can be derived from another symbol in the same library. Derived symbols share the
base symbol's graphical shape and pin definitions, but can override the base symbol's
property fields (value, footprint, footprint filters, datasheet, description, etc.).
Derived symbols can be used to define symbols that are similar to a base part. For example,
74LS00, 74HC00, and 7437 symbols could all be derived from a 7400 symbol. In previous
versions of KiCad, derived symbols were referred to as aliases.

Ona co3pgaHua nNpaBuIbLHOMO KOMMNOHEHTa HeobXxoauMo:

* OnpefennTb, COCTOMT /I KOMMOHEHT M3 HECKOJSIbKUX YacTen.

* Defining if the symbol has an alternate body style (also known as a De Morgan
representation).

* HayepTuTb ero rpapmyeckoe obosHayeHne WUCMNONb3Ys JIMHUW, MPAMOYTONbHUKU, OKPYKHOCTW, MOJSIUT OHbI
M TekcT.

* No6aBuTb BbLIBOMObI, BHMMaTeNIbHO Ha3Hayas KaxOoMmy rpapuyeckoe npencTas/ieHWe, WM, HOMep u
3NeKTPUYeCKUn TN (BXOA, BbIXOL, TpexCTabuibHbM, BbIBOA MUTaHUA WM T.M.).

* Determining if the symbol should be derived from another symbol with the same graphical
design and pin definition.

* Nlo6aBMTb OOMOSIHUTENbHbIE MOSIA, TakMe Kak MMA Nocafo4yHOro MecTta, WCMNosb3yeMoro mnpu
MPOEKTUMPOBaAHWM NeYaTHOW MAaTel, U/UAN YCTaHOBUTb MX BUAWMOCTb.

* [IOKYMEHTMPOBaTb KOMMOHEHT, MyTEéM 3anofIHeHWS CTPOKM OMUCaHUA, YKa3aHUs CCbUIKM Ha
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CNPaBOYHY0 OOKYMEHTauuw 1 np.
* COXpaHUTb ero B CMNpPOeKTMpoBaHHOW bGubnuoTeke.

[[symbol-library-editor-overview]]
=== (0030p pepakTopa 6uMbNMOTEKN KOMMOHEHTOB

OCHOBHOE OKHO pepakTopa 6MbNIMOTEK KOMMOHEHTOB MokKa3aHo Huxe. OHO COCTOUT U3 Tpoux naHeneu

MHCTPYMEHTOB pOJia 6HCTpOFO pocTtyna K OCHOBHbIM KOMaHOaM W nonga pJsia NpoCcMOTpa U pefakKTuUpoBaHUA.

Ha naHensax MHCTPYMEHTOB pacCMoOJIOXeHbl He BCe [OCTYMHble KOMaHAbl, OCTalibHble MOXHO HaTK B MEHI0.

image::images/ru/libedit_main_window.png[alt="Symbol Editor main window",
scaledwidth="95%"]

[[main-toolbar]]
==== (CHOBHas MaHeNlb MHCTPYMEHTOB

The main tool bar is located at the top of the main window. It consists of the undo/redo
commands, zoom commands, symbol properties dialogs, and unit/representation management
controls.

image::images/ru/toolbar_libedit.png[alt="Symbol Editor toolbar", scaledwidth="95%"]

[width="100%", cols="20%,80%"]

| image:images/icons/new_component_24.png[New symbol icon]
|Create a new symbol in the selected library.

| image:images/icons/save_24.png[Save icon]
|Save the currently selected library. All modified symbols in the library will

be saved.

| image:images/icons/undo_24.png[Undo icon]
|Undo last edit.

| image:images/icons/redo_24.png[Redo icon]
|Redo last undo.

| image:images/icons/refresh_24.png[Refresh icon]|Refresh display.
| image:images/icons/zoom_in_24.png[Zoom in icon]|Zoom in.
| image:images/icons/zoom_out_24.png[Zoom out icon]|Zoom out.

| image:images/icons/zoom_fit_in_page_24.png[Zoom to fit page icon]|Zoom to fit symbol in
display.

| image:images/icons/zoom_area_24.png[Zoom to selection icon]|Zoom to fit selection.

| image:images/icons/rotate_ccw_24.png[Rotate counterclockwise icon]|Rotate counter-
clockwise.
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| image:images/icons/rotate_cw_24.png[Rotate clockwise icon]|Rotate clockwise.
| image:images/icons/mirror_h_24.png[Mirror horizontally icon]|Mirror horizontally.
| image:images/icons/mirror_v_24.png[Mirror vertically icon]|Mirror vertically.

| image:images/icons/part_properties_24.png[Symbol properties icon]
|Edit the current symbol properties.

| image:images/icons/pin_table_24.png[Pin table icon]
|Edit the symbol's pins in a tablular interface.

| image:images/icons/datasheet_24.png[Datasheet icon]
|Open the symbol's datasheet. The button will be disabled if no datasheet is
defined for the current symbol.

| image:images/icons/erc_24.png[ERC icon]
|Test the current symbol for design errors.

| image:images/icons/morgani1_24.png[Normal body style icon]
|Select the normal body style. The button is disabled if the current
symbol does not have an alternate body style.

| image:images/icons/morgan2_24.png[Alternate body style icon]
|Select the alternate body style. The button is disabled if the current
symbol does not have an alternate body style.

| image:images/toolbar_libedit_part.png[alt="Unit dropdown",width="80%"]
|Select the unit to display. The drop down control will be disabled if
the current symbol is not derived from a symbol with multiple units.

| image:images/icons/pin2pin_24.png[Synchronized pin edit mode icon]

|Enable synchronized pins edit mode. When this mode is enabled, any pin
modifications are propagated to all other symbol units. Pin number changes are
not propagated. This mode is automatically enabled for symbols with multiple
interchangeable units and cannot be enabled for symbols with only one unit.

| image:images/icons/add_symbol_to_schematic_24.png[Add symbol to schematic icon]
Insert current symbol into schematic.

[[element-toolbar]]
==== [laHeNb WHCTPYMEHTOB YEpPTEXHbIX 3/1EMEHTOB

The vertical toolbar located on the right hand side of the main window allows you to place
all of the elements required to design a symbol.

[width="100%", cols="10%,90%"]

| image:images/icons/cursor_24.png[Cursor icon]
|Select tool. Right-clicking with the select tool opens the context menu
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for the object under the cursor. Left-clicking with the select tool
displays the attributes of the object under the cursor in the message
panel at the bottom of the main window. Double-left-clicking with the
select tool will open the properties dialog for the object under the
cursor.

| image:images/icons/pin_24.png[Pin icon]
|Pin tool. Left-click to add a new pin.

| image:images/icons/text_24.png[Text icon]
|Graphical text tool. Left-click to add a new graphical text item.

| image:images/icons/add_rectangle_24.png[Add rectangle icon]
|Rectangle tool. Left-click to begin drawing the first corner of a
graphical rectangle. Left-click again to place the opposite corner of
the rectangle.

| image:images/icons/add_circle_24.png[Add circle icon]
|Circle tool. Left-click to begin drawing a new graphical circle from
the center. Left-click again to define the radius of the circle.

| image:images/icons/add_arc_24.png[Add arc icon]

|Arc tool. Left-click to begin drawing a new graphical arc item from the
first arc end point. Left-click again to define the second arc end point.
Adjust the radius by dragging the arc center point.

| image:images/icons/add_line_24.png[Add line icon]

| Connected line tool. Left-click to begin drawing a new graphical line item
in the current symbol. Left-click for each additional connected line.
Double-left-click to complete the line.

| image:images/icons/anchor_24.png[Anchor icon]
|Anchor tool. Left-click to set the anchor position of the symbol.

| image:images/icons/delete_cursor_24.png[Delete icon]
|Delete tool. Left-click to delete an object from the current symbol.
[[options-toolbar]]

==== [laHeflb MHCTPYMEHTOB MapaMeTpoB

The vertical tool bar located on the left hand side of the main window allows you to set
some of the editor drawing options.

[width="100%", cols="10%,90%"]

| image:images/icons/grid_24.png[Grid icon]
| Toggle grid visibility on and off.

| image:images/icons/unit_inch_24.png[Inch unit icon]
|Set units to inches.

| image:images/icons/unit_mil_24.png[Millimeter unit icon]
|Set units to mils (0.001 inch).
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| image:images/icons/unit_mm_24.png[Millimeter unit icon]
|Set units to millimeters.

| image:images/icons/cursor_shape_24.png[Cursor shape icon]
| Toggle full screen cursor on and off.

| image:images/icons/pin_show_etype_24.png[Show pintype icon]
| Toggle display of pin electrical types.

| image:images/icons/search_tree_24.png[Symbol tree icon]
| Toggle display of libraries and symbols.

[[library-selection-and-maintenance]]
=== Bbibop ¥ ynpaBneHune 6Gubnuortekomn

The selection of the current library is possible via the
image:images/icons/search_tree_24.png[Symbol tree icon] icon which shows you all available
libraries and allows you to select one. When a symbol is loaded or saved, it will be put in
this library. The library name of a symbol is the contents of its “Value® field.

[[select-and-save-a-symbol]]
==== BbIbOp M COXpPaHEHUE KOMMOHEeHTa

[[symbol-selection]]
===== BblbOp KOMMOHEHTa

Clicking the image:images/icons/search_tree_24.png[Symbol tree icon] icon on the left tool
bar toggles the treeview of libraries and symbols. Clicking on a symbol opens that symbol.

[NOTE]

Some symbols are derived from other symbols. Derived symbol names are displayed in
__italics__ in the treeview. If a derived symbol is opened, its symbol graphics will not be
editable. Its symbol fields will be editable as normal. To edit the graphics of a base
symbol and all of its derived symbols, open the base symbol.

[[save-a-symbol]]
===== COXpaHeHne KOMMOHeHTa

After modification, a symbol can be saved in the current library or a different library.
To save the modified symbol in the current library, click the
image:images/icons/save_24.png[Save icon] icon. The modifications will be written to the
existing symbol.

NOTE: Saving a modified symbol also saves all other modified symbols in the same library.

To save the symbol changes to a new symbol, click **File** -> **Save As...**. The symbol
can be saved in the current library or a different library. A new
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name can be set for the symbol.

To create a new file containing only the current symbol, click **File** -> **Export** ->
**Symbol...**, This file will be a standard library file which will contain only one
symbol.

[[creating-library-symbols]]
=== Co3faHne KOMMOHeHTOB 6ubnuorteku

[[create-a-new-symbol]]
==== (03[aH/Ne HOBOro KOMMOHEHTa

A new symbol can be created by clicking the image:images/icons/new_component_24.png[New
symbol icon] icon. You will be asked for a number of symbol properties.

* A symbol name (this name is used as the default value for the “Value® field in the
schematic editor)

* An optional base symbol to derive the new symbol from. The new symbol will use the base
symbol's graphical shape and pin configuration, but other symbol information can be
modified in the derived symbol. The base symbol must be in the same library as the new
derived symbol.

* The reference designator prefix (U, "C°, "R'...).

* The number of units per package, and whether those units are interchangeable (for example
a 7400 is made of 4 units per package).

* If an alternate body style (sometimes referred to as a "De Morgan equivalent") 1is
desired.

* Whether the symbol is a power symbol. Power symbols appear in the "Add Power Port" dialog
in the Schematic editor, their "Value' fields are not editable in the schematic, they
cannot be assigned a footprint and they are not added to the PCB, and they are not included
in the bill of materials.

* Whether the symbol should be excluded from the bill of materials.

* Whether the symbol should be excluded from the PCB.

There are also several graphical options.

* The offset between the end of each pin and its pin name.

* Whether the pin number and pin name should be displayed.

* Whether the pin names should be displayed alongside the pins or at the ends of the pins

inside the symbol body.

These properties can also be changed later in the <<symbol-properties, Symbol Properties
window>>.

image: :images/eeschema_new_symbol_properties.png[alt="New symbol properties",
scaledwidth="50%"]

EyneT CO3[@aH HOBbIN KOMMOHEHT C YKa3aHHbIMK Bbllle MapaMeTpaMu U NpeacTtaBsieH B pefakTope, Kak
NMOKa33aHO Huxe.

image::images/ru/eeschema_libedit_new.png[alt="Newly created symbol", scaledwidth="95%"]

The blue cross in the center is the symbol anchor, which specifies the symbol

66



origin i.e. the coordinates (0, 0). The anchor can be repositioned by selecting the
image:images/icons/anchor_24.png[Anchor icon] icon and clicking on the new desired anchor
position.

[[create-a-symbol-from-another-symbol]]
==== (C03QaHWe KOMMOHEHTa Ha OCHOBE APYroro

YacTo KOMMOHEHT, KOTOPbIM HYXHO CphenaTb, MOXOX Ha OAWH U3 yXe cywecTBylowux B bubnuoteke. B
3TOM Cnyyae Nlerko 3arpysuTb M MOMPaBUTb CyWECTBYWWUA KOMMOHEHT.

* 3arpysuTe KOMMOHEHT, KOTOpPbIA HYXHO B3ATb 3@ OCHOBY.

* Save a new copy of the symbol using **File** -> **Save As...**. The Save As dialog will
prompt for a name for the new symbol and the library to save it in.

* BbinONHUTE BCe HeobXofAWMble M3MEHEeHUS B KOMMOHeHTe.

* Save the modified symbol.

[[symbol-properties]]
==== (CBOMCTBA KOMIMOHEHTA

Symbol properties are set when the symbol is created but they can be modified at any point.
To change the symbol properties, click on the
image:images/icons/part_properties_24.png[Symbol properties icon] icon to show the dialog
below.

image::images/ru/eeschema_properties_for_symbol.png[alt="CBoicTBa KOMMOHeHTa",
scaledwidth="60%"]

It is important to correctly set the number of units per package and the alternate symbolic
representation, if enabled, because when pins are edited or created the corresponding pins
for each unit will be affected. If you change the number of units per package after pin
creation and editing, there will be additional work to specify the pins and graphics for
the new unit. Nevertheless, it is possible to modify these properties at any time.

The graphic options "Show pin number" and "Show pin name" define the visibility of the pin
number and pin name text. The option "Place pin names inside" defines the pin name position
relative to the pin body. The pin names will be displayed inside the symbol outline if the
option is checked. In this case the "Pin Name Position Offset" property defines the shift
of the text away from the body end of the pin. A value from 0.02 to 0.05 inches is usually
reasonable.

Ha npuMepe Huxe noka3aH KOMMOHEHT C BbIK/KWYEHHbM napaMeTpoM "UMs BbiBOga BHYyTpu". 0bpaTuTe
BHMMaHWe Ha MOJIOKEHME WMEHW U HOMepa BbLIBOOOB.

image: :images/eeschema_uncheck_pin_name_inside.png[alt="Place pin name inside unchecked",
scaledwidth="95%"]

[[symbol-name-description-and-keywords]]
===== Symbol Name, Description, and Keywords

The symbol's name is the same as the "Value® field. When the symbol name is changed the

value also changes, and vice versa. The symbol's name in the library also changes
accordingly.
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The symbol description should contain a brief description of the component, such as the
component function, distinguishing features, and package options. The keywords should
contain additional terms related to the component. Keywords are used primarily to assist in
searching for the symbol.

image::images/eeschema_add_symbol_search_description.png[alt="Searching for a symbol in the
add a symbol dialog", scaledwidth="65%"]

A symbol's name, description, and keywords are all used when searching for symbols in the
Symbol Editor and Add a Symbol dialog. The description and keywords are displayed in the
Symbol Library Browser and Add a Symbol dialog.

[[footprint-filters]]
===== Footprint Filters

The footprint filters tab is used to define which footprints are appropriate to use with
the symbol. The filters can be applied in the Footprint Assignment tool so that only
appropriate footprints are displayed for each symbol.

Multiple footprint filters can be defined. Footprints that match any of the filters will be
displayed; if no filters are defined, then all footprints will be displayed.

Filters can use wildcards: “\*' matches any number of characters, including zero, and “?°
matches zero or one characters. For example, 'SOIC-*" would match the “SOIC-
8_3.9%x4.9mm_P1.27mm" footprint as well as any other footprint beginning with 'SOIC-". The
filter 'SOT?23° matches “SOT23" as well as "SOT-23".

image: :images/ru/eeschema_libedit_footprint.png[alt="Footprint filters", scaledwidth="70%"]

[[symbols-with-alternate-symbolic-representation]]
==== KOMMOHEHTbl C aflbTEPHATUBHbLIM HayepTaHUEM

If the symbol has an alternate body style defined, one body style must be selected for
editing at a time. To edit the normal representation, click the
image:images/icons/morgani_24.png[Normal representation icon] icon.

To edit the alternate representation, click on the
image:images/icons/morgan2_24.png[Alternate representation icon] icon. Use the
image:images/toolbar_libedit_alias.png[images/toolbar_libedit_part.png] dropdown shown
below to select the unit you wish to edit.

image: :images/ru/eeschema_libedit_select_unit.png[alt="Selecting a symbol unit",
scaledwidth="80%"]

[[graphical-elements]]
=== [papumyeckme 31eMeHThl

Graphical elements create the visual representation of a symbol and contain no electrical
connection information. Graphical elements are created with the following tools:
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JIMHUM M MONWUIOHbI, 3aQalTCA HAyaNbHOW M KOHEYHOW TOYKAMM.

NPAMOYroNibHUKK, 3afalTcs OABYMS NPOTMBOMOSOXHLIMUA YIiaMi.

OKPYXHOCTM, 3afalTCA LEHTPOM U pafuyCoM.

Oyrv, 3apanTcs HayanbHOW M KOHEYHOW TOoYKaMuM Oyru M eé ueHTpoM. [lyra MoxeT ObiTb B nmpemenax
ot 0° po 180°.

*
*
*
*

BepTukanbHas naHesb MHCTPYMEHTOB C MpPaBOW CTOPOHbl OCHOBHOIMO OKHa NO3BONIfE€T pa3MewaTb BCe
rpaduyeckne sneMeHTbl, HeobxopuMbie AN MOCTPOEHUS YCNOBHOrO rpapmyeckoro obo3HayeHus
KOMMOHEHTa.

[[graphical-element-membership]]
==== [papuyecknme 3/IeEMEHTbl B YAaCTAX W [OOMOSHUTESbHbIX HayYepTaHUsX

Kaxobli rpaduyeckuini aneMeHT (NUHUSA, Oyra, OKPYXHOCTb, M Mp.) MOXHO OfMpefenuTb Kak obuui ans
BCeX YacTel WU/Unn [OONONHUTENbHbLIX HAYepTaHUA MNM OTAENbHblA ONA OAHHOW YacTu WU/UIKM HadyepTaHusd.
K napameTpaM 3fieMeHTa MOXHO JIerko MoJiyYnTb [JOCTYN 4yepe3 WenyoK MNPaBoW KHOMKW MblliM HA Ha HEM
019 Bbi30BAa KOHTEKCTHOrO MeHi0. HuXe noKa3aHO KOHTEKCTHOE MEHK [N JINHUK.

image::images/ru/eeschema_libedit_context_menu.png[alt="Graphic line context menu",
scaledwidth="80%"]

Takxe, MOXHO [BaxObl WENKHYTb Ha 3/1IeMeHTe [/ U3MEeHeHus ero napamMeTpoB. Hwxe npuBenéH pguanor
HaCTpOl;’lKVI 3/1eEMeHTa NoJInroHa.

image: :images/ru/eeschema_libedit_polyline_properties.png[alt="Graphic line properties",
scaledwidth="50%"]

CeoiicTBa rpaduyeckoro snemMeHTa:

* "Line width" defines the width of the element's line in the current drawing units.

* "Fill Style" determines if the shape defined by the graphical element is to be drawn
unfilled, background filled, or foreground filled.

* "Common to all units in symbol" determines if the graphical element is drawn for each
unit in symbol with more than one unit per package or if the graphical element is only
drawn for the current unit.

* "Common to all body styles (De Morgan)" determines if the graphical element is drawn for
each symbolic representation in symbols with an alternate body style or if the graphical
element is only drawn for the current body style.

[[graphical-text-elements]]
==== [papuyeckmn TekcT

The image:images/icons/text_24.png[Text icon] icon allows for the creation of graphical
text. Graphical text is automatically oriented to be readable, even when the symbol is

mirrored. Please note that graphical text items are not the same as symbol fields.

[[multiple-units-per-symbol-and-alternate-body-styles]]
=== KOMMOHEHTbl U3 HECKONIbKUX YacTen W C AOMNOMHUTENbHbIMU HavyepTaHMAMU

Symbols can have up to two body styles (a standard symbol and an alternate symbol often
referred to as a "De Morgan equivalent") and/or have more than one
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unit per package (logic gates for example). Some symbols can have more than one unit per
package each with different symbols and pin configurations.

Consider for instance a relay with two switches, which can be designed as a symbol with
three different units: a coil, switch 1, and switch 2. Designing a symbol with multiple
units per package and/or alternate body styles is very flexible. A pin or a body symbol
item can be common to all units or specific to a given unit or they can be common to both
symbolic representation so are specific to a given symbol representation.

By default, pins are specific to a unit and body style. When a pin is common to all units
or all body styles, it only needs to be created once. This is also the case for the body
style graphic shapes and text, which may be common to each unit, but typically are specific
to each body style).

[[example-of-a-symbol-with-multiple-noninterchangeable-units]]
==== Example of a Symbol With Multiple Noninterchangeable Units

For an example of a symbol with multiple units that are not interchangeable, consider a
relay with 3 units per package: a coil, switch 1, and switch 2.

The three units are not all the same, so "All units are interchangeable" should be
deselected in the Symbol Properties dialog. Alternatively, this option could have been
specified when the symbol was initially created.

image::images/ru/eeschema_libedit_not_interchangeable.png[alt="Uncheck all units are
interchangeable", scaledwidth="60%"]

image::images/eeschema_libedit_unit1.png[alt="Relay unit A", scaledwidth="45%"]
image: :images/eeschema_libedit_unit2.png[alt="Relay unit B", scaledwidth="45%"]

image: :images/eeschema_libedit_unit3.png[alt="Relay unit C", scaledwidth="45%"]

Unit A does not have the same symbol and pin layout as Units B and C, so the units are not
interchangeable.

NOTE: "Synchronized Pins Edit Mode" can be enabled by clicking the
image:images/icons/pin2pin_24.png[Synchronized pins edit mode icon] icon. In this mode, pin
modifications are propagated between symbol units; changes made in one unit will be
reflected in the other units as well. When this mode is disabled, pin changes made in one
unit do not affect other units. This mode is enabled automatically when "All units are
interchangeable"” is checked, but it can be disabled. The mode cannot be enabled when "All
units are interchangeable" is unchecked or when the symbol only has one unit.

[[graphical-symbolic-elements]]
===== JnieMeHTbl rpapmyeckoro 0603HayeHuUs
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Shown below are properties for a graphic body element. In the relay example above, the
three units have different symbolic representations. Therefore, each unit was created
separately and the graphical body elements have the "Common to all units in symbol" setting
disabled.

image::images/ru/eeschema_libedit_disable_common.png[alt="Disable common to all units in
symbol", scaledwidth="70%"]

[[pin-creation-and-editing]]
=== CO03QaHWe ¥ pefakTMpOoBaHWEe BbIBONOB

You can click on the image:images/icons/pin_24.png[Pin icon] icon to create and insert a
pin. The editing of all pin properties is done by double-clicking on the pin or right-
clicking on the pin to open the pin context menu. Pins must be created carefully, because
any error will have consequences on the PCB design. Any pin already placed can be edited,
deleted, and/or moved.

[[pin-overview]]
==== (Qbwne CBEOEHWS O BbIBOAAX

A pin is defined by its graphical representation, its name and its number. The pin's name
and number can contain letters, numbers, and symbols, but not spaces. For the Electrical
Rules Check (ERC) tool to be useful, the pin's electrical type (input, output, tri-
state...) must also be defined correctly. If this type is not defined properly, the
schematic ERC check results may be invalid.

BaxHble 3aMevaHusd:

* Symbol pins are matched to footprint pads by number. The pin number in the symbol must
match the corresponding pad number in the footprint.

* Do not use spaces in pin names and numbers. Spaces will be automatically replaced with
underscores (°_").

* To define a pin name with an inverted signal (overline) use the "~ (tilde) character
followed by the text to invert in braces. For example '~{FO}0' would display [overline]#FO#
0.

* If the pin name is empty, the pin is considered unnamed.

* Pin names can be repeated in a symbol.

* Pin numbers must be unique in a symbol.

[[pin-properties]]
==== (CBOWCTBA BbIBOJOB

image: :images/ru/eeschema_libedit_pin_properties.png[alt="Pin properties",
scaledwidth="95%"]

Ounanor CBOMCTB BblBOJA MO3BONAET penakTupoBaTb BCe e€ro napamMeTpsbl. 3TOT Ouanor aBTOMaTU4YeCKM
OTOﬁpaMBeTCﬂ npun co3faHWK BbiIBOOA WK NpU OBOWHOM Wenyke Ha cyuwecTsywweM BbiBOAE. ﬂaHHHﬁ ananor
nospondeT U3MEHATb:

The pin name and text size.

The pin number and text size.

The pin length.

The pin electrical type and graphical style.

£ I
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* [IpUHAQJIEXHOCTb K YacTW WIM anbTEpHaTUBHOMY HayepTaHuio.
* Pin visibility.
* <<alternate-pin-definitions,Alternate pin definitions>>.

[[pin-graphic-styles]]
==== Pin Graphic Styles

Shown in the figure below are the different pin graphic styles. The choice of graphic style
does not have any influence on the pin's electrical type.

image::images/ru/eeschema_libedit_pin_properties_style.png[alt="Pin graphic styles",
scaledwidth="95%"]

[[pin-electrical-types]]
==== JIeKTPUYECKUA TWUN BbLIBOOOB

Choosing the correct electrical type is important for the schematic ERC tool. ERC will
check that pins are connected appropriately, for example ensuring that input pins are
driven and power inputs receive power from an appropriate source.

[width="100%", cols="25%,75%"]

Pin Type | Description

Input | A pin which is exclusively an input.

Output | A pin which is exclusively an output.

Bidirectional | A pin that can be either an input or an output, such as a
microcontroller data bus pin.

| Tri-state | A three state output pin (high, low, or high impedance)

| Passive | A passive symbol pin: resistors, connectors, etc.

| Free | A pin that can be freely connected to any other pin without electrical
concerns.

| Unspecified | A pin for which the ERC check does not matter.

| Power input | A symbol's power pin. As a special case, power input pins that
are marked invisible are automatically connected to the net with the same name.
See the <<creating-power-ports, Power Ports section>> for more information.

| Power output | A pin that provides power to other pins, such as a regulator
output.

| Open collector | An open collector logic output.

| Open emitter | An open emitter logic output.

| Unconnected | A pin that should not be connected to anything.

[[pushing-pin-properties-to-other-pins]]

==== Pushing Pin Properties to Other Pins

You can apply the length, name size, or number size of a pin to the other pins in the
symbol by right clicking the pin and selecting **Push Pin Length**, **Push Pin Name Size**,

or **Push Pin Number Size**, respectively.

image::images/ru/eeschema_libedit_pin_context_menu.png[alt="Pin context menu",
scaledwidth="60%"]

[[defining-pins-for-multiple-units-and-alternate-symbolic-representations]]
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==== YCTaHOBKa BbIBOOAOB B KOMMOHEHTaxX C 4YacCTaMu u anbTepHaTUBHbBIMN HayvepTaHUAMU

Symbols with multiple units and/or graphical representations are particularly problematic
when creating and editing pins. The majority of pins are specific to each symbol unit
(because each unit has a different set of pins) and to each body style (because the form
and position is different between the normal body style and the alternate form).

The symbol library editor allows the simultaneous creation of pins. By default, changes
made to a pin are made for all units of a multiple unit symbol and to both representations
for symbols with an alternate symbolic representation. The only exception to this is the
pin's graphical type and name, which remain unlinked between symbol units and body styles.
This dependency was established to allow for easier pin creation and editing in most cases.
This dependency can be disabled by toggling the
image:images/icons/pin2pin_24.png[Synchronized pin edit mode icon] icon on the main tool
bar. This will allow you to create pins for each unit and representation completely
independently.

Pins can be common or specific to different units. Pins can also be common to both symbolic
representations or specific to each symbolic representation. When a pin is common to all
units, it only has to drawn once. Pins are set as common or specific in the pin properties
dialog.

An example is the output pin in the 7400 quad dual input NAND gate. Since there are four
units and two symbolic representations, there are eight separate output pins defined in the
symbol definition. When creating a new 7400 symbol, unit A of the normal symbolic
representation will be shown in the library editor. To edit the pin style in the alternate
symbolic representation, it must first be enabled by clicking the
image:images/icons/morgan2_24.png[Alternate representation icon] button on the tool bar. To
edit the pin number for each unit, select the appropriate unit using the
image:images/toolbar_libedit_alias.png[images/toolbar_libedit_alias.png] drop down control.

[[pin-table]]
==== Pin Table

Another way to edit pins is to use the Pin Table, which is accessible via the
image:images/icons/pin_table_24.png[Pin table icon] icon. The Pin Table displays all of the
pins in the symbol and their properties in a table view, so it is useful for making bulk
pin changes.

Any pin property can be edited by clicking on the appropriate cell. Pins can be added and
removed with the image:images/icons/small_plus_16.png[Plus icon] and

image:images/icons/small_trash_16.png[Trash icon] icons, respectively.

NOTE: Columns of the pin table can be shown or hidden by right-clicking on the header row
and checking or unchecking additional columns. Some columns are hidden by default.

The screenshot below shows the pin table for a quad opamp.

image::images/eeschema_libedit_pin_table.png[alt="Pin table", scaledwidth="95%"]

73



[[alternate-pin-definitions]]
==== Alternate Pin Definitions

Pins can have alternate pin definitions added to them. Alternate pin definitions allow a
user to select a different name, electrical type, and graphical style for a pin when the
symbol has been placed in the schematic. This can be used for pins that have multiple
functions, such as microcontroller pins.

Alternate pin definitions are added in the Pin Properties dialog as shown below. Each
alternate definition contains a pin name, electrical type, and graphic style. This
microcontroller pin has all of its peripheral functions defined in the symbol as alternate
pin names.

image::images/eeschema_libedit_alternate_pin_definitions.png[alt="Alternate pin
definitions", scaledwidth="60%"]

Alternate pin definitions are selected in the Schematic Editor once the symbol has been
placed in the schematic. The alternate pin is assigned in the Alternate Pin Assignments tab
of the Symbol Properties dialog. Alternate definitions are selectable in the dropdown in
the Alternate Assignment column.

image: :images/eeschema_alternate_pin_assignment_selection.png[alt="Selecting an alternate
pin definition", scaledwidth="60%"1]

[[symbol-fields]]
=== [lof11 KOMMOHEHTOB

All library symbols are defined with four default fields. The reference designator, value,
footprint assignment, and datasheet link fields are created whenever a symbol is created or
copied. Only the reference designator and value fields are required.

Symbols defined in libraries are typically defined with only these four default fields.
Additional fields such as vendor, part number, unit cost, etc. can be added to library
symbols but generally this is done in the schematic editor so the additional fields can be
applied to all of the symbols in the schematic.

NOTE: A convenient way to create additional empty symbol fields is to use define field name
templates. Field name templates define empty fields that are added to each symbol when it
is inserted into the schematic. Field name templates can be defined globally (for all
schematics) in the Schematic Editor Preferences, or they can be defined locally (specific
to each project) in the Schematic Setup dialog.

[[editing-symbol-fields]]
==== PeplakTUpOBaHWE NOJIE# KOMMOHEHTOB

YT06bl M3MEHUTH cyuwecTsywwme nose, HYXHO Bbl3BaTb KOHTEKCTHOE MeHI C MNOMOLUbI npaBoﬁ KHOMKK
MbIllKN, KaK MOKa3aHO Ha PUCYHKe HUXe.

image::images/ru/eeschema_libedit_field_context_menu.png[alt="Symbol field context menu",
scaledwidth="35%"]
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To add new fields, delete optional fields, or edit existing fields, use the
image:images/icons/part_properties_24.png[Component properties icon] icon on the main tool
bar to open the <<symbol-properties,Symbol Properties dialog>>.

Fields are text information associated a the symbol. Do not confuse them with text in the
graphic representation of a symbol.

BaxHble 3aMeyvyaHus :

* Modifying the “Value® field changes the name of the symbol. The symbol's name in the
library will change when the symbol is saved.

* The Symbol Properties dialog must be used to edit a field that is empty or has the
invisible attribute enabled because such fields cannot be clicked on.

* The footprint is defined as an absolute footprint using the ‘LIBNAME:FOOTPRINTNAME "
format where "LIBNAME® is the name of the footprint library defined in the footprint
library table (see the "Footprint Library Table" section in the PCB Editor manual) and
"FOOTPRINTNAME® is the name of the footprint in the library “LIBNAME'.

[[creating-power-ports]]
=== Power Ports

Power ports, or power symbols, are conventionally used to label a wire as part of a power
net, like VCC', "+5V°, or 'GND'. In the schematic below, the “+3.3V" and 'GND' symbols are
power ports. In addition to acting as a visual indicator that a net is a power rail, a
power port will determine the name of the net it is attached to. This is true even if there
is another net label attached to the net; the net name determined by the power symbol
overrides any other net names.

image: :images/eeschema_power_port_example.png[alt="Power port example", scaledwidth="60%"]

It may be useful to place power symbols in a dedicated library. KiCad's symbol library
places power symbols in the ‘power” library, and users may create libraries to store their
own power symbols. If the "Define as power symbol" box is checked in a symbol's properties,
that symbol will appear in the Schematic Editor's "Add Power Port" dialog for convenient
access.

Power symbols are handled and created the same way as normal symbols, but there are several
additional considerations described below. They consist of a graphical symbol and a pin of
the type "Power input" that is marked hidden.

Below is an example of a "GND' power symbol.

image: :images/ru/eeschema_libedit_power_symbol.png[alt="Editing a power symbol",
scaledwidth="95%"]

==== (Creating a Power Port Symbol
Power Port symbols consist of a pin of type "Power input" that is marked invisible.
Invisible power input pins have a special property of automatically connecting to a net

with the same name as the pin name. A net that is wired to an invisible power input pin
will therefore be named after the pin, even if
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there are other net labels on the net. This connection is global.

NOTE: If the power symbol has the "Define as power symbol" property checked, the power
input pin does not need to be marked invisible. However, the convention is to make these
pins invisible anyway.

image::images/eeschema_libedit_power_symbol_pin.png[alt="Power symbol pin",
scaledwidth="60%"]

Ona co3paHusa cuMBONa NMUTaHUA I'IpVIMeHFIVITe cnepywuue warn:

* Add a pin of type "Power input", with "Visible" unchecked, and the pin named according to
the desired net. Make the pin number “1°, the length '0°, and set the graphic style to
"Line". The pin name establishes the connection to the net; in this case the pin will
automatically connect to the net 'GND'. The pin number, length, and line style do not
matter electrically.

* Place the pin on the symbol anchor.

* Use the shape tools to draw the symbol graphics.

* Set the symbol value. The symbol value does not matter electrically, but it is displayed
in the schematic. To eliminate confusion, it should match the pin name (which determines
the connected net name).

* Check the "Define as power symbol" box in Symbol Properties window. This makes the symbol
appear in the "Add Power Port" dialog, makes the 'Value® field read-only in the schematic,
prevents the symbol from being assigned a footprint, and excludes the symbol from the
board, BOM, and netlists.

* Set the symbol reference and uncheck the "Show" box. The reference text is not important
except for the first character, which should be *\#'. For the power port shown above, the
reference could be "#GND'. Symbols with references that begin with "#° are not added to the
PCB, are not included in Bill of Materials exports or netlists, and they cannot be assigned
a footprint in the footprint assignment tool. If a power port's reference does not begin
with “#°, the character will be inserted automatically when the annotation or footprint
assignment tools are run.

An easier method to create a new power port symbol is to use another symbol as a starting
point, <<creating-a-symbol-from-another-symbol,as described earlier>>.

NOTE: When modifying an existing power port symbol, make sure to rename the pin name so
that the new symbol connects to the appropriate power net.

:experimental:

[[viewlib]]
== [lpocMoTpwnk 6GUBNMOTEK KOMMOHEHTOB

=== BBepeHue

The Symbol Library Browser allows you to quickly examine the content of symbol libraries.
The Symbol Library Viewer can be accessed by clicking
image:images/icons/library_browser_24.png[Library viewer icon] icon on the main toolbar,
**View** -> **Symbol Library Browser...**, or clicking **Select With Browser** in the
"Choose Symbol" window.
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image::images/ru/eeschema_viewlib_choose.png[alt="eeschema_viewlib_choose_png",
scaledwidth="60%"]

[[viewlib---main-screen]]
=== [NnaBHOE€ OKHO

image::images/ru/eeschema_viewlib_select_library.png[alt="eeschema_viewlib_select_library_p
ng", scaledwidth="95%"]

YTob6bl MPOCMOTPETHL COOEPXMMOE HYXHOM 6MbnMoTeku, HyXHO BblOpaTb €& B MepBOW KONOHKe CrieBa.
OocTynHble KOMMOHEHTbl 6yAyT MOKa3aHbl BO BTOPOW KOJIOHKE, Trae MOXHO BbIOpaTb HYXHbIA KOMMOHEHT [ns

npocMoTpa.

image::images/ru/eeschema_viewlib_select_component.png[alt="eeschema_viewlib_select_compone
nt_png", scaledwidth="95%"]

[[viewlib-top-toolbar]]
=== BepxHA8 MNaHe/lb UMHCTPYMEHTOB MPOCMOTPUMKA KOMMNOHEHTOB OMONMOTEKHM

BepxHfis nmaHeNb MHCTPYMEHTOB MNPOCMOTpWMKA OMONMOTEKM KOMMOHEHTOB MOKa3aHa HUXe.
image::images/toolbar_viewlib.png[alt="images/toolbar_viewlib.png", scaledwidth="95%"]
LocTynHbl cnepylowue KOMaHMb!:

[width="100%", cols="20%,80%"]

| image:images/icons/library_browser_24.png[Symbol selection icon]

|Selection of the symbol which can be also selected in the displayed

list.

| image:images/icons/lib_previous_24.png[Previous symbol icon]
|Display previous symbol.

| image:images/icons/1lib_next_24.png[Next symbol icon]
|Display next symbol.

| image:images/icons/refresh_24.png[] image:images/icons/zoom_in_24.png[]
image:images/icons/zoom_out_24.png[] image:images/icons/zoom_fit_in_page_24.pngl[]
| Zoom tools.

| image:images/icons/morgani_24.png[] image:images/icons/morgan2_24.pngl[]
|Selection of the representation (normal or alternate) if an alternate

representation exists.

| image:images/toolbar_viewlib_part.png[alt="images/toolbar_viewlib_part.png" ,width="70%"]
|Selection of the unit for symbols that contain multiple units.

| image:images/icons/datasheet_24.png[icons/datasheet_png]
|If they exist, display the associated documents.
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| image:images/icons/add_symbol_to_schematic_24.png[Add symbol to schematic icon]
|Close the browser and place the selected symbol in the schematic.

:experimental:

[[simulator]]
== CumynaTtop ==

KiCad provides an embedded electrical circuit simulator using
http://ngspice.sourceforge.net[ngspice] as the simulation engine.

Mpn paboTte c cumynatopoMm, OyayT nonesHsl opuuuanbHele 6ubnuoTtekn _pspice_. OHM copepxat
OCHOBHbIE KOMMOHEHTbI, MCMOSib3yeMble NpW CUMYNALUKU, TakuMe Kak MCTOYHWKKU HanpsxeHus/Toka wunun
TPaH3MCTOPbL C HyMepauuei BbIBOAOB, KOTOpas COOTBETCTBYeT MOPAAKY y370B (node) B cneuudukauum
ngspice.

Takxe, MMeeTCs HECKOSIbKO AEMOHCTPAUMOHHLIX MPOEKTOB, MOKa3biBalWMX BO3MOXHOCTWU cuMynsTopa. Mx
MOXHO HaMTuM B KaTanore _demos/simulation_.

=== Ha3HayeHue Mopenen
Mepen HayanoM CUMynaUMKU, HEOOXOAMMO HA3HAUYMTb KOMMOHEHTaM Spice-mopenu.

KaxgoMy KOMMNOHEHTY MOXHO Ha3Ha4yuTb TOJSIbKO OOHY MOfeflb, [aXe eC/IM KOMMNOHEHT COCTOUT K3
HeCKoNbKMX 4YacTen. B nocnepgHem cny4dae, Mopeslb Ha3Ha4daeTCAa nepsoﬁ 4yacTu.

[[sim-passive-models]] MaccuMBHbIM KOMMNOHEHTaM, 00603Ha4YeHWs KOTOPbLIX COBMAfjaWT C TUMOM 3/EMEHTA
B Spice-3anucm (_R*_ pns pesuctopoB, _C*_ pna KoHpeHcaTopoB, _L*_  [Ona MHOYKTUBHOCTEW), MoOenu
6yoyT Ha3HayeHbl KOCBEHHO, a noJjie 3HayeHus OymeT BOCMPMHMMATLCA KakK CBOMCTBO Mofenu.

[NOTE]

mMeiiTe B BMBy, 4TO B Spice MHOxuTenb 'M' obo3HayaeT munu, a 'Meg' -- Mera. Ecnu xenaete
ucnonb3oBaTth 'M' B KayecTBe MHOXMTENA Mera, yCTaHOBUTE COOTBETCTBYWUMIA napameTp B <<sim-
settings, OManoroBoM OKHE HACTPOWKM CUMYNALUK>>.

NHdopMaumns pns spice-Mopenen XpaHUTCA B BUAE TEKCTa B MOJSIAX KOMMOHEHTa M €& MOXHO Jlerko
yKa3aTb C MOMOlbI0 PeaaKkTopa KOMMOHEHTOB WM HEMOCPeACTBEHHO B pefaktope cxeM. OTKpoWTe Auanor
penakTMpoBaHMS CBOWCTB KOMMOHEHTA W HaXMUTe KHOMKY _PefakTupoBaTb Spice Mopmenb_ Ons Bbi30Ba
OManoroBoro OKHa pepakTopa Spice Mopenu.

PepakTop Spice Mogenen wMmeeT TpW BKMafKW, KOTOpble COOTBETCTBYWT TPEM pa3HbM TuWNaMm Mopenen.
Takxe uMeeTcCs OBa napameTpa, obwux pnNs BCEX TUMOB:

[width="90%", cols="30%a,70%a"]
|He cuMmynupoBaTb KOMMOHEHT

|ECnM OTMeYeH, KOMMOHEHT MWCK4YaeTCs W3 CUMYNALUN.

|[U3MeHnTb mocnefoBaTeNnbHOCTb BbIBOJOB

|No3BonseT nepeonpenenvuTb BbIBOAb KOMMOHEHTa A1 COOTBETCTBMA OMUCAHWK Y3710B MOAENN.

Heo6xopgumo YKa3aTb HOMepa BbIBOAOB B TOW NOCNepoBaTeNbHOCTU, B KOTOpOﬁ nx oxupaeTt Mopenb.
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'Mpumep: ' +

connections:’ +

1: non-inverting input’ +
2: inverting input’® +

3: positive power supply’ +
4: negative power supply’ +
5: output® +

“.subckt t1071 1 2 3 4 5°

L I I

image: :images/opamp_symbol.png[alt="0603HayeHne 06bIMHOrO OMepaLuoHHOro ycunutens"]

YTobbl COMOCTaBUTb BbIBOAb KOMMOHEHTa C y3namum Spice MOpenu, OMUCaHHbMM Bbiwe, HeobxopguMo 3apaTb
cnepypouwee 3HavyeHue Ona paHHoro napametpa: "1{nbsp}3{nbsp}5{nbsp}2{nbsp}4". 370 nepeyeHb
HOMEpOB BbIBOLOB, KOTOpbIM COOTBETCTBYET MOPAOKY Y3/0B Spice mMopenu.

==== [laCCUBHbIN

Bknapgka _laccuBHLIM_ NO3BONAET Ha3HAuYNTb Mofenb (pe3ncTop, KOHOEHCATOP MAW MHAYKTUMBHOCTL)
KOMMOHEHTY. JTOT MapaMeTp UCMoMb3yeTCsd pelko, TaK KaK 00blYHO MACCUMBHBLIM 3/1IEMEHTaM Mofenu
Ha3HayawTCca <<sim-passive-models, KocBeHHO>>. Ecninm e o6o3HauyeHWe KOMMNOHEHTa He COoBMapaeT C
HeoOXOaWMbIM TUMOM MOMENM, TO HYKHO ABHO yKa3aTb NapaMeTpbl Ha AAHHOW BKNagke.

[NOTE]

ABHO yKa3aHHble Mofesnn uMmewT 60nbuwmnn npuMopuTeT nepef KOCBEHHO Ha3Ha4YeHHbMM MogensMu. ITO
3HA4YUT, 4YTO KaK TOJIbKO MOopOesib Ha3HaydeHa BPYYHYl, nond 00603HaYeHNss U 3Ha4yeHuUs He NMPUHUMaKTCA
BO BHMMaHWe npu cumynaumm. ITO MOXET MPUBECTM K MyTaHuue, KOrfga 3HayeHue MOQenu He coBnapgaer
CO 3Ha4deHueM, YyKa3aHHbIM Ha CXeMe.

image::images/ru/sim_model_passive.png[alt="Bknagka MaccuBHbl B pepfakTope mopenen"]

[width="90%", cols="30%a,70%a"]

| Tun

|BbibOp TuMa KOMMOHeHTa (pPe3ncTop, KOHOEHCATOP WAW MHOYKTOP).

| 3HaveHune

|OnpepenseT CBOWCTBA KOMMNOHEHTa (CONPOTUBNEHWE, EMKOCTb WAW MHOYKTUBHOCTb).
B 3HauyeHUM MoOryTt MCnosib30BaTbCA MPUCTABKM, KOTOPbIE MCMOSb3YWTCA B ONUCAHUU
Spice-Mopenen (OHW nepeyncieHbl NOA TEKCTOBbLM MOJSieM BBOAA) .

B kayecTBe pecATWYHOro paspenutens HeobXOAMMO MCNONb30BaTb TOYKY.

3aMeTbTe, Spice HeBepHO BOCMPUHMMAET 3HAYEHUS, B KOTOPbLIX MpUCTaBKa
BbICTYNaeT B POSM AeCATUYHOro paspenutens (Hanpumep: 1k5).

Bknapka _Mopenb_ ucnonb3yeTcs OAf Ha3HayeHUs MNONynpOBOQHUKOBLIX WM CHOXHbIX MOfesnen, KoTopble
onpepeneHsl B 0TAeNbHOM Qaine 6bubnuotekn. bubnuoTteku Spice-Mopenenm 4yacto
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npepoctasndawTCAa nponmssogouTenaMu KOMMOHEHTOB.

B OCHOBHOM TekCTOBOM rnone oTobpaxaeTcs copepxumoe BbilbpaHHOro daina 6ubnuoteku. 0ObIYHO B
6ubnuorteke OONOJIHUTENTIbHO COOEPXNTCA ONUCaHue Moneneﬁ M nopanokK WX y3N0B.

image::images/ru/sim_model_subckt.png[alt="Bknapka Mopenb pepaktopa napamMeTpoB CuMynauuun"]
[width="90%", cols="30%a,70%a"]

| Bubnmorteka

|[NyTe K danny Spice-6ubnuotekn. 3ToT pann OypeT Mcnonb30BaTbCA CUMYNIATOPOM, OH MOOK/KWYAETCH C
noMoublo OupekTuBbl _.include_.

|Mopensb

| BoibpaHHas Mopenb KoMnoHeHTa. [locne Bbibopa ¢Ganna 6MOGNMOTEKU, CMMCOK 3anoSIHAETCH LOCTYMHbIMU
Mopensmu ons Bblbopa.

| Tun

| BelbpaHHbii TMN Mopgenu (MakpoMopenb (subcircuit), BJT, MOSFET wnu puop). 06bi4HO TuN
yCTaHaBNMBaeTCA aBTOMaTUYeCKHU

npu Bbibope mopenu.

==== JICTOYHUK

Bknapka _WCTOYHMK_ Mcnonb3yeTcs AN HaCTPOWMKM Mopenen nUTaHus MM UCTOYHMKOB CUrHanoB. 3pech
uMeeTcs OBe cekuumu: _AHanu3 DC/AC_ u _AHanu3 nepexopHbix mnpoueccoB_. B kaxpon 3apawnTcs
napaMeTpbl UCTOYHMKA ONA COOTBETCTBYWWEro TuMa CUMYNAUUK.

NapameTp _Tun MCTOYHUKA_ NPUMEHAETCH KO BCEM TUMaM CUMYJALUNA.

image: :images/ru/sim_model_source.png[alt="Bknagka WcTo4yHuK pepakTopa napamMeTpoB cumynauuun"]
Ona nonyyeHus 6onee nogpobHon uHPopMaumm 06 MCToYHMKax obpaTuTecb K paspeny 4 (MCTOYHMKU
HanpsaxeHums n Toka) http://ngspice.sourceforge.net/docs/ngspice-27-manual.pdf[pokymMeHTaumnmn

ngspice].

[[sim-directives]]
=== [lupekTusbl Spice

It is possible to add Spice directives by placing them in text fields on a schematic sheet.
This approach is convenient for defining the default simulation type. This functionality is
limited to Spice directives starting with a dot (e.g. “.tran 10n 1m’), it is not possible
to place additional components using text fields.

=== Cumynauus

Ons 3anycka CUMynsauuM OTKPOWTE OKHO _Spice cuMynaTopa_ 4Yepe3 MeHWw pefakTopa CXeMm
_WHcTpyMeHTHI->CHMynaTop_.

image::images/ru/sim_main_dialog.png[alt="0cHOBHOE OKHO cumynsatopa"]
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OKHO pa3feneHo Ha HEeCKONIbKO CeKLMW:

<<sim-toolbar,llaHenb WMHCTpyMeHTOB>>
<<sim-plot-panel,NaHenb rpa¢ukos>>
<<sim-output-console, CoobueHns KoHconu>>
<<sim-signals-list,[lepeyeHb curHanos>>
<<sim-cursors-list,MNepeyeHb KypcopoB>>
<<sim-tune-panel,llaHenb nopcTponku>>

EE I I

[[sim-menu-file]]

===== MeHio "Oaun"

[width="90%", cols="30%,70%"]

E===

|HoBbin rpaguk |Co3paTb HOBYW BKIAaAKy Ha NaHenu rpagukos.

|OTKpbITb paboTy |OTKpbITb MepevyeHb CUrHaNoB [ NOCTPOEHUs rpaduKoB.

| CoxpaHutb paboTy |CoxpaHuTb MepeyeHb CUTHanoB, MOCTPOEHHbIX Ha rpaduke.
| CoxpaHuTb Kak u3obpaxeHue |3KCnopT TeKkywero rpaguka B png-¢ann.

| CoxpaHuTb Kak ¢awWn .csv |IKCNOpT [OaHHbIX TeKywero rpapuka B csv-¢ann.
|BbITM M3 cuMynAuMM |3akpbiTb OKHO CuMynsTopa.

[[sim-menu-simulation]]
===== Cumynaums
[width="90%", cols="30%,70%"]

|3anycTutbe cuMmynsauuio | BbinONHUTL CUMYNAUMI0 MUCNONb3Yys TeKylue HaCTPOWKM.

|0o6aBuTb curHanbl... |OTKpbITb guanor ons Bbibopa CUrHanoB, rpaduku KOTOPbIX HYXHO MOCTPOUTH.
|MpobHMK U3 CcxeMbl |3anyCcTUTb UHCTPYMEHT pAns paboTbl coO cxemMon <<sim-probe-tool,MpobHuK>>.
|[MopcTponTb 3HayeHUe KOMMNOHeHTa |3anycTuTb MHCTPYMEHT <<sim-tuner-tool,MopcTponka>>.

|Moka3satb Spice cnucok uenew... |OTKPbITb OKHO, B KOTOpPOM OynoeT moka3aH CNUCOK Lenew gns
NUCCNenyeMon CXEMbl.
|HacTponku... |OTKpbITb <<sim-settings,onanoroBoe OKHO HACTPOMKW CUMYNALUKU>>.

E===
[[sim-menu-view]]

===== MeHw "Bug"

[width="90%", cols="30%,70%"]

| YBennuute |Ysennuntb Macwtab Tekywero rpapuka.

| YMEHbWNTL | YMeHbwMTb MacwTab Tekywero rpa¢uka.

|Bnucatb B 3KpaH |MopcTpouTb Macwtab rpaduka Tak, 4TOObl OH MONHOCTLI MOMECTWUICA Ha JKpaHe.
|Moka3aTb ceTky |[loKkasaTb WM CKpbITb CETKY.

|Moka3aTb Hapgnucu |Moka3aTb WKW CKPbITb Hapnucu rpaduka.

[[sim-toolbar]]

==== [laHenb WHCTPYMEHTOB
image::images/ru/sim_main_toolbar.png[alt="MNaHenb MHCTPYMEHTOB OKHa CuMmynauuu"]
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dTa naHenb npepoctasndeT AoCTyn K 4aCTO MUCNONb3yeMbiM KOMaHOaM.

[width="90%", cols="30%,70%"]

E===

| 3anycTutb/0CTaHOBUTL cuMynsauui |HavyaTb unm ocTtaHoBUThH paboTy cuMynaTopa.

|0o6aBuTb curHanbl |OTKPbITb AMANOroBoe OKHO [aA BbibOpa CUrHanNoB, rpaduMKnM KOTOPbIX HYXHO
noCTpPOUTh.

|MpobHWK |AKTMBUPOBATb MHCTPYMEHT Ans paboTel co cxeMoil <<sim-probe-tool,MpobHuK>>.
|NopcTponka |AKTMBMpPOBATb MHCTPYMEHT <<sim-tuner-tool,opcTponka>>.

|YcTaHoBKM |OTKpBITb <<sim-settings,nnManoroBoe OKHO HACTPOWKM CUMYRALUN>>.

[[sim-plot-panel]]

==== [laHenb rpapukos

PesynbtaT cuMmynsuum otobpaxaetcs B Bupe rpadukoB. MOXHO cCo3[aTb HECKOSIbKO rpa¢uKoB Ha
OTHENbHbIX BKMafKax, HO TONbKO TeKkywuin rpaduk 6ypet oO6HOBNATLCA MPW BbLINOJIHEHUM CUMYNALMU. ITO
No3BONSET CpaBHMBATb pe3ynbTaThl CUMYMSLUM NPU Pa3HbIX YCOBUAX.

Bup rpadukoB MOXHO HACTPOUTb BKJIOYAA/BbIKMOYAA CETKY MAM HAANUCKM 4Yepe3 MeHKw <<sim-menu-
view,Bug>>. Ecnu Hapnucu oToOpaxalTcsa, MX MOJIOKEHME MOXHO MeHATb, NepeTackuBas NeBOW KHOMKOM
MbIUIN .

YnpaBfieHue naHenbw rpaduKos:

KOJieCOo Mbllln yBENUYUNBAET WU YMEHbllaeT MacwTab

npaBad KHOMKa Mol OTKpbiBaeT KOHTEKCTHOE MEHW Onfa HaCTpOﬁKM M306paMEHMﬂ
BblgennTe npaMoyroJibHYK obnactb pnsa eé yBenim4eHna BO BeCb 3KpaH
nepetawnutTe Kypcop posa U3MeHeHMA KoopauHaTt

* ok ok *

[[sim-output-console]]

==== (CoobuWeHns KOHCOMM

CoobweHnss KoHconu -- 3To coobuweHns oT cuMynsaTopa. PekoMeHOoyeTcsd cneguTb 3a 3TuUMKM coobueHunsamu
MU NpoBepsiTb Hanuume ownmboK MNM npenynpexneHui .

[[sim-signals-1list]]
==== [lepeyeHb CUrHaNoB
ConoepxuT CNUCOK CUrHanoB, KoTopble oTobpaxeHbl Ha rpaduke.

YnpaBneHne nepevyHeM CUTHaNoB:

* Wen4oK NpaBON KHOMKWU Mblli OTKPbIBAET KOHTEKCTHOE MEHW ONs CKPbITUS CUrHaNoB WAKW BKIYeHUs/
BbIKJIIOYEHUS Kypcopa
* OBOMHOM WENYOK MblliN CKPOET CUrHan

[[sim-cursors-1list]]

==== [lepeyeHb KypcCOpoOB

CopepXuT CNUCOK KYypCOPOB M WX KOOPAMHAThH. [N Kaxgoro curHana MoxeT ObiTb Noka3aH CBOM Kypcop.
BuomMMocCTb Kypcopa BKJOYaeTCA/BbiK0OYaeTCa B nepeyHe <<sim-signals-list,CurHanos>>.

[[sim-tune-panel]]

==== [laHenb NOACTPONKM

30ecb COOepXaTbCs KOMMOHEHTbI, BbiOpaHHble C MOMOWbLI MHCTPYMEHTa <<sim-tuner-tool,MogcTponka>>.
MaHenb MOOCTPOWKM NO3BOMSET Mofib30BaTesNiio 6bICTPO M3MEHATH
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napamMeTpbl KOMMOHEHTa U HabnpoaTb BWSIHUE Ha pe3ynbTtaTt cumynaumm -- KaXabiv pa3 npu n3MeHeHuu
3Ha4YeHUda KOMMOHeHTa, CuMmynauma 3anyCKaeTCda 3aHOBO U rpa¢MK obHoBNsETCH.

Y Kaxgoro KOMMOHEHTa Ha MaHenu MMeeTCs HEeCKOSIbKO 3J/IeMEHTOB ynpasneHusa:

B BepxHeM TeKCTOBOM MoJfie yCTaHaB/IMBAeTCH MaKCUMMasibHOE 3HayeHue.

B cpepHeM TekCTOBOM MoJjle yCTaHaB/IMBaeTCAa TeKyllee 3HayeHue.

B HVWXHEM TeKCTOBOM Mofie yCTaHaB/IMBAETCH MUHUMANbHOE 3Ha4veHue.

[lon3yHOK no3BosigeT MoJfib30BaTeNl0 MIaBHO MEHATb 3HAaYeHWe KOMMOHEHTa.

KHonka _CoXpaHuTb_ 3anucbiBaeT TeKyllee 3HayeHue, Bu6paHHoe C nomMoubKw non3yHkKa, B nojne
3Ha4YeHna KOMMOHEHTa Ha CXeMe.

* KHonka _X_ yoandaeTt KOMMNOHEHT U3 NaHenun HOﬂCTpOﬁKM N BOCCTaHaBJinBaeT €ro Ha4daJibHOE€ 3Ha4deHwue.

EE I

B Tpéx TeKCTOBbIX MOJIAX MOXHO MCMOSIb30BaTb MHOXWUTENW EOWHUL, U3MEepeHus B ¢0pMaTe Spice.

[[sim-tuner-tool]]
==== [logCcTpoMnKa
WHCTPYMEHT MOACTPOMKM MO3BOMAET MNOJSIb30BaTesNo BbiOpaTb KOMMOHEHTH O HAaCTPOMKU €ro 3HayeHus .

YToObl BbIOPATH KOMMOHEHT AN MOACTPOWKM, MOC/Ae aKTUBALUWUW MHCTPYMEHTA WENKHUTE NeBOW KHOMKOM
MbillY HA KOMMOHEHTE B pefakTope CXeM. BblbpaHHble KOMMOHEHTH MOABATCA Ha MaHenu <<sim-tune-
panel,nopacTpoika>>. MMoAcTpaWBaTb MOXHO TOJIbKO MaCCUBHbIE KOMMOHEHTHI.

[[sim-probe-too0l]]

==== [Ipo6HKK

WHcTpyMeHT "MpoOHMK" npepocTaBnseT MPOCTOM NyTb Ona BbibOpa CUrHaNoOB, KOTOPble HYXHO 0TOOpasuTb
Ha rpaduke.

YT06bl 006ABUTL CUrHAM Ha FpaduK, aKTUBUPYNTE WMHCTPYMEHT U HaXMUTE SIeBOM KHOMKOW MbluM Ha
MHTEepecywleM NPOBOAHMKE B PENAKTOpPE CXEM.

[[sim-settings]]
==== [lapaMeTpbl CUMyNALUK

image::images/ru/sim_settings.png[alt="[Ouanor napamMeTpoB cumynauuun"]

[nanorosoe OKHO MapaMeTpoOB CUMYJALUU MO3BONAET MNOJIb30BATeN BbIOpATh TUN CUMyNAUUM K eé
napaMeTpbl. 30ecb MMeeTCs YeTbipe BKIAOKW:

* AC

* DC nepexopf

* NepexopHon npouecc
* Monb3oBaTenbCcKas

Ha nepBbix Tpéx BKNagkax uMelTcs GOpMbI, B KOTOPHIX MOXHO yKa3aTb napaMeTpbl cumynsauuu. lMocnepgHss
BK/lafKa MO3BONfieT MOSib30BaTeN HaCTPOUTb MpoLecC CUMynsauuMu NyTEM pyyHoro BBopa Spice-
pupekTuB. bonee nopgpobHyil WHGOPMaUMK O TUMax CUMYNALMM W UX NapaMeTpax MOXHO HaTu B pa3pgene
1.2 http://ngspice.sourceforge.net/docs/ngspice-27-manual.pdf[pokymeHTaumn ngspicel].

83



AnbTepHaTUBHbIM NYyTb HAaCTPOWKM Mmpouecca CUMyNuUuMM -- BBeCTU <<sim-directives,Spice-pgupeKkTuBbi>>
B TEKCTOBbIX MONAX Ha cxeme. Jliobble OAMPEKTUBLI yKa3aHHble B TEKCTOBbIX MOMAAX W CBA3aHHbE C TUMOM
CAMYNALMM nepeonpefenswTcs napaMeTpamv, BbiOpaHHbIMM B [Manore HacTpoek. ITO 3HA4YMT, 4YTO nocrne
BBOOA MapamMeTpoB B [Manore HacTpoek, 3TU MmapaMeTpbl OyoyT uCMonb30BaTbCsH BMECTO OUPEKTUB
yKa3aHHbIX Ha CxeMe [0 Tex Mnop, MOKa npouecc cuMmynauuu He bypeT 3anyuweH 3aHOBO.

NMeeTcsa pBa napameTpa, obwux Ons BCeX TUMOB CUMYNALMUK:

[width="90%", cols="30%,70%"]

[EEEE

|MopCcTpOUTb 3HAYEHUS| NAaCCUBHBIX KOMMOHEHTOB |3aMeHfeT 3HayeHUs NAaCCUBHLIX KOMMOHEHTOB,
nyTém npeobpa3oBaHus obwero dopMaTa 3ammcu 3HauyeHudn B dopmaTt Spice.

|0o6aBuTb MOnHbIM MyTb AN AupekTuBbl .include 6ubnuoteka |[MapamMeTp cneput 3a TeM,
4yTo6bl davn 6ubnuoteknm Spice-Mopenen Obn COXpaHEH B BuAEe MOSHOTO MyTH.

06bi4HO Ngspice TpebyeT MCnNonb30BaHWA MNOJMHOFO MYTW ANA poctyna K dawnnam 6ubnuotek.

:experimental:

[[advanced]]
== Advanced Topics

[[color-settings]]
[[configuration-and-customization]]
=== Configuration and Customization

NOTE: TODO: write this section

[[text-variables]]
=== Text variables

NOTE: TODO: write this section
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[[preferences-common]]

===== Common Preferences

NOTE: TODO: write this section

image: :images/en/options_common.png[alt="Common settings", scaledwidth="70%"]
[[preferences-mouse]]
===== Mouse and Touchpad

[width="100%",cols="40%,60%", ]

|Center and warp cursor on zoom | If checked, the pointed location is warped
to the screen center when zooming in/out.

|Use touchpad to pan |When enabled, view is panned using scroll wheels (or
touchpad gestures) and to zoom one needs to hold kbd:[Ctrl]. Otherwise scroll

wheels zoom in/out and kbd:[Ctrl]/kbd:[Shift] are the panning modifiers.

|Pan while moving object |If checked, automatically pans the window
if the cursor leaves the window during drawing or moving.
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[[preferences-controls]]
===== Hotkeys

Redefine hotkeys.
image::images/en/options_hotkeys.png[alt="Hotkeys settings",scaledwidth="70%"]

Select a new hotkey by double clicking an
action or right click on an action to show a popup menu:

[width="100%",cols="40%,60%",]
|Edit | Define a new hotkey for the action (same as double click).
|Undo Changes | Reverts the recent hotkey changes for the action.

|Clear Assigned Hotkey |
|Restore Default | Sets the action hotkey to its default value.

[[preferences-display]]

===== Display Options

image::images/en/options_display.png[alt="Display options",scaledwidth="70%"1]
[width="100%",6cols="40%,60%", ]

|Grid Size| Grid size selection.

It is *recommended* to work with normal grid (0.050 inches or 1,27 mm). Smaller
grids are used for component building.

|Bus thickness |Pen size used to draw buses.

|Line thickness |Pen size used to draw objects that do not have a
specified pen size.

|Part ID notation |Style of suffix that is used to denote symbol units (U1A,
U1.A, U1-1, etc.)

|Icon scale| Adjust toolbar icons size.

|Show Grid | Grid visibility setting.

|Restrict buses and wires to H and V orientation| If checked, buses and
wires are drawn only with vertical or horizontal lines.

Otherwise buses and wires can be placed at any orientation.

|Show hidden pins: |Display invisible (or __hidden__) pins, typically
power pins.

|Show page limits |If checked, shows the page boundaries on screen.

| Footprint previews in symbol chooser| Displays a footprint preview frame and
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footprint selector when placing a new symbol.

*Note:* it may cause problems or delays, use at your own risk.
[[preferences-editing]]

===== Editing Options

image::images/en/options_editing.png[alt="Editing settings",scaledwidth="70%"]
[width="100%",cols="40%,60%", ]

|[Measurement units |Select the display and the cursor coordinate units
(inches or millimeters).

|Horizontal pitch of repeated items |

Increment on X axis during element duplication (default: 0)
(after placing an item like a symbol, label or wire,

a duplication is made by the kbd:[Insert] key)

|[Vertical pitch of repeated items| Increment on Y axis during
element duplication (default: 0.100 inches or 2,54 mm).

| Increment of repeated labels |Increment of label value during duplication of texts ending
in a number, such as bus members (usual value 1 or -1).

|Default text size |Text size used when creating new text items or labels.

|Auto-save time interval |Time in minutes between saving backups.

|Automatically place symbol fields | If checked, symbol fields (e.g. value and
reference) in newly placed symbols might be moved to avoid collisions with

other items.

|Allow field autoplace to change justification | Extension of 'Automatically

place symbol fields' option. Enable text justification adjustment for symbol fields when
placing

a new part.

|Always align autoplaced fields to the 50 mil grid |Extension of 'Automatically

place symbol fields' option. If checked, fields are autoplaced using 50 mils
grid, otherwise they are placed freely.

[[preferences-colors]]
===== Colors

Color scheme for various graphic elements. Click on any of the color swatches to
select a new color for a particular element.

image::images/en/options_color.png[alt="Color settings",scaledwidth="95%"]
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[[preferences-default-fields]]
===== Default Fields

Define additional custom fields and corresponding values that will appear in
newly placed symbols.

image::images/en/options_default_fields.png[alt="Default Fields
settings",scaledwidth="70%"]
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[[custom-netlist-and-bom-formats]]
=== Custom Netlist and BOM Formats

KiCad can output netlists and BOMs in various formats, and users can define new formats if
desired.

The process of exporting a netlist is described in the <<netlist-export,netlist export
section>>. BOM output is described in the <<bom-export,BOM export section>>.

The following section describes how to create an exporter for a new output format.

[[adding-new-netlist-generators]]
==== Adding new netlist generators

New netlist generators are added by clicking the **Add Generator...** button.

image::images/ru/eeschema_netlist_dialog_add_plugin.png[alt="Custom Netlist Generator",
scaledwidth="40%"]

New generators require a name and a command. The name is shown in the tab label, and the
command is run whenever the **Export Netlist** button is clicked.

When the netlist is generated, KiCad creates an intermediate XML file which contains all of
the netlist information from the schematic. The generator command is then run in order to
transform the intermediate netlist into the desired netlist format.

The netlist command must be set up properly so that the netlist generator script takes the
intermediate netlist file as input and outputs the desired netlist file. The %I argument
represents the input intermediate netlist filename and the "%0° argument represents the
output netlist filename. The exact netlist command will depend on the generator script
used.

Python and XSLT are commonly used tools to create custom netlist generators.

==== Adding a new BOM generator

BOMs can also be created from the intermediate netlist file. BOM generators can be
automatically launched from the Schematic Editor with the BOM export tool. Adding a new

netlist generator to the BOM export tool is described in the <<bom-export,BOM export tool
documentation>>.
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===== (QopMaT KOMaHOHOW CTPOKMU

Consider the following example which uses “xsltproc’ to generate a netlist in PADS ASC
format. “xsltproc’ converts the intermediate netlist using the “netlist_form_pads-
pcb.asc.xsl® stylesheet to define the output format:

‘xsltproc -o %0.net /usr/share/kicad/plugins/netlist_form_pads-pcb.asc.xsl %I°

The purpose of each part of the command is as follows:

[width="100%", cols="58%,42%"]

| "xsltproc® |A tool to convert an XML file (the intermediate netlist) according
to an XSLT stylesheet.

"-0 %0.net” |Output filename. "%0° is replaced with the name of the
intermediate netlist file, which is “<schematic name>.xml . Therefore in this
example the complete output filename is “<schematic name>.xml.net’ . An arbitrary
output filename can be specified if desired with “-o <filename>".

| “/usr/share/kicad/plugins/netlist_form_pads-pcb.asc.xsl’ |XSLT stylesheet which
determines how the output is formatted. This particular stylesheet is included
with KiCad, but custom stylesheets can also be created.

| %I |Input (intermediate netlist) filename. "%I° is replaced with the name of
the intermediate netlist file, which is “<schematic name>.xml".

For netlist generators that do not use "xsltproc’, the generator command will differ.
==== [IpOMeXyTOYHbIN Gann cnucka uenewn

When exporting BOM files and netlists, KiCad creates an intermediate netlist file and then
runs a separate tool which post-processes the intermediate netlist into the desired netlis
or BOM format.

The intermediate netlist uses XML syntax. It contains a large amount of data about the
design. Depending on the output (BOM or netlist), different subsets of the complete
intermediate netlist file will be included in the final output file.

The structure of the intermediate netlist file is described in detail <<intermediate-
netlist-structure,later>>.

Because the conversion from intermediate netlist file to output netlist or BOM is a text-
to-text transformation, the post-processing filter can be written using Python, XSLT, or
any other tool capable of taking XML as input.

NOTE: XSLT is not recommended for new netlist or BOM exporters; Python or another tool
should be used instead. Beginning with KiCad 7, “xsltproc’ is no longer installed with
KiCad, although it can be installed separately.

t
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Nevertheless, several examples of netlist exporters using XSLT are

[[intermediate-netlist-structure]]
==== CTpPYKTypa NPOMEXYTOYHOro ¢anna crnucka uenewn

3TOT npuMep OA&T npepcTaBneHue o dopMaTe ¢anna cnucka Lenen.

T xml
<?xml version="1.0" encoding="utf-8"?>
<export version="D">
<design>
<source>F:\kicad_aux\netlist_test\netlist_ test.sch</source>
<date>29/08/2010 21:07:51</date>
<tool>eeschema (2010-08-28 BZR 2458)-unstable</tool>
</design>
<components>
<comp ref="P1">
<value>CONN_4</value>
<libsource lib="conn" part="CONN_4"/>
<sheetpath names="/" tstamps="/"/>
<tstamps>4C6E2141</tstamps>
</comp>
<comp ref="U2">
<value>74LS74</value>
<libsource 1ib="74xx" part="74LS74"/>
<sheetpath names="/" tstamps="/"/>
<tstamps>4C6E20BA</tstamps>
</comp>
<comp ref="U1">
<value>74LS04</value>
<libsource 1lib="74xx" part="74LS04"/>
<sheetpath names="/" tstamps="/"/>
<tstamps>4C6E20A6</tstamps>

</comp>
<comp ref="C1">
<value>CP</value>

<libsource lib="device" part="CP"/>
<sheetpath names="/" tstamps="/"/>
<tstamps>4C6E2094</tstamps>
<comp ref="R1">
<value>R</value>
<libsource lib="device" part="R"/>
<sheetpath names="/" tstamps="/"/>
<tstamps>4C6E208A</tstamps>
</comp>
</components>
<libparts/>
<libraries/>
<nets>
<net code="1" name="GND">
<node ref="U1" pin="7"/>
<node ref="C1" pin="2"/>
<node ref="U2" pin="7"/>
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<node ref="P1" pin="4"/>
</net>
<net code="2" name="VCC">
<node ref="R1" pin="1"/>
<node ref="U1" pin="14"/>
<node ref="U2" pin="4"/>
<node ref="U2" pin="1"/>
<node ref="U2" pin="14"/>
<node ref="P1" pin="1"/>
</net>
<net code="3" name="">
<node ref="U2" pin="6"/>
</net>
<net code="4" name="">
<node ref="U1" pin="2"/>
<node ref="U2" pin="3"/>
</net>
<net code="5" name="/SIG_OUT">
<node ref="P1" pin="2"/>
<node ref="U2" pin="5"/>
<node ref="U2" pin="2"/>
</net>
<net code="6" name="/CLOCK_IN">
<node ref="R1" pin="2"/>
<node ref="C1" pin="1"/>
<node ref="U1" pin="1"/>
<node ref="P1" pin="3"/>
</net>
</nets>
</export>

OcHOBHBIE 371eMeHThI paiijia CIIMCKa Lerei
[IpoMe>XyTOUHBIN (aill HACUUTHIBAET IIITh PaszeJioB.

* Pasznes omiaByeHUd (design).

® Pazpmes KOMIIOHEHTOB (components).

® Pazpes yacreii KoMmrioHeHTa (libparts).

® Pazmes 6ubsmoTek (libraries).

* Pasnmesnienei (nets).

The file content has the delimiter <export>



*" data-lang="xml ... " ">[[the-header-section]]
===== (QrnaBneHune

The header has the delimiter “<design>"

“'xml <design> <source>F:\kicad_aux\netlist_test\netlist_test.sch</source>
<date>21/08/2010 08:12:08</date> <tool>eeschema (2010-08-09 BZR 2439)-unstable</tool>
</design>

JTOT pa3fen MoOXeT cofepxaTb nogpasfen C KOMMEeHTapuaMmu.

[[the-components-section]]
===== KOMIMOHEHTbI

The component section has the delimiter “<components>"

“xml <components> <comp ref="P1"> <value>CONN_4</value> <libsource lib="conn"
part="CONN_4"/> <sheetpath names="/" tstamps="/"/> <tstamps>4C6E2141</tstamps> </comp>
</components> "°° This section contains the list of components in your schematic. Each
component is described like this:

" xml <comp ref="P1"> <value>CONN_4</value> <libsource lib="conn" part="CONN_4"/>
<sheetpath names="/" tstamps="/"/> <tstamps>4C6E2141</tstamps> </comp>

[width="100%", cols="37%,63%"]
|Element name |Element description

| "libsource”™ |name of the lib where this component was found.

| "part’ |component name inside this library.

| “sheetpath™ |path of the sheet inside the hierarchy: identify the sheet
within the full schematic hierarchy.

| “tstamps® |timestamp of the component.

[[note-about-time-stamps-for-components]]
====== Note about time stamps for components

To identify a component in a netlist and therefore on a board, the timestamp reference is
used as unique for each component. However KiCad provides an auxiliary way to identify a
component which is the corresponding footprint on the board. This allows the re-annotation
of components in a schematic project and does not lose the link between the component and
its footprint.

MeTka BpeMeHu -- 3TO yHMKaﬂbHHﬁ MﬂeHTM¢MKaTOp ona Kaxgoro KOMIMOHEeHTa WM JIMCTa B MNpPOeKTe
cxeMbl. HO, B CINOXHbIX uepapxusix, rpoe OAuH ¢aﬁn CXeMbl MOXET UCNOJZIb30BaTbCA HECKOJIbKUMU JIUCTaMU,
KOMMOHEHTbI U3 3TUX JIMCTOB MMEWNT OOHUN U Te Xe METKWU BPEMEHMU.

A given sheet inside a complex hierarchy has an unique identifier: its sheetpath. A given
component (inside a complex hierarchy) has a unique identifier: the sheetpath and its

timestamp.

[[the-1libparts-section]]
===== YaCTU KOMMOHEHTa

The libparts section has the delimiter “<libparts>", and the content of this section is
defined in the schematic libraries.

T ixml
<libparts>
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Element name Element description

<footprints> The symbol’s footprint filters. Each footprint filter
is in a separate <fp> tag.

<fields> The symbol’s fields. Each field’s name and value is
givenin a separate " <field name="fieldname">...
</field> tag.

<pins> The symbol’s pins. Each pin is given in a separate

<pin num="pinnum" type="pintype"/> tag. Possible
pintypes are described below.

Possible electrical pin types are:

Pintype Description

Input Usual input pin

Output Usual output

Bidirectional Input or Output

Tri-state Bus input/output

Passive Usual ends of passive components

Unspecified Unknown electrical type

Power input Power input of a component

Power output Power output like a regulator output

Open collector Open collector often found in analog comparators

Open emitter Open emitter sometimes found in logic

Not connected Must be left open in schematic
Bub/morexku

The libraries section has the delimiter <libraries>. This section contains the list of schematic libraries used
in the project.

<libraries>
<library logical="device">
<uri>F:\kicad\share\library\device.lib</uri>
</library>
<library logical="conn">
<uri>F:\kicad\share\library\conn.lib</uri>
</library>
</libraries>
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Henu

The nets section has the delimiter <nets>. This section describes the connectivity of the schematic by listing

all nets and the pins connected to each net.

<nets>

<net code="1" name="GND">

<node
<node
<node
<node
</net>

ref="U1" pin="7"/>
FET=NEDY A= e
=R =g e
ref="P1" pin="4"/>

<net code="2" name="VCC">

<node
<node
<node
<node
<node
<node
</net>
</nets>

ref="R1" pin="1"/>
ref="U1" pin="14"/>
ref="U2" pin="4"/>
ref="U2" pin="1"/>
ref="U2" pin="14"/>
ref="P1" pin="1"/>

OGBIYHO ITeITb COCTOUT U3 CJIEYIOIIETO:

<net code="1" name="GND">
<node ref="U1" pin="7"/>
<node ref="C1" pin="2"/>
<node ref="U2" pin="7"/>
<node ref="P1" pin="4"/>

</net>

Element
name

net code

name

node

Element Description

an internal identifier for this net
the net name

the pin (identified by pin) of a symbol (identified by ref)
which is connected to the net

Example netlist exporters

Some example netlist exporters using XSLT are included below.

XSLT itself is an XML language very suitable for XML transformations. The xsltproc program can be used
to read the Intermediate XML netlist input file, apply a style-sheet to transform the input, and save the
results in an output file. Use of xsltproc requires a style-sheet file using XSLT conventions. The full

conversion process is handled by KiCad, after it is configured once to run xsltproc in a specific way.

The document that describes XSL Transformations (XSLT) is available here: http://www.w3.0rg/TR/xslt
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http://xmlsoft.org/XSLT/xsltproc.html
http://www.w3.org/TR/xslt

When writing a new netlist exporter, consider using Python or another tool rather than

NOTE
XSLT.

PADS netlist example using XSLT

The following example shows how to create an exporter for the PADS netlist format using xlstproc.
The PADS netlist format is comprised of two sections:

e Alist of footprints

e Alist of nets, together with the pads connected to each net.

Below is an XSL style-sheet which converts the intermediate netlist file to the PADS netlist format.

94



<?xml version="1.0" encoding="IS0-8859-1"?>

<!I--XSL style sheet to Eeschema Generic Netlist Format to PADS netlist format
Copyright (C) 2010, SoftPLC Corporation.
GPL v2.

How to use:
https://lists.launchpad.net/kicad-developers/msg05157.html

<IDOCTYPE xsl:stylesheet [
<!ENTITY nl "&#xd;&#xa;"> <!--new line CR, LF -->

1>

<xsl:stylesheet version="1.0" xmlns:xsl="http://www.w3.0rg/1999/XSL/Transform"> <xsl:output
method="text" omit-xml-declaration="yes" indent="no"/>

<xsl:template match="/export">
<xsl:text>*PADS-PCB*&nl; *PART*&n1;</xsl:text>
<xsl:apply-templates select="components/comp"/>
<xsl:text>&nl;*NET*&nl;</xsl:text>
<xsl:apply-templates select="nets/net"/>
<xsl:text>*END*&nl;</xsl:text>

</xsl:template>

<!-- for each component -->
<xsl:template match="comp">
<xsl:text> </xsl:text>
<xsl:value-of select="@ref"/>
<xsl:text> </xsl:text>
<xsl:choose>
<xsl:when test = "footprint != '' ">
<xsl:apply-templates select="footprint"/>
</xsl:when>
<xsl:otherwise>
<xsl:text>unknown</xsl:text>
</xsl:otherwise>
</xsl:choose>
<xsl:text>&nl;</xsl:text>
</xsl:template>

<!-- for each net -->
<xsl:template match="net">
<l-- nets are output only if there is more than one pin in net -->

<xsl:if test="count(node)>1">
<xsl:text>*SIGNAL* </xsl:text>
<xsl:choose>
<xsl:when test = "@name != '' ">
<xsl:value-of select="@name"/>
</xsl:when>
<xsl:otherwise>
<xsl:text>N-</xsl:text>
<xsl:value-of select="@code"/>
</xsl:otherwise>
</xsl:choose>
<xsl:text>&nl;</xsl:text>
<xsl:apply-templates select="node"/>
</xsl:if>
</xsl:template>

<!-- for each node -->
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KomaHmHasa CTPOKa [IJId 3allyCKa 3TOT0 Hp806p830BaHI/IHI

kicad\\bin\\xsltproc.exe -o test.net kicad\\bin\\plugins\\netlist form_pads-pcb.xsl test.tmp

Cadstar netlist example using XSLT

The following example shows how to create an exporter for the Cadstar netlist format using xlstproc.

The Cadstar format is comprised of two sections:

¢ The footprint list

® The Nets list: grouping pads references by nets

Below is an XSL style-sheet which converts the intermediate netlist file to the Cadstar netlist format.
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<?xml version="1.0" encoding="IS0-8859-1"?>

<!I--XSL style sheet to Eeschema Generic Netlist Format to CADSTAR netlist format
Copyright (C) 2010, Jean-Pierre Charras.
Copyright (C) 2010, SoftPLC Corporation.
GPL v2. -->

<IDOCTYPE xsl:stylesheet [
<!ENTITY nl "&#xd;&#xa;"> <!--new line CR, LF -->
1>

<xsl:stylesheet version="1.0" xmlns:xsl="http://www.w3.0rg/1999/XSL/Transform"> <xsl:output
method="text" omit-xml-declaration="yes" indent="no"/>

<!-- Netlist header -->
<xsl:template match="/export">
<xsl:text>.HEA&nl;</xsl:text>

<xsl:apply-templates select="design/date"/> <!-- Generate line .TIM <time> -->

<xsl:apply-templates select="design/tool"/> <!-- Generate line .APP <eeschema version>
-—>

<xsl:apply-templates select="components/comp"/> <!-- Generate list of components -->

<xsl:text>&nl;&nl;</xsl:text>

<xsl:apply-templates select="nets/net"/> <!-- Generate list of nets and

connections -->
<xsl:text>&nl; .END&nl;</xsl:text>
</xsl:template>

<!-- Generate line .TIM 20/08/2010 10:45:33 -->

<xsl:template match="tool">
<xsl:text>.APP "</xsl:text>
<xsl:apply-templates/>
<xsl:text>"&nl;</xsl:text>

</xsl:template>

<!-- Generate line .APP "eeschema (2010-08-17 BZR 2450)-unstable" -->
<xsl:template match="date">

<xsl:text>.TIM </xsl:text>

<xsl:apply-templates/>

<xsl:text>&nl;</xsl:text>
</xsl:template>

<!-- for each component -->
<xsl:template match="comp">
<xsl:text>.ADD_COM </xsl:text>
<xsl:value-of select="@ref"/>
<xsl:text> </xsl:text>
<xsl:choose>
<xsl:when test = "value I!= '" ">
<xsl:text>"</xsl:text> <xsl:apply-templates select="value"/> <xsl:text>"
</xsl:text>
</xsl:when>
<xsl:otherwise>
<xsl:text>""</xsl:text>
</xsl:otherwise>
</xsl:choose>
<xsl:text>&nl;</xsl:text>
</xsl:template>

<!-- for each net -->
<xsl:template match="net">
<!l-- nets are output only if there is more than one pin in net -->
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TER C1.2

.ADD_TER
.TER

.ADD_TER
.TER
.ADD_TER
.TER

.ADD_TER
.TER

u2.
.4
.1omvee
.14

.4

P1
R1
U1
u2

7

uz2.1

u2.
P1.
u1.
u2.
P1.
u2.
u2.
R1.
c1.
u1.
P1.

IS

|IN_4II

"/SIG_OuT"

"/CLOCK_IN"

W =" =" NN UNWN= =
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This
list

OrcadPCB2 netlist example using XSLT

format has only one section which is the footprint list. Each footprint includes a
of its pads with reference to a net.

Below is an XSL style-sheet which converts the intermediate netlist file to the Orcad

netli

st format.

T xml

<?xml

version="1.0" encoding="I1S0-8859-1"?>

<!I--XSL style sheet to Eeschema Generic Netlist Format to CADSTAR netlist format
Copyright (C) 2010, SoftPLC Corporation.

G

H

PL v2.

ow to use:
https://lists.launchpad.net/kicad-developers/msg05157.html

<IDOCTYPE xsl:stylesheet [

<!E
1>

<xsl:
metho

<l--

N

NTITY nl "&#xd;&%#xa;"> <!--new line CR, LF -->

stylesheet version="1.0" xmlns:xsl="http://www.w3.0rg/1999/XSL/Transform"> <xsl:output

d="text" omit-xml-declaration="yes" indent="no"/>

etlist header

Creates the entire netlist

(

.
<xsl:
<
<
<xsl:
<l--
<xsl:
<xsl:

<l--
<l--

<l--

<l--
G
>

<xsl:
<

</xsl

<l--

G

-=>

<xsl:
<

<
</xsl

<l--
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can be seen as equivalent to main function in C

template match="/export">

xsl:text>( { Eeschema Netlist Version 1.1 </xsl:text>
1-- Generate line .TIM <time> -->

apply-templates select="design/date"/>

Generate line eeschema version ... -->

apply-templates select="design/tool"/>
text>3}&nl;</xsl:text>

Generate the list of components --> <xsl:apply-templates select="components/comp"/>
Generate list of components -->

end of file --> <xsl:text>)&nl;*&nl;</xsl:text> </xsl:template>

enerate id in header like "eeschema (2010-08-17 BZR 2450)-unstable"

template match="tool">
xsl:apply-templates/>
:template>

enerate date in header like "20/08/2010 10:45:33"

template match="date">
xsl:apply-templates/>
xsl:text>&nl;</xsl:text>
:template>



( { Eeschema Netlist Version 1.1 29/08/2010 21:07:51 eeschema (2010-08-28 BZR 2458)-unstable} ( 4C6E2141
$noname P1 CONN_4 (1 VCC) (2 /SIG_OUT) (3 /CLOCK_IN) (4 GND) ) ( 4C6E20BA $noname U2 741574 ( 1
VCC) (2/SIG.OUT) (3N-04)(4VCC)(5/SIGOUT)(6?)(7GND) (14 VCC)) ( 4C6E20A6 $noname Ul
741504 (1/CLOCK_IN) (2N-04) (7GND) (14 VCC) ) (4C6E2094 $noname C1 CP (1 /CLOCK_IN) (2GND) ) (
4C6E208A $noname R1R (1VCC) (2/CLOCK IN)))*
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:experimental:

[[eeschema-actions-reference]]

== Actions reference

Below is a list of every available *action* in the KiCad Schematic Editor: a command that
can be assigned to a hotkey.

/11117
Note to translators: you do not need to translate this table by hand.

It is generated from KiCad using the Dump Hotkeys button that is shown in the hotkeys
editor if you

add the line "HotkeysDumper=1" to your advanced config file ( kicad_advanced® file in the
config

directory)
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=== Schematic Editor

[width="100%", options="header", cols="20%,15%,65%"]

Action | Default Hotkey | Description
Align Elements to Grid

I
I
Annotate Schematic...
I
| Fill in schematic symbol reference designators
Assign Footprints...
I
| Run footprint assignment tool
Clear Net Highlighting
| kbd:[~]
| Clear any existing net highlighting
| Export Drawing to Clipboard
I
| Export drawing of current sheet to clipboard
| Edit Library Symbol...
| kbd:[Ctrl+Shift+E]
| Open the library symbol in the Symbol Editor
| Edit Sheet Page Number...
I
| Edit the page number of the current or selected sheet
| Edit Symbol Fields...
I
| Bulk-edit fields of all symbols in schematic
| Edit Symbol Library Links...
I
| Edit links between schematic and library symbols
| Edit with Symbol Editor
| kbd:[Ctrl+E]
| Open the selected symbol in the Symbol Editor
| Highlight on PCB
I
| Highlight corresponding items in PCB editor
| Export Netlist...
I
| Export file containing netlist in one of several formats
| Force H/V Wires and Buses
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